AGENDA FOR THE Members noticed must notify the person who prepared

agenda (see below) at least 24 hours before the meeting

P LAN CO M M ISS I O N as to whether they will not be able to attend this

Date and Time: Tuesday, July 19, 2022, — 5:15 PM
Location:

meeting.

Council Chambers, Municipal Building, 101 South Blvd., Baraboo, Wisconsin

Member Notices: R. Nelson, P. Wedekind, R. Franzen, J. O’Neill, T. Kolb, B. Hartup, and M.

Boegner.

Others Noticed: T. Pinion, C. Bradley, M Krautkramer, Cliff Bobholz, Jennifer Cabala, Jamie Zajicek, Stan

Slaney, Matt Muchow, Max Dvorak, Bjorn Kaashagen, Scott Hewitt, Library, and Media.

PETITIONERS OR REPRESENTATIVES MUST BE PRESENT OR SUBJECT WILL NOT BE HEARD BY
THE COMMISSION!

1.

a

b.
C.
d.

Call to Order

Note compliance with the Open Meeting Law.
Roll Call

Approve agenda.

Approve June 21, 2022 meeting minutes.

Public Invited to Speak (Any citizen has the right to speak on any item of business that is on the

agenda for Commission action if recognized by the presiding officer.)

New Business

Request by Wal-Mart for an amendment to their Conditional Use Permit, which was approved on August
17,1999 and subsequently amended on June 17, 2008 and again on March 15, 2016 to revise the exterior
color scheme of the building and modify the signage, located at 920 USH 12.

Review a Conceptual Development Plan in accordance with Step 2 of the Planned Development
rezoning process for four-duplex buildings as an 8-unit development project on a 1.1-acre site at 1035
Walnut Street by S & T Sunset Properties, LLC.

Review a Conceptual Development Plan in accordance with Step 2 of the Planned Development
rezoning process for a 33-building, 84-unit development project on a 19.06-acre site on the east side of
Waldo Street between Parkside Avenue and Hager Street by KMD Development LLC.

Review and approve a 2-Lot Certified Survey Map for the Baraboo Surgery Center LLC located in a B-3
Highway Oriented Business zoning district at 1203 8" Street, being part of the SE1/4 of the NE1/4 of
Section 36, T12N, R6E in the City of Baraboo, Sauk County, Wisconsin.

Adjournment

Rob Nelson, Mayor
Agenda prepared by Kris Denzer, 355-2730, Ext. 7309
Agenda Posted by Donna Griggel on July 13, 2022

PLEASE TAKE NOTICE, that any person who has a qualifying as defined by the Americans with Disabilities Act that requires the meeting or materials at
the meeting to be in an accessible location or format, should contact the Municipal Clerk, 101 south Blvd., or phone 355-2700, during regular business hours at least 48
hours before the meeting so that reasonable arrangements can be made to accommodate each request.

FOR INFORMATION ONLY, NOT ANOTICE TO PUBLISH.

S:\Agendas\Plan Commission\2022\07-19-22 Agenda.doc



Minutes of Plan Commission Meeting June 21, 2022

Call to Order — Mayor Nelson called the meeting of the Commission to order at 5:15 PM.

Roll Call — Present were Mayor Nelson, Phil Wedekind, Roy Franzen, Jim O’Neill, Tom Kolb, Barry Hartup, and
Matthew Boegner.

Also in attendance were Tom Pinion, Casey Bradley, Todd Page Harry Allen, Carla Cady, Clint Hutchins, and
Brent Bellini

Call to Order

a. Note compliance with the Open Meeting Law. Mayor Nelson noted compliance with the Open Meeting Law.

b. Agenda Approval: It was moved by Wedekind, seconded by Kolb to approve the agenda as posted. Motion
carried unanimously.

c.  Minutes Approval: It was moved by Kolb, seconded by Wedekind to approve the minutes of the May 17, 2022.
Motion carried unanimously.

Public Invited to Speak (Any citizen has the right to speak on any item of business that is on the agenda for
Commission action if recognized by the presiding officer.) — Carla Cady spoke on behalf of the Baraboo Country
Club. She said that the Country Club has concerns regarding the proposed development on Lake Street as to lot
lines, stormwater, and natural areas. She said the hope is that the Commission gives some direction to the
development project to consider very seriously some of the stormwater issues. She stated that several of
developments around the Country Club in the last number of years, the stormwater has been directed “over the
Country Club land Draper Creek”, and that direction has been affecting our ability to perform our golf business.

Clint Hutchins, Country Club General Manager then addressed the Commission. He said that the runoff issue is a
concern, not just in abnormal storms. He said with Draper Creek coming through the middle of the course, it affects
9 out of 18 holes, and it affects a few areas that are worse than others. He said that the over land access is the issue
in the few different plans that they have seen for development around the golf course. He did say that they are in
favor of having more housing along the golf course.

Public Hearings

a. Public Hearing regarding the proposed amendment of boundaries and project plans for Tax Incremental District
No. 8 (See the Public Hearing Notice which was published on June 14, 2022). There being no speakers, the
hearing was declared closed.

b. Public Hearing regarding the proposed amendment of boundaries and project plans for Tax Incremental District
No. 11 (See the Public Hearing Notice which was published on Junl4, 2022). There being no speakers, the
hearing was declared closed.

New Business

a. Consideration and possible action on “Resolution Designating Proposed Amended Boundaries and Approving a
Project Plan Amendment for Tax Incremental District No. 8, City of Baraboo, Wisconsin”. — Harry Allen,
Ehlers address the Commission regarding the proposed amendments to TID 8 and TID 11. He said both the TIF
currently exist, and they are doing similar amendments to both. He said that they are amending the boundaries
and also the project costs. He explained how TID Districts work. Allen presented the existing TID 8 and the
proposed addition of parcels, and project costs. Administrator Bradley said that the proposed improvements for
this particular project has been addressed through a developer’s agreement. He said it is a 3-party development.
He said the developer’s agreement requires the developer to put in $7,000,000 of new assessed value, and at
that point the City becomes eligible for reimbursement for the infrastructure costs. He said that this particular
development project on the north side of Mine will be 59 duplexes, on the south side there will be roughly 57
single-family houses, targeted toward entry-level housing. He said there will also be an area with work-force,
moderate income housing, and also approximately 160 apartment units. He said on the commercial property
through the developer’s agreement a restriction was put on that basically it can be developed with anything
allowed by the zoning; however, nothing can be put on there until the developer procures a food service
provider in that area, whether it be a grocery store, convenience store, they would have to provide the basic
food staples. TID increments were then explained.




Allen then presented TID 11 saying that they are amending the boundaries and project costs. He said that TID
11 is right off US Hwy 12 in the southwestern part of the City. He said that approximately 151 acres will be
added and $27,000,000 of project costs. Allen stated that this is a mixed use district. Administrator Bradley
presented background of the existing TID 11. He said that he is projecting $75,133,700 in the proposed area.
He said that the 54-acres that is on the other side of US Hwy. 12 that is in the City limits does have a developer
that it interested in developing the entire 54-acres, which will be mixed use, a combination of housing and
commercial. Allen then presented a detailed explanation of anticipated project costs, life of the TID, tax
increment that will be collected, and developer incentives. Bradley gave the history of the TID Districts. He
said the intent was to get redevelopment in the river corridor, which is happening with the 3 Amigos project.
He said the City as acquired 103/105 Walnut, those facilities will be razed. He went on to say that there is an
overall plan to create a park, extend the riverwalk across Walnut, and then ultimately getting another pedestrian
bridge across the river to connect with downtown. He said that the City has an agreement from both
Congresswoman Tammy Baldwin and Congressman Pocan that they are going to put in for $500,000 of Federal
Legislation to help fund the connection from riverwalk up to the downtown area.

It was moved by Wedekind, seconded by Kolb to recommend approval of the Resolution to amend the
proposed TID boundaries for TID 8 and proposed project plan. On roll call for the motion, Ayes — Wedekind,
Franzen, O’Neill, Kolb, Hartup, Boegner, and Nelson. Nay -0, motion carried 7-0.

Consideration and possible action on “Resolution Designating Proposed Amended Boundaries and Approving a
Project Plan Amendment for Tax Incremental District No. 11, City of Baraboo, Wisconsin”. — Kolb moved to
recommend the Resolution to amend the boundaries and project plan for TID 11. Wedekind seconded the
motion. On roll call vote the motion, Ayes — Franzen, O’Neill, Kolb, Hartup, Boegner, Nelson, and Wedekind.
Nay — 0, motion carried 7-0.

Review Zoning Code regulations for Short-Term Rentals relative to allowable occupancy and qualifications for
Property managers — Pinion presented the background for this item. He said that there were some concerns
regarding current regulations and how occupancy limits were established, and also the qualifications for the
property manager. The Commission then discussed (4) Property Manager(b)ii. Pinion said that anyone has the
right to appeal a decision made. Nelson would rather see it that someone can be a property manager unless
something flags them in a background check. O’Neill felt that if a person was ever convicted of violence
against another person should not be able to be a property manager, and would have to appeal the decision.
Franzen feels that it should be eliminated. Pinion then explained the appeals procedure. It was the consensus of
the Commission to find wording for a positive background check, rather than prohibition. The Commission
then discussed (5) Operation of Short-Term Rentals(c)iv regarding number of occupants. Pinion said that the
Uniform Dwelling Code is more lenient than what exists in Chapter 7. He said there are two measurements the
first is one full bathroom for every 4 occupant. Measurement two is based on the amount of habitable area in
the residence, it is 150 square feet for the first occupancy and then 100 square feet for every other occupant. He
said that our Housing Code adds a third tier for comparison sake, a little more lenient, only requires 75 square
feet for the third and all subsequent occupants. He said that is another related requirement that there is
sufficient off-street parking, one stall for every four occupants. Nelson feels if the structural square footage
space is limiting how many people can be in a building, he thinks it is up to the renters what they need for their
bathrooms. Administrator Bradley cautioned the Commission on some of the properties are on septic systems
and do not have sewer and feels that it should somehow be segregated. Bradley said that there are others codes
that have language for this issue. He said language could be inserted in that the bathroom rule would kick in
only if on a septic system. Nelson suggested adding if the home is one septic, you are also subjection to a
restriction of no more than four people per full bathroom. The Commission felt that would be acceptable. It was
the consensus of the Commission that this could be sent to Council with staff making the changes based on
comments made. O’Neill moved to direct staff to make changes that were talked about and recommend
forwarding to Council. Kolb seconded. Franzen asked for verification of the modifications. Pinion said that
Under (4)(b)ii — language would be replaced with the requirement for a background check conducted by the
Police Department. 7(a) the requirement for no more than four occupants per full bathroom is going to apply to
facilities that are served by septic systems, for all others served by municipal sanitary sewer it would be Section
b, and there will be no change to c, the on-street parking if required. On roll call for the motion, Ayes -
O’Neill, Kolb, Hartup, Boegner, Nelson, Wedekind, and Franzen. Nay — 0, motion carried unanimously.




d. Review and recommend amending the 2008 Cooperative Plan and Boundary Agreement between the City of
Baraboo and the Town of Greenfield to rescind Section VI of said Agreement — Pinion presented background to
the Commission. He stated that the Town of Greenfield does not want to have any authority over this property
anymore. Pinion said if there is no objection the simplest way to do it would be to amend the agreement to
rescind Section VI. It was moved by Wedekind to forward to Council with a recommendation to rescind
Section VI of the agreement. Boegner seconded the motion. On roll call vote for the motion, Ayes — Kolb,
Hartup, Boegner, Nelson, Wedekind, Franzen, and O’Neill. Nay — 0, motion carried unanimously.

e. Review a General Development Plan/Specific Implementation Plan in accordance with Steps 3 and 4 of the
Planned Development process for Devil’s Lake Townhomes, LLC for a three-building, 29-unit townhouse
development project on Lots 1, 2 and 3 of CSM No. 7161, located on the west side of Lake Street between Well
No. 7 and Lot 1 of Springbrook Hills Subdivision — Pinion presented the background for the proposal. He said
it is the same footprint as last time; however, they did modify the elevations because the topography of the site
proved to more challenging than anticipated. He said the original at grade would have required several series of
retaining walls. Pinion explained the Stormwater Management. Pinion said that the Stormwater Management
Plan and Landscaping Plan have not yet been submitted. It was stated that lighting would be on building. It was
the consensus of the Commission that the landscaping and stormwater plan be brought to the Commission for
review. Kolb moved to forward to Council for a public hearing and recommendation to approve the GDP/SIP
contingent upon the stormwater plan and landscaping plan to be reviewed and approved by the Plan
Commission. O’Neill seconded the motion. On roll call vote for the motion, Ayes -

Adjournment - It was moved by Wedekind, seconded by Boegner to adjourn at 6:32 p.m. Motion carried
unanimously.

Rob Nelson
Mayor



PLAN COMMISSION ITEM SUMMARY
July 19, 2022

SUBJECT: REQUEST BY WAL-MART FOR AN AMENDMENT TO THEIR CONDITIONAL USE
PERMIT, WHICH WAS APPROVED ON AUGUST 17, 1999 AND SUBSEQUENTLY
AMENDED ON JUNE 17, 2008 AND AGAIN ON MARCH 15, 2016, TO REVISE THE
EXTERIOR COLOR SCHEME OF THE BUILDING AND MODIFY THE SIGNAGE,
LOCATED AT 920 USH 12.

SUMMARY OF ITEM A: Wal-Mart was originally granted a CUP in 1999. It has been amended four times: February
20, 2001; September 4, 2001; June 17, 2008; and again on March 15, 2016. The most recent amendment changed the
exterior building colors from brown and tan to gray and blue and modified the signage on the building. This request is to
modify the exterior building colors slightly and update the on-premise and on-building signage. Colored renderings of the
proposed changes are included in the packet on page 15, and for comparison sake, | included the colored building
elevations of their 2016 revisions on page 16.

COMPLIANCE/NONCOMPLIANCE:
Pursuant to Section 17.37 — Conditional Use Review and Approval, | have found the application to be complete and have
reviewed it for compliance with the ordinance.

ACTION: Approve / Deny Conditional Use Permit Amendment (with certain conditions?)

SUBJECT: REVIEW A CONCEPTUAL DEVELOPMENT PLAN IN ACCORDANCE WITH STEP 2 OF
THE PLANNED DEVELOPMENT REZONING PROCESS FOR FOUR-DUPLEX BUILDINGS
AS AN 8-UNIT DEVELOPMENT PROJECT ON A 1.1-ACRE SITE AT 1035 WALNUT STREET
BY S & T SUNSET PROPERTIES, LLC.

SUMMARY OF ITEM B: This is only the review of a concept plan. Should this project proceed, it will be a PUD with
a full GDP/SIP submittal that will be carefully reviewed by the Commission at a future date.

This 1.6-acre (69,696 sq ft) site was formerly occupied by a single-family home has since been razed. The existing
zoning classification is R-3, Three- and Four-Family Residential and the permitted uses in that district include single-
family dwellings, duplexes, three unit multifamily residential and four unit multifamily residential buildings. The
developer has provided a preliminary site plan and supporting documentation to develop this property with four duplex
building for a total of 8 units. The minimum lot size requirement for a duplex in the R-3 zoning district is 8,500 sq ft for
each duplex or 34,000 sq ft for all four duplexes, which equate to roughly half of the density they could otherwise be
allowed. The topography of the site slopes from north to south so a single, central shared driveway does not lend itself
well to this site; accordingly, two shared driveway are proposed, each serving four units.

The trapezoidal shape and topography of this site make it very challenging to orient the building to meet the setback
requirements with unit size the developer would like to construct so it seems the best way to allow the desired side yard
and rear yard setbacks is with a PUD Zoning Overlay. If favorable reviewed, the developer would need to provide a full
site plan submittal with the GDP/SIP including a landscaping plan and storm water management plan. The owners of the
neighboring condominium property to the south are very concerned about storm water runoff onto their property, which
the developers are keenly aware of.

COMPLIANCE/NONCOMPLIANCE:
Pursuant to Section 17.36B — Planned Unit Developments, | have found the application to be complete and have reviewed
it for compliance with the ordinance.

ACTION: Provide informal feedback relating to the proposed land division. No formal action is necessary and any
feedback you care to offer is non-binding.




SUBJECT: REVIEW A CONCEPTUAL DEVELOPMENT PLAN IN ACCORDANCE WITH STEP 2 OF
THE PLANNED DEVELOPMENT REZONING PROCESS FOR A 33-BUILDING, 84-UNIT
DEVELOPMENT PROJECT ON A 19.06-ACRE SITE ON THE EAST SIDE OF WALDO
STREET BETWEEN PARKSIDE AVENUE AND HAGER STREET BY KMD DEVELOPMENT
LLC.

SUMMARY OF ITEM C: This is only the review of a concept plan. Should this project proceed, it will be a PUD with
a full GDP/SIP submittal that will be carefully reviewed by the Commission at a future date.

This 19.06-acre site is located on the east side of Waldo Street between Hager Street and Parkside Avenue. The existing
zoning classification is A-1 Agricultural Transition. The developer hopes to build an 85-unit condominium development
on this property using a mixture of 2- and 3-unit buildings, with an interior network of private roadways. The developer
intends to install the sanitary sewer, water main, and storm sewer to the City’s standard specification with an expectation
to dedicate these utilities to the City for their maintenance and operation.

The developer could attempt to rezone the property to an R-3 Three- and Four-Family Residential and the permitted uses
in that district include single-family dwellings, two-family dwellings, three unit multifamily residential and four unit
multifamily residential buildings and subdivide it in accordance with the provision of the City’s Chapter 18 Subdivision
and Platting ordinance since the City regulates condominium developments the same as subdivisions. As part of the staff
review of this proposed project, the developer indicated a preference to follow the planned unit development process and
have the property zoned with a Planned Development Zoning Overlay. This approach actually gives the City a higher
degree of control compared to the alternative.

The City Council approved a Development Agreement with KMD Development LLC at their July 12" meeting and there
was a lot of public comment about this project citing concerns primarily related to traffic and storm water runoff. The
developer would like to proceed with a PUD Overlay Zoning and has provided a detailed description and conceptual site
layout plan and supporting documentation detailing their proposed development that is included in the Packet.

COMPLIANCE/NONCOMPLIANCE:
Pursuant to Section 17.36B — Planned Unit Developments, | have found the application to be complete and have reviewed
it for compliance with the ordinance.

ACTION: Provide informal feedback relating to the proposed land division. No formal action is necessary and any
feedback you care to offer is non-binding.

SUBJECT: REVIEW AND APPROVE A 2-LOT CERTIFIED SURVEY MAP FOR THE BARABOO
SURGERY CENTER LLC LOCATED IN A B-3 HIGHWAY ORIENTED BUSINESS ZONING
DISTRICT AT 1203 8™ STREET, BEING PART OF THE SE1/4 OF THE NE1/4 OF SECTION
36, T12N, R6E IN THE CITY OF BARABOO, SAUK COUNTY, WISCONSIN.

SUMMARY OF ITEM D: The owners of this existing 0.59-acre lot are simply dividing their existing lot into two lots,
one for each of the two existing buildings, as shown on the CSM included in the packet.

COMPLIANCE/NONCOMPLIANCE:
Pursuant to Section 18.06 — Certified Survey Map, | have found the CSM to be complete and have reviewed it for
compliance with the ordinance.

ACTION: Approve / Conditionally Approve / Deny CSM




DocuSign Envelope ID: 2D2AEF6D-B2C4-495D-814A-141D2FF63CAF

For Office Use: Date Date

1 Application given by [1 Referred to Council

) Received by Bldg. Inspector ) Public Hearing Set

1 Fee received by Treasurer [ Date Notices Mailed

[ Building Insp. Certified ) Public Hearing Published

1 Filed with City Clerk (1 Public Hearing Held

) Referred for Staff Review ) Plan Meeting Action
City of Baraboo APPLICATION FOR CONDITIONAL USE PERMIT
101 South Blvd. (A non-refundable fee must accompany this application upon filing.-$250 if public hearing required, or
Baraboo, WI 53913 $100 if no public hearing required.)
(608) 355-2730 phone FOR TREASURER USE ONLY
608 355-2719 fax Receipt #

Date of Petition: July 1st, 2022 Account # 100-22-4440

The undersigned, being all the owners of the real property covered by this conditional use request hereby
petition the City of Baraboo Plan Commission as follows:

1. Name and address of each owner: (Please attach additional pages as necessary.)
Wal-mart Real Estate Businss - PO Box 8050 MS 0555 - Bentonville, AR 72716

2. Name and address of applicant if not an owner. Describe interest in site (if tenancy, attach copy of current
lease):
Kevin Spurgeon - LK Architecture - Architect

. 920 H 12 / 920 State Rd 136
3. Address of site: i ate

4. Tax parcel number of site: __3426-21000

5. Accurate legal description of site (state lot, block and recorded subdivision or metes and bounds
description) (Attach copy of owner's deed):
City of Baraboo Wal-mart Subd Lot 1 esc com nw cor-N8915'24" E 135' -S51 42'42" W 25.29'-S2 8'5" W 150.16' -22 49' 38" W

272.33'to W LI SD Lot 1 & W LI NE S@-NO 32'14"W 415' to POB 21.49A M/L (PRT NE SW 3-11-6) (S/Access ease per D-756415 &

D-1113754

6. Present zoning classification: B3

7. Requested conditional use: Painting of exterior of the buildng. the existing brick will not be painted. CMU, EIFS,
exposed metal will be painted. Updating existing signage with changing and adding signage.

8. Brief description of each structure presently existing on site:
One 183,000 SF store. Brick, EIFS, CMU with lexan canopy at Live Goods Garden Center.

9. Brief description of present use of site and each structure on site:

P:\General\Forms\Conditional Use Application.doc Updated: 04/05/18



DocuSign Envelope ID: 2D2AEF6D-B2C4-495D-814A-141D2FF63CAF

The use of the site is a grocery store with home goods, pharmacy, garden center and auto care center.

10. Brief description of any proposed change in use of structures if request for conditional use is granted:
(include change in number of employees on site)
No proposed change in use.

11. The following arrangements have been made for serving the site with municipal sewer and water:
Water and sewere services to the site are existing.

12. Name, address, and tax parcel number of the owners of each parcel immediately adjacent to the boundaries
of the site and each parcel within 200 feet including street and alley right-of-way of each exterior boundary
of the site (see section 17.37(3)(a) of City Code.)

See attached.

13. A scale map or survey map must be attached showing the following: (Note: This section is not required for
home occupation requests; skip to 14.) (see section 17.37(2)(a) of City Code.)

a. Location, boundaries, dimensions, uses, and size of the site and structures and its relationship to
adjoining lands.

b. The approximate location of existing structures on the site, easements, streets, alleys, off street parking,
loading areas and driveways, highway access and access restrictions, existing street, side and rear yards,
proposed surface drainage, grade elevations.

14. State in detail, the evidence indicating proof that the proposed conditional use shall conform to each of the
standards for conditional uses set forth in section 17.37(2)(b) of the City Zoning Code.

The cover letter in it's entirety address the standards set forth in the City Zoning Code.

WHEREFORE, the undersigned property owners hereby state that the foregoing information and all
attachments to this Petition are true and correct to the best of our knowledge.
Notice to Property Owner: Conditional use permits, if granted, are subject to a 10 day appeal waiting time.
Dated this _30 day of _June , 20 22 -
TOperty owner

Property owner

| certify that that | have reviewed this application for completeness.

Date: Zoning Administrator:

P:\General\Forms\Conditional Use Application.doc Updated: 04/05/18



345 Riverview, Suite 200
Wichita, Kansas 67203

IIS: . Inspire. Create. Achieve. T 316.268.0230
ArChIteCture nspire. Create. Achieve. e s oo

Ik-architecture.com

07/01/2022

Tom Pinion

City of Baraboo
101 South Blvd.
Baraboo, WI 53913

Subject: Narrative for Conditional Use Permit (CUP)
Walmart Store 1396 (Baraboo) Project No. 21167
920 State Road 136

Mr. Pinion,
Good morning. On behalf of Walmart Stores Inc., LK Architecture, as an authorized agent,
present for your consideration, a Conditional Use Permit (CUP) Application for Walmart Store
1396 located at 920 State Road 136 Baraboo, WI.
Please reference the following responses:

1. APPLICANT INFORMATION

APPLICANT: Kevin Spurgeon/Authorized Agent for Walmart Stores, INC.

ADDRESS: LK Architecture 345 Riverview Suite 200 Wichita, KS 67203
E-MAIL: kspurgeon@Ik-architecture.com

PHONE: (316)268-0230 x 357 FAX NO. (316)268-0205

2. DESCRIPTION OF THE SUBJECT SITE/PROPOSED PROJECT

NAME OF PROPOSED/EXISTING BUSINESS: Walmart Stores, INC.
ADDRESS OF PROPERTY AFFECTED: 920 State Road 136

LEGAL DESCRIPTION: Retail

nnnnn

19°6€7.2017
Architecture ¢ Engineering * Planning ° Interior Design ¢ Landscape Architecture LK Architecture, Inc.



BRIEF DESCRIPTION OF EXISTING OPERATION OR USE: Grocery foodstuffs and
general merchandise, auto center, online grocery pickup and garden center.

DETAILED DESCRIPTION OF PROPOSED OPERATION OR USE INCLUDING
ANY CHANGES TO THE EXISTING USE:

None

BRIEF DESCRIPTION OF ALL REQUESTED VARIANCES FROM PROVISIONS
OF THE ZONING ORDINANCE, WHICH ARE RELATED TO THE PROPOSED
OPERATION OR USE:

Requested Exterior Paint is as follows:

Reference Exterior Elevations Sheet A2. As part of Walmart’'s Brand ldentity
Program, Walmart is providing consistency and brand alignment across all store
and project types. Their new Brand ldentity Program provides a cohesive, unified
design to compliment a consistent shopping experience. Moving away from earth
tones, Walmart is utilizing a gray color scheme for all stores receiving updated
branding and paint, as well as Walmart blue for their primary brand color for key
destinations on the building. Any brick associated with the building will not be
painted, but concrete masonry units and exterior insulation finish systems (EIFS)
have been updated to receive a color change.

. JUSTIFICATION OF THE PROPOSED CONDITIONAL USE

Written justification for the proposed conditional use, indicating reasons why the
applicant believes the proposed conditional use is appropriate.

How is the proposed conditional use (independent of its location) in
harmony with the purposes, goals, objectives, policies and standards of the
City of Baraboo’s Comprehensive Master Plan?

Response: The proposed conditional use is updating the look and feel of the
Walmart store by updating the paint colors on the building, both exterior and
interior. The store already has the gray paint scheme. We are updating the
placement of the blue paint on the store along with repainting of the gray color
scheme. The new signhage reduces the overall footprint of signage by
approximately 30%, and further enhancements include updated wayward or

10



directional signage to help individuals find key destinations, such as the new
parking area associated with the online grocery pickup area as well as the Auto

Care area.

Does the conditional use, in its proposed location, result in any substantial
or undue adverse impact on nearby property the character of the
neighborhood, environment, traffic, parking, public improvements, public
property or rights-of-way?

Response: The conditional use does not have any adverse impact on nearby
property, character of the neighborhood, environment, traffic, parking, public
improvement, public property, or rights-of-way. If anything, it is taking the online
grocery pickup parking out of the main flow of parking lot traffic and moving it closer
to the dispensing area. Adjacent zoning and land use conditions are the same per

the old Conditional Use Permit.

How does the proposed conditional use maintain the desired consistency of
land uses in relation to the setting within which the property is located?

Response: The conditional use is bringing the exterior paintable material colors
and signage up to date on the building to make it more appealing to people in a

public sense.

Is the proposed conditional use located in an area that will be adequately
served by utilities, or services provided by public agencies? If not, please
explain.

Response: The location of the proposed conditional use is adequately served by

utilities and services provided by public agencies.

NAMES AND ADDRESS (Indicate N/A for “Not Applicable” items)
OWNER OF SITE: Walmart R.E. Bus. Trust

ADDRESS: 702 SW Eighth St, Bentonville, AR
E-MAIL: kspurgeon@Ik-architecture.com
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ARCHITECT: LK Architecture (Architect of Record) for Walmart Stores.
ADDRESS: 345 Riverview Suite 200 Wichita, KS 67203

CONTRACTOR: To Be Determined
ADDRESS: NA

E-MAIL: NA

e How many wall signs to be added/removed?

Requested Building Wall Signage is as follows. Nine additional signs have
been requested with the overall square footage of all signs being reduced:

Front

1.

2
o
)

Replace Grocery sign (25.63 sf) for new Grocery sign (17.71 sf)
Reduction in square footage by (7.92 sf). Reference 3/A2.1

Replace Walmart Linear Font and Spark (298.00 sf) with new Walmart

“Badge” (115.67sf)
Reduction in square footage by (182.33 sf). Reference 1/A2.1

Replace Pickup/Spark sign (66.76sf) with new Pickup> (40.83sf)
Reduction in square footage by (25.93sf) Reference 13/A2.1

Replace Home & Pharmacy for new Home & Pharmacy
(Osf neutral). Reference 2/A2.1

Replace Outdoor Living sign (49.47sf) for Outdoor sign (20.50sf)
Reduction in square footage by (28.97sf). Reference 4/A2.1

Replace Auto Center> sign (34.50sf) for Auto Care> sign (16.25sf)
Reduction in square footage by (18.25sf). Reference 6/A2.1

Subway Tenant signage to remain.
Add Walmart Store address sign.
(Osf neutral) Reference 17/A2.1

Replace Auto Center sign (31.47sf) for new Auto Care sign (24.65sf)
Reduction in square footage by (6.82sf). Reference 5/A2.1

12



2. Replace (2) Tire signs (4.66sf total) for (2) new Tire signs (4.66sf)
Add two new Tire signs (4.66sf). Increase square footage by 4.66 sf
Reference 9/A2.1

3. Replace (2) Lube sign (2.98sf) for (2) new Oil Change signs (13.84sf)
Increase in square footage by (10.86sf). Reference 8/A2.1

4. Add (6) Auto Care Numerals (Numbers 1-6 at 29.46sf total)
Increase in square footage by (29.46sf). Reference 7/A2.1

Monument Signs

1. Replace Walmart existing cabinet face with new Walmart cabinet face
Typical of two. (0 sf neutral)

Summary of Sighage Schedule on Sheet A2.1:

Total number of existing Walmart building signs is 12 (583.46sf)

Total number of existing monument signs is 2 (Walmart).

Total number of additional Walmart building signs requested 9.

Six are the Auto Care Numerals 1-6, two additional Tire signs and one Address.
Total reduction in sf is 216.56 sf

13
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KEYNOTES

6.21  ALUMINUM DIAMOND (TREAD) PLATE, OWNER FURNISHED AND INSTALLED

9.90  FLOOR STRIPES. REF N1 FOR STRIPING CONDITIONS.
10.44 PROVIDE TACTILE "EXIT" SIGN. REF N1

IF PRICE READERS, FIRE
EXTINGUISHERS, PAPER TOWEL

TO COLUMNS ON THE SALES
FLOOR, REMOVE AND REINSTALL
USING SCREWS. REF SHEET SA1

DISPENSERS, ETC ARE STRAPPED

FOR BID ALLOWANCE

21

Jr—
ELECTRONICS DESK PROVIDED WORK ROOM STANDARD BAINT
BY OWNER. CONFIRM FINAL FITTING STRUCTURAL
LOCATIONS WITH STORE SET UP Room ®
MANAGER = %
= = m
COAT HOOK |z O (=] E}
MOUNTED AT 44" 2 Z|e PAINTTO |12
ABOVE FINISH FLOOR old@ MATCH WALL | S|I&lg
STANDARD +] g PAINT COLOR 8
17"-18" BENCH > o
SPOT REPLACE OR REPAIR T;%':f g2 L
FLOORS AS REQUIRED. CAULK | %|Z a 5
MIRRORS AND SEATS. ANCHOR | | = ol
(3) HORIZONTALLY ORIENTED DIGITAL UNITTO FLOOR 3 -
DISPLAYS AT 7'-6" AFF TO BOTTOM OF iameeeis I | I S s Gl
MONITOR. REF 7-A9 FOR ATTACHMENT. 30%48" CLEAR H £
£ B LOGATE CENTERED ON ELECTRONICS DESK. B ooR shaee P STANDARD H ® £y
L . | FITTING @ ®
0" ROOM
ACCESSIBLE e 50" DIA
FITTING TURNAROUND } !
\& ROOM ANY SALES FLOOR
ELECTRONICS DESK PROVIDED BY L LL L COLUMN WHICH FALLS
OWNER. CONFIRM FINAL LOCATIONS 36" DOOR, PROVIDING 50" 50"
WITH STORE SET UP MANAGER 32" CLEAR OPENING MIN A WIN A PERIMETER WALL
WIDTH
4 1/8" @ 1/4" 1¢ 1-
| | | | | | | | |
| | | | | | | | |
\ \ \ \ | sk \ \ \
~
{ | |
| |
I | |
Il |
| |
| |
| L ™ 1
I { I
| W LEFiH |
WALLFINISH || | ] |
REF GA2 | L |
i |
\ 7 e | |
WALL FINISH [ _I
| |
& ! (™
! A,
| |
'STOCKROOM-GR 2\
. N
&8
&
100 SALES 126 SEASONAL SHOP.
WALLS WALLS
+ GYP BD: REF A1 FOR PAINT. INSTALL PS7 WAINSCOT AND + GYP BD: PAINT P209 TO CEILING OR EXPOSED STRUCTURE
DB5 BASE UNO. EXTEND WAINSCOT AND BASE AT UNO. INSTALL PS7 WAINSCOT AND DB5 BASE UNO.
EXPOSED WALL TO NEAREST MERCHANDISE RACK. REF 3- EXTEND WAINSCOT AND BASE AT EXPOSED WALL TO
A3 NEAREST MERCHANDISE RACK. REF 3-A3
+ CMU: REF A1 FOR PAINT. WHERE BASE IS EXISTING, IT IS + CMU: PAINT P209 TO CEILING, OR EXPOSED STRUCTURE
ETR. UNO. WHERE BASE IS EXISTING, IT IS ETR.
WALL FINISH FLOOR FLOOR
REF GA2 + REF FLOOR FINISH PLAN - REF FLOOR FINISH PLAN
CEILING CEILING
+ REF SHEET SA1 FOR CEILING SCHEDULE + REF SHEET SA1 FOR CEILING SCHEDULE
WALL FINISH | SALES
REF GA1

NOTE: WALMART TO PROVIDE SHELVES FOR GC TO
FIELD MODIFY TO FIT AROUND COLUMNS. GENERAL
CCONTRACTOR TO VERIFY SPECIFIC QUANTITIES AND
LOCATIONS WITH THE WALMART FIELD PROJECT
MANAGER. STORE PLANNING WILL INSTALL AND
PAINT THE SHELVES AFTER MODIFICATION BY THE
GC. REF SHEET SA1 FOR BID ALLOWANCE OF
GONDOLA SHELVES.

|| waLL FivisH ¥
REF GA1 = C i

FLOOR PLAN

REF A5

/

WALL FINISH

\

WALL FINISH
REF A5
g g i WALL FINISH

/=

'

SHEET NOTES

ENSURE ALL EXISTING WALL STANDARDS AND HALF
GONDOLAS TO REMAIN ARE SECURE TO WALL.
RELOCATE AND/OR INSTALL PREFABRICATED CASH
WRAP(S) FOR CHECKOUTS AND SERVICE COUNTERS.
CAULK BASE TO FLOOR WHEN LOCATION IS FINALIZED.
RELOCATION AND SETUP OF GONDOLAS AND/OR
RACKING AS INDICATED ON FXS SHEETS WILL BE
PERFORMED BY OTHERS. ANCHORING OF UPRIGHTS TO
BE PERFORMED BY GENERAL CONTRACTOR.

WALL FINISH

WALL FINISH
REF AC1

WALL FINISH

10.44

PAINT STRUCTURAL
CCOMPONENTS ADJACENT
WALL, -

TO RI A3

1)+

0-0"

(]

LKArchitecture, Inc.
345 RIVERVIEW, WICHITA, K8 67203

T 316.268.0230

F 316.268.0205

STIPULATION FOR REUSE
THIS DRAWING WAS PREPARED FOR
USE ON A SPECIFICSITE AT:
'CONTEMPORANEQUSLY WITH ITS ISGUE
DATEON 03122 ANDIT 8 NOT

BARABOG, W1

THE LAW.

GCONSULTANTS

172SC

920 STATE ROAD 136
STORE NO: 01396
21167 | PROTO:

Wealmart
BARABOO, WI

JOB NUMBER:

ISSUE BLOCK
ADDS 05/06722

N

CHECKED BY: SAM, JEH

DRAWN BY: EME, KLZ

PROTO CYCLE: 12117721

DOCUMENT DATE:  03/11/22

IMPORTANT NOTICE:
THIS DRAWING SHALL
NOT BE USED FOR
CONSTRUCTION
UNLESS SEALED,
SIGNED AND DATED BY
THE LICENSEE IN
RESPONSIBLE CHARGE
(AOR/EOR).

MAY 06 202

FLOOR PLAN

SHEET:

A1
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EXISTING MONUMENT o~ COLOR NAWE DEMOLITION NOTES SHEET NOTES ©.8»
/ SIGN LOCATION ON SITE 498 | DARK GRAY B8
1. REMOVAL OF BUILDING MOUNTED ITEMS, SHOWN OR 1. PATCH AND REPAIR EXTERIOR WALL SURFACES, =g
P70U | WALMART BLUE (URETHANE-LIKE) NOTED TO BE DEMOLISHED OR AS REQUIRED BY SCOPE DAMAGED OR EXPOSED DUE TO REMOVAL OF BUILDING gagd
LAWN & GARDEN CENTER 134E] LIGHT GRAY. OF WORK, SHALL OCCUR PRIOR TO PAINTING BUILDING: MOUNTED ITEMS, TO MATCH ADJACENT AS REQUIRED. SEE
COORDINATE DEMOLITION WORK SO EXTERIOR REFER TO DETAILS ON SHEET A2.1 FOR SUBSTRATE AND S8
P135E| MEDIUM GRAY PAINTING WILL OCCUR PRIOR TO INSTALLATION OF FINISH REQUIREMENTS AT LOCATIONS OF BUILDING @
BUILDING MOUNTED ITEMS. MOUNTED SIGNS. =%
3. PRIOR TO PAINTING WALL AT LOCATION(S) OF LIT 2 §
ID/LOGO SIGN(S), COORDINATE SCOPE OF WORK WITH HH
WALMART CM. B2
EXISTING MONUMENT 4. IF PAINTING ADJACENT WALLS PAINT HOLLOW METAL E g
SIGN LOCATION ON SITE STEEL DOORS, FRAMES, AND DOWNSPOUTS, EXPOSED —z3
METAL FLASHING, HANDRAILS, AND EXPOSED g
MISCELLANEOUS STEEL TO MATCH ADJACENT BUILDING
COLOR UNO.
5. PAINT ANY NEW ROOFTOP GAS PIPIN WHERE
EXTERIOR WALL IS BEING PAINTED, GAS PIPE ALONG
SIDE WALL TO GRADE SHOULD MATCH ADJACENT
BUILDING. DO NOT PAINT METER OR VALVES.
6. IF PAINTING ADJACENT WALLS PAINT CANOPY P
STRUCTURAL STEEL AND FLASHING TO MATCH w i gz pEs, 2
ADJACENT WALL. a|§ & g Bits
7. WHERE CANOPIES ARE VISIBLE TO AND ACCESSED H E§ég Egﬁgﬂ
CUSTOMERS, PAINT UNDERSIDE OF CANOPY DECK & & Eg ﬂEh 58
165 112" DO NOT PAINT CANOPY DECK IF NOT PREVIOUSLY % E Feesy miﬁiu
o PAINTED L | &5 g2EZEECEERZ
MONUMENT SIGNAGE: ETR EQ ‘f- EQ 8. PAINT ALL EXTERIOR ENTRY BOLLARDS TO MATCH 3 gg g!;u 5 L3
L . EXISTING COLOR UNLESS NOTED TO RECEIVE PLASTIC 2| sPszsrps ggsgg
FABICATED PANEL . BOLLARD SLEEVE. S g'g §"E§5 2R
ASSEMBLY 15\ 9. DO NOT PAINT LED WALL PACK HOUSINGS H g§ 53 gﬂﬁ H H
10. DO NOT PAINT QUIK BRIK, STONE VENEER, FACE BRICK, w; Ty Esﬁ gg
A21 UNPAINTED TILT-WALL OR PRECAST PANELS & | B435sats ¥
11. AT MASONRY LOCATIONS WHERE SIGNS ARE BEING
AP REPLACED, REMOVE AND PAINT AREA BEHIND SIGN TO
P134E MATCH EXISTING COLOR. REF SPEC 09900,
P134E] EIFS REVEAL, TYP 121
= ] ﬁimM EIFS REVEAL, TYP
[DISCLOSURES o -
- PAINTRESTRICTIONS: - ©
- ALLOWED SIGNAGE SF:  N/A g
- EXISTING SIGNAGE SF:  511.94 SF NEW SIGN g
- PROPOSED SIGNAGE SF: 355.60 SF REF 1-A2.1 =
- VARIANCE / PROCESS: - 2
NEW SIGN
% REF3-A2 1\ 8
[P134)
/—- e 4
g
FFEL FF EL o o
9 1/8"=1-0" ) 8 1"=10-0" 7 1"=10-0" b (@) 2 S 5
- ©9%: |
’ o w2y
mregE
E =Y
o
o
S0
—<° £
(o @
4
&
— CAP. % %
19 -4 onp 122 P134E PI3AE 2
cAP ToMm PI4E ToM g
P134E: P134E P134E [ — s
$ 116'-8" [
TOM \ ISSUE BLOCK
106 - u'e 1_JADD2 04714122
| 2_|ADDS 0510622
96'-0" | || s6-0
$FF EL X\ — == = ELe
P134E P134E (ETR) \—pP13aE
ETR
6 1"=20-0"
EXISTING JIB
T T 122-8"
NEW SIGN 41 F1aaE
PRI REF 9-A2.1 134 P1s4E PIME ToM
PTom ; \ 19 -8"
Vs | - - - - - - - — — - - e — - — ‘—@TOM CHECKED BY: KDS
109 -4 |
1-3'TYP) DRAWN BY: EME,CJH
$106 -0 b PROTO CYCLE: 12117121
| I DOCUMENT DATE:  03/11/22
$ 96'-0" ‘ﬂ; [ 1 \ \ 96'-0"
FrEC PisiE briE Pz \p—mE FiseE e
NEW SIGNS REF 7-A2.1 — — — S
5 1"=20-0"
IMPORTANT NOTICE:
THIS DRAWING SHALL
NOT BE USED FOR
cap CAP. CAP. CAP ETR CONSTRUCTION
CAP P134E- — P134E- P134E- 22w P134E- UNLESS SEALED,
NEW SIGN 41 NEW SIGN 5131E 513aE - 5131E. .
RErs g AME REFs o1 ] - { P1aaE p13aE o P134E- 119 -4 e SIGNED AND DATED BY
- LA | Tom o g STE THE LICENSEE IN
496" B L TOM | - o RESPONSIBLE CHARGE
9 64 & ToM -4 .
siviivi 4 1094 : — (AOR/EOR).
fﬁ (ETR]
~ * % P134E- 106-0°
5 < R | -
- - 96'-0" 96'-0" 96'-0" \Q \ i ,\ 1 = 1 1 \\\ 1 / 9'-0" i!
, FF ELe FF ELe FFEL el e ot J— J— — J— J— FFEL
i NEWSIGNS REF 7-A2.1 S Y CPIME P134E 134E | FENCING SHOWN P134E P134E
- [cARDEN CENTERWALLAND |/ —— — — |DASHED FOR CLARITY - -
AUTO CENTER SEASONAL SHOP PILASTER SHOWN DASHED
FOR CLARITY %
4 FRONT ELEVATION 3 REAR ELEVATION - R 2 RIGHT ELEVATION
1"=20-0" 1"=20-0" 1"=20-0"
| REPLACE EXISTING
( TRANSLUCENT NEW SIGN, CENTER IN NEW SIGN
3 J y F13-
NEW SIGN IN EIFS ; gblsggz WAL s EIFS FIELD REF 2-A2.1 REF 13- A2.1 MAY 06 202
FIELD REF 3-A2.1 T
CAP NEW SIGN NEW SIGN
CAP v ' CcAP P76U CAP. 25312" 16512 25312 REF 4-A2.1 REF 6-A21 _CAP_
P1M4E ' NEWSIGN, P134E: L CAP CAP y PrasE
(| ReF7-A21 p— P134E: P134E] PI34E P135E: V 573E.
P134E- e P162E- — — — P134E:
122 -8" — —= —_ 122-8
S ] :ﬁ { \ BT | 5 L o EXTERIOR
£ | | S
] | | & ELEVATIONS
_ | | w
= - | |
| |
$ 9'- 0" ( )
FrE (ER} P49E] (ER) P134E \Pms 0 NG Gl CANOI
ETR ETR DO NOT PAINT GLAZED CANOPY
TENANTSIGN — - E@Tsc:ézguﬁiémgmﬂes STRUCTURES
AN ETR
£ REPLACE EXISTING ) HATCHED AREA INDIGATES GARDEN CENTER FENCING
TRANSLUCENT { EIFS RESURFACING SHOWN DASHED FOR CLARITY
GLAZED WALL {
e FRONT ELEVATION




FOR COMPARISON SAKE, THIS IS THE COLOR SCHEME APPROVED IN MARCH 2016
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REPLACE EXISTING
CABINET FACE

SHERWIN-WILLIAMS CUSTOM
BRONZE/ ORDER NUMBER
7248-0044642

-BRONZE MATCH

-CUSTOM MANUAL MATCH
BAC COLORANT: 0z 32 64 128
W1 WHITE -4 -1
B1 BLACK 6 4 1 1
R2 MAROON -9 -1
Y3 DEEP GOLD -4 11
G2 NEW GREEN -8 - -
ONE GALLON
#B54T00104

Ul TRADECP #796999993

BARABOO STATE BANK

WHITE LETTERS

YELLOW SPARK,
COLOR PMS 1235C

FLEX FACE, COLOR

PMS 285C BLUE

EXISTING BRICK
DO NOT PAINT

\ EXISTING SIGN SUPPORT

MONUMENT SIGN

18

REPLACE EXISTING

3/16"=1-0"

SHERWIN-WILLIAMS CUSTOM
BRONZE/ ORDER NUMBER
7248-0044642

-BRONZE MATCH

-CUSTOM MANUAL MATCH
BAC COLORANT: oz 32 64 128
W1 WHITE -4 -1
B1 BLACK 6 4 1 1
R2 MAROON -9 -1
Y3 DEEP GOLD -4 11
G2 NEW GREEN -8 - -
ONE GALLON
#B54T00104

Ul TRADECP #796999993

CABINET FACE ﬁ

(17

THROUGH WALL
PROTECTION TUBE
FURNISHED BY WALMART
INSTALLED BY GC PER
MFR RECOMMENDATIONS ——— Al

FULL BED OF MULTI-
CCOMPONENT SEALANT AT
PERIMETER OF CONDUIT ——|

INSTALL LETTER BACK

PRIOR TO INSTALLATION \D

ATTACH SIGN TO WALL
PANEL SYSTEM IN PRE-
DRILLED HOLES WITH
HARDWARE PROVIDED
WITH SIGN PER MFR
RECOMMENDATIONS, TYP. —|

INDIVIDUAL PLASTIC
ILLUMINATED CHANNEL
LETTERS —————————

INSTALL LETTER FACES
W/ SET SCREWS, TYP

FABRICATED PANEL
ASSEMBLY

REFERENCE 15-A2.1 FOR
INSTALLATION

16

\

MONUMENT SIGN

WHITE LETTERS

YELLOW SPARK,
COLOR PMS 1235C

FLEX FACE, COLOR

PMS 285C BLUE

EXISTING BRICK
DO NOT PAINT

EXISTING SIGN SUPPORT

3116

NOTE

SQUARE FOOTAGE NOT
INCLUDED IN BUILDING
SIGNAGE SCHEDULE

ADDRESS SIGNAGE

ADDRESS

104" = 10"

ANAN

SIGN ATTACHMENT

CONT SEALANT

PRE MOLDED PIPE FLASHING ATTACHED

[~ PENETRATIONS AND SEALANT

EXISTING
WATERPROOFING MEMBRANE

/ REMOTE POWER SUPPLY ENCLOSURE

— SEALANT AT PERIMETER AND ANCHORS OF

REMOTE POWER SUPPLY ENCLOSURE

SIGNAGE CONDUIT FLASHING AT LOW VOLTAGE
WIRE PENETRATIONS FURNISHED BY WALMART
INSTALLED BY GC PER MFR RECOMMENDATIONS

3/4" LIQUID TIGHT FLEXIBLE METAL
CONDUIT

CONDUIT TO PANEL BOARD
REF ELECTRICAL

LOW VOLTAGE WIRE

AT LOW VOLTAGE WIRE

BY GC PER ROOFING MFR

RECOMMENDATIONS

EXISTING ROOFING SYSTEM

LOCATE CONDUIT PENETRATION
40" MAX FROM UNISTRUT.
PROVIDE ONLY ONE ROOF
PENETRATION FOR ALL WHIPS.

112" = 10"

FASTEN .080 ALUMINUM COUNTER
FLASHING PROVIDED WITH ALUMINUM
PANEL SYSTEM IN CONTINUOUS BED OF
SEALANT AND BEND OVER EXISTING
PARAPET EDGE.

WALL PANEL SYSTEM PROVIDED
BY WALMART AND INSTALLED BY
GC PER MANUFACTURER'S

RECOMENDATIONS

HILTI HLC-H 16X140/90 SLEEVE
AANCHOR PROVIDED BY WALMART
AT ALL PRE-PLACED PRIMARY
CONNECTION HOLES AT TOP RAIL
IF PRIMARY CONNECTION HOLE
HAS OBSTRUCTION USE THE
NEAREST MARKED ALTERNATE
ATTACHMENT POINT.

1" 0.D. NEOPRENE / SS BONDED
WASHER AND NUT IN BED OF
CONTINUOUS MULTI-COMPONENT
SEALANT, TYP.

ATTACH SIGN TO WALL PANEL
SYSTEM IN PRE-DRILLED HOLES
WITH HARDWARE PROVIDED WITH
SIGN, TYP.

REFERENCE 16-A2.1 FOR SIGNAGE
ATTACHMENT AND ELECTRICAL
REQUIREMENTS

HILTI HLC-H 16X140/90 SLEEVE
AANCHOR PROVIDED BY WALMART
AT ALL PRE-PLACED PRIMARY
CONNECTION HOLES ON VERTICAL
MOUNTING RAILS. IF PRIMARY
CONNECTION HOLE HAS
OBSTRUCTION USE THE NEAREST
MARKED ALTERNATE ATTACHMENT
OINT.
INSTALLED BY GC

1" 0.D. NEOPRENE / SS BONDED
WASHER AND NUT IN BED OF

CONTINUOUS MULTI-COMPONENT
SEALANT, TYP.

REFERENCE 16-A2.1 FOR SIGNAGE
ATTACHEMENT AND ELECTRICAL
REQUIREMENTS

G‘i

BO WALL PANEL SYSTEM

[

SIGN ATTACHMENT

EXISTING 8" CMU

MOUNTING HOLE PATTERNS FOR
NON-ILLUMINATED SIGN INSTALLATION
PROVIDED BY WALMART

PLASTIC MOUNT FOR ALL-
THREAD STUD TYP BY WALMART \

INSTALL 1/8" DIA ALL-THREAD
STUDS INTO PLASTIC
MOUNTS PRIOR TO SIGN
INSTALLATION

3/8" DIA HOLE FILLED WITH

e .8
gE8
g
gge
L
it
.:Eg
dJzg

gl

|
2T Auto Care Y ¢

SIGNAGE

Auto

SIGNAGE

16.25 SF

C

JIre

24,65 SF

104" = 10"

20.50 SF

5 14" = 10"

L]

T ||" /\H_ e
®, : Illwhf

15 112 = 10"

MOUNTING HOLE PATTERNS FOR
NON-ILLUMINATED SIGN INSTALLATION
PROVIDED BY WALMART

PLASTIC MOUNT FOR ALL-
THREAD STUD TYP BY WALMART

INSTALL 1/8" DIA ALL-THREAD
STUDS INTO PLASTIC

MOUNTS PRIOR TO SIGN
INSTALLATION

3/8" DIA HOLE FILLED WITH
ADHESIVE SEALANT. COAT
ALL-THREAD STUD WITH
ADHESIVE SEALANT PRIOR
TO WALL ATTACHMENT

PLASTIC NON-ILLUMINATED
CHANNEL LETTER BY
WALMART

"ADHESIVE SEALANT" IS TO
BE PRODUCT LN-950 BY
LIQUID NAILS OR SIMILAR
POLYURETHANE
CCONSTRUCTION ADHESIVE,
MEETING ASTM D3498 AND
C557 STANDARDS,
EXTERIOR APPLICATION,
WEATHER RESISTANT,
LOW VOC, WITH A MINIMUM
SHEAR STRENGTH OF 250
Psl

EXISTING CMU

ADHESIVE SEALANT. COAT i 1771 SE
ALL-THREAD STUD WITH
ADHESIVE SEALANT PRIOR £ ' SIGNAGE SIGNAGE
TO WALL ATTACHMENT | 4 3
iz 17"
PLASTIC NON-ILLUMINATED
CHANNEL LETTER BY |
WALMART 1
"ADHESIVE SEALANT" IS TO | PR
BE PRODUCT LN-950 BY
LIQUID NAILS OR SIMILAR A21/
POLYURETHANE 2051/
CONSTRUCTION ADHESIVE, A \/ - v
MEETING ASTM D3498 AND |
C557 STANDARDS, = EXISTNGCMU W
EXTERIOR APPLICATION, | -
WEATHER RESISTANT, all L /_ o) | Ak
LOW VOC, WITH A MINIMUM —\\ --\ (_. , ,d{r{. '\ «J\‘
SHEAR STRENGTH OF 250 k\-"_j’ | b = \_.J | | |\_.. k /
S Psi AL
) 6053 SF
5 12 e 2 P
PRIOR TO PERFORMING THIS WORK, REFER TO SIGNAGE
VERIFY EXISTING SUBSTRATE GENERAL
MATERIAL. IF EXISTING SUBSTRATE IS NOTES FOR ADDITIONAL
CMU OR PLYWOOD (5/8" OR THICKER), REQUIREMENTS
SUBSTRATE REPLACEMENT IS NOT
REQD THROUGH WALL LOCATE ANCHORS AND
PROTECTION TUBE WIRING/CONDUIT PENETRATIONS
MOUNTING HOLE PATTERNS FORNON- FURNISHED BY WALMART PER SIGN ATTACHMENT TEMPLATE
INSTALLED BY GC PER PROVIDED BY WALMART
ILLUMINATED SIGN INSTALLATION MFR RECOMMENDATIONS
PROVIDED BY WALMART
FULL BED OF MULTI- —11 NOTE
EECSTESQQ(SUSNTTU;OR 4 COMPONENT SEALANT AT SEALANT ALL AROUND ALL SIGN PENETRATIONS
J PERIMETER OF CONDUIT ABOVE ROOF LEVEL
MUST BE A CLEAR .
LOW VOLTAGE WIRE MINIMUM OF 8" ABOVE 16
INSTALL /8" DIA ALL- INSTALL LETTER BACK DECK 2t

THREAD STUDS INTO PRIOR TO INSTALLATION

PLASTIC MOUNTS, TYP

1/4" SPACER BETWEEN HILTI HPS 1/4” X 15/8"

FACE OF BUILDING SLEEVE ANCHOR
FINISH AND CHANNEL PROVIDED BY WALMART
— AT EACH SIGN

CONNECTION POINT
INSTALLED BY GC

VARIES

3/8" DIA HOLE FILLED
WITH ADHESIVE
SEALANT, TYP INDIVIDUAL PLASTIC
ILLUMINATED CHANNEL

PLASTIC NON-ILLUMINATED LETTERS

CHANNEL LETTER

INSTALL LETTER FACES
W/ SET SCREWS, TYP

"ADHESIVE SEALANT" IS TO BE
PRODUCT LN-950 BY LIQUID NAILS OR
SIMILAR POLYURETHANE
CONSTRUCTION ADHESIVE, MEETING
ASTM D3498 AND C557 STANDARDS,
EXTERIOR APPLICATION, WEATHER
RESISTANT, LOW VOC, WITH A
MINIMUM SHEAR STRENGTH OF 250
PSI

EXISTING
/ FRAMING

SIGN ATTACHMENT AT EIFS
AND METAL STUD WALL ¢

—~—— ELECTRICAL TO
JUNCTION BOX

SIGNAGE ATTACHMENT

REMOTE POWER SUPPLY
ENCLOSURE

g
i
.
~ )
.
EF-‘ 93.10 SF
v '-"_". = | s
1 yvallma
INTERNALLY ILLUMINATED 2257 SF
om0 |

i

WALMART SIGN

(FOR REFERENCE ONLY) (FOR REFERENCE ONLY)
1. SIGNAGE FURNISHED BY WAL-MART AND INSTALLED BY GC. INDIVIDUAL INDIVIDUAL
2. ALL EXISTING WALMART EXTERIOR SIGNAGE IS TO REMAIN IN PLACE ON THE BUILDING UNTIL THE SIGNAGE LOCATION | QTY| COLOR | SIZE AREA | TOTAL AREA SIGNAGE LOCATION | QTY | COLOR | SIZE AREA | TOTAL AREA|
GC SIGN COMPANY IS ONSITE. THE EXISTING SIGNAGE WILL THEN BE REMOVED, PATCH AND
;E:;gmgkk WILL BE COMPLETED AT SIGN LOCATIONS, AND NEW SIGNAGE WILL BE INSTALLED [ FRONT SIGNAGE FRONT SIGNAGE
A TEMPORARY BANNER WILL BE INSTALLED PRIOR TO REMOVAL OF EXISTING EXTERIOR WALMART, L| AHIUIE, WALMART, | WHITE 22.5L.\.SE 42257 S
SIGNAGE. BANNER WILL REMAIN IN PLACE UNTIL ALL MODIFICATIONS AND/OR REPAIRS HAVE Spark 1| YELLOW 298.00 | SF | 298.00 | SF| Spark 1| YELLOW 9310 | SF1 9310 | SF]
BEEN COMPLETED AND NEW SIGNAGE IS INSTALLED. Grocery 2 | WHITE 2563 | SF| 2563 | SF| Home & Pharmacy 1| WHITE 6053 | SF| 6053 | SF}
&, EXTERIOR SIGN WORK NEEDS T0 8 SCHEDULED, GOORONATED, AND COMPLETED DURING. | -0 & PParmacy e Gleo | SF1 6180 | 57| Marko 1|y R s P
WEEK b BE THE CONSTRUCTION SCHESULE Outdoor Living 1| wHITE 4947 | sF | 49.47 | sF| Outdoor 1| WHITE 2050 | SF| 2050 | SH]
3 GENERAL CONTRACTOR RESPONSIBILITIES Auto Center > 1 | WHITE 34.50 | SF | 3450 | SF| Autocenter> 1 | WHITE 16.25 | SF | 16.25 | SH
BY END OF FIRST WEEK OF CONSTRUCTION, REVIEW EXISTING CONSTRUCTION WHERE SIGN(S) | TOTAL FRONT SIGNAGE 469.45 | SF| Address Sign (920) 1| wHITE NA | SF|  NA | A
WILL BE INSTALLED. IF EXISTING CONDITIONS DO NOT MATCH SIGN ATTACHMENT DETAILS Pickup 1 | white 4083 | SF| 4083 | SH
SHOWN, REQUEST APPROVAL FROM CONSTRUCTION MANAGER TO SUBMIT RFI IN o Tor T :
ACCORDANCE WITH SECTION 01255. NOTE DIFFERENCES IN CONSTRUCTION, INCLUDING AUTO CENTER SIGNAGE OTAL FRONT SIGNAGE 301.49 | SH
DIMENSIONS, AND INCLUDE PHOTOGRAPHS FOR CLARIFICATION Auto Center 1 [ wHITE | 2w0" 3147 |SF| 3147 |sF
B. PROVIDE SUBSTRATE SUITABLE FOR INSTALLATION OF SIGNAGE. REFER TO SIGN DETAILS FOR | Tire 1| wHITE | 100 238 | SF| 238 | SF|_AUTO CENTER SIGNAGE
LIGHTED ID/LOGO SIGNS. T Y o T
C. PROVIDE JUNCTION BOXES AND CIRCUITRY TO NEW “Walmart” and "spark’ SIGNAGE. EXISTING ;“ObfAL AUTO CENTERS‘GNA;E WHIE | __1=0 312 4 5 42 13 :E 2“:" Ca('e Numerat ; | x:gg | g,g | 22 gf | zi I ig f: zi
(8) BOXES FROM "WAL«MART" SIGNAGE MAY BE REUSED. utomotive Numerals =
D. PROVIDE JUNCTION BOXES AND CIRCUITRY TO TENANT SIGNAGE LOCATION SHOWN. REFER TO TOTAL AUTO CENTER SIGNAGE 54.11 | sFj
ELECTRICAL.
E. INSTALL ACCESS DOORS AND FRAMES IN GYPSUM BOARD CEILINGS IF REQUIRED BY TOTAL BUILDING SIGNAGE 511.94 | SF|
RELOCATION OF EXISTING TENANT SIGNAGE. TOTAL BUILDING SIGNAGE 3556 | SH
F. VERIFY VOLTAGE AT CIRCUITS FEEDING LIGHTED SIGNAGE. REFER TO ELECTRICAL
G. MAKE FINAL TERMINATIONS ON LIGHTED SIGNAGE.
H. REMOVE ALL LIT ID/LOGO SIGNS AND UNLIT EXTERIOR STUD MOUNTED BUILDING SIGNS.
- UNLESS NOTED OTHERWISE.
2 I. MAKE REQUIRED EXTERIOR WALL PENETRATIONS, INSTALL CONDUIT, AND SEAL
\ PENETRATIONS PER SPECIFICATION SECTION 07900.
J. INSTALL SIGNAGE PER DETAILS.
— \ [
TRIM EXISTING DRIP EDGE OF NOTE TO SIGN INSTALLER:
PARAPET FASCIA FLUSH WITH ALL PRIMARY MOUNTING HOLES MUST BE UTILIZED . IF MOUNTING THROUGH PRIMARY
HOLE IS OBSTRUCTED BY REBAR, METAL STUDS, CHANNELS, OR OTHER MISC METAL,
SEAL PRIMARY HOLE IN SIGN CAN AND MOUNT THROUGH THE NEAREST ALTERNATE
MOUNTING HOLE. PRIMARY HOLES ARE INDICATED WITH PREDRILLED HOLES S | G NAG E S | G NAG E
- ' 8 114" = 10"
g 12-21/2"
N
a
S ] |/</|U| . b
b [
+ L. &
3 e (0N N [ ( h
ALL SIGN PENETRATIONS ABOVE =~
ROOF LEVEL MUST BE A CLEAR
MINIMUM OF 8" ABOVE DECK INTERNALLY
N — AN ~ JLLUMINATED. . ——
N : ) SIGNAGE
¢ 2'-6" PICKUP SIGN 7 fiee
g - (13)4
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1 _|ADD2 04/14/22
2 |ADDS 05/06/22
CHECKED BY: KDS
DRAWN BY: CJH
PROTO CYCLE: 1217/121
DOCUMENT DATE:  03/11/22
IMPORTANT NOTICE:

THIS DRAWING SHALL
NOT BE USED FOR
CONSTRUCTION
UNLESS SEALED,
SIGNED AND DATED BY
THE LICENSEE IN
RESPONSIBLE CHARGE
(AOR/EOR).

MAY 06 2022

EXTERIOR
DETAILS AND
SIGNAGE
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NOTE: STOP SIGNS AND PAVEMENT MARKINGS ARE BASED ON
S BLVD WEST LIMITED INFORMATION, CONTRACTOR SHALL NOTIFY THE WALMART
. CONSTRUCTION  MANAGER IF EXISTING CONDITIONS ARE DIFFERENT
CROSSWLAK TO THAN WHAT IS EXPECTED.
MATCH LIMITS OF CROSSWLAK TO
MATCH LIMITS OF

IMAGE SOURCE: GOOGLE EARTH
IMAGE DATE: 08,2020

BC®x

PAVEMENT LEGEND N

~  SEALCOAT LIMIT ON
ASPHALT

% S 2287 speriss
s - BEAD BLASTING LIMITS ¥ |g. Ecip IZheboS
| ON CONCRETE o |E< £25558h230y
| & |og =iz fuskiss]
| < |ocBag; g gt
| R RN A
| < |eB8eneyateazt
3 BegipurEesng?
‘ STOP SIGNS AND MARKINGS LEGEND T [BedEtdnscnputnn
| REFERENCE DETALL SHEET e e It

S S I

@O@ EXISTING STOP SIGN TO BE REMOVED. g T
®00~, | T
| (©) EXISTING SIGN POST AND BASE TO BE REMOVED. = | 2a3 ¢
| Sl
& Zzg| gu e
S| Bl %
(N E&® (B) EXISTNG CROSSWALK STRIPING TO BE REMOVED. " %:E g@g 5
2 gli
77T = z 525 g
3| 25z ﬂégg
| 2| OOk gEd ]
B ® NEW "STOP HERE FOR PEDESTRIANS™ SIGN. 8 : ré{ H
i, COO[] —n(® B IR et

® NEW SIGN MOUNTING AND BASE WITH BOLLARD.
KB ®oHm) N (© NEW STOR AND/OR "ONLY" TEXT AND/OR STOP BAR WITH 4" WIDE DOUBLE SOLD
) YELLOW STRIPE

NEW CROSSWALK MARKINGS - 6° WIDE PAINTED WHITE STRIPING PARALLEL TO DIRECTION
OF TRAFFIC AT 2'-0" 0.C. AND (1)-8" WHITE STRIPE PERPENDICULAR ON HOTH ENDS
UNLESS NOTED OTHERWISE. SEE SITE PLAN FOR DIMENSIONS. ENTIRE CROSSWALK SHALL
BE RE-STRIPED.

LIMITS OF SEAL COAT. APPLY SEAL COAT OVER WHERE STRIPING AND PAVEMENT
MARKINGS WERE REMOVED. APPLY NEW STRIPING AND PAVEMENT MARKINGS OVER SEAL

CONTRACTOR SHALL REFER TO SHEET SD1
FOR ADDITIONAL IMPROVEMENT DETAILS AT
PICKUP 2.0 AND TLE AREAS.

EXISTING STOP BAR/STOP TEXT PAVEMENT MARKINGS/DOUBLE YELLOW STRIPE TO BE
MOVED.

NEW OPEN ARROW PAVEMENT MARKINGS.

STORE NO.1396-236

EXISTING ARROW PAVEMENT MARKINGS TO BE REMOVED.

@ @
0
Blmart s,<
BARABOO, WISCONSIN

@0HO® @

EXISTING SOLID ARROW PAVEMENT MARKING TO BE REVISED/REFRESHED TO MATCH
CURRENT DETAILS.

G8SU) =
0o~y @&

EXISTING 4" WIDE DOUBLE YELLOW AND/OR WHITE SINGLE STRIPE TO
REMAIN/REFRESHED.

/ NEW 4" WIDE DOUBLE SOLID YELLOW STRIPE AND/OR SINGLE WHITE.
EXISTING STOP SIGN TO REMAIN/BE REUSED.
{ ISSUE_BLOCK
=2 ; -
/A | ADDg5 [05/06/2022
000) GOu; (2) NEW SIGN MOUNTING AND BASE WITH BREAK AWAY POST.
. &
(B) NEW 36°X36" STOP SIGN WITH DOUBLE SIGN MOUNTING, BREAK AWAY POSTS. AND
BASES.
CONTRACTOR SHALL REFER TO SHEET |
SECP—1 FOR ADDITIONAL MPROVEMENT d
DETALS AT BFR
COO—g ©
f
WAL-MART
(9) EXSTNG STOP PAVEMENT MARKINGS, "STOP" TEXT AND/OR "ONLY" TEXT TO BE
REVISED/REFRESHED TO MATCH GURRENT DETALS.
SUPERCENTER "\@@ ®
#1396-236 \ O
EOED COCD—— @ V
CONTRACTORS SHALL PROVIDE AL STOP BARS. TEXT, DIRECTIONAL |:| () NEW TRAFFIC FROM THE LEFT DOES NOT STOP PLAQUE. CHECKED BY: JsP
ARROWS, LANE STRIPING, PAVEMENT MARKINGS REMOVAL AND SEAL S
COATING AS SHOWN ON THIS PLAN. ALL PARKING STALL RESTRIPING DRAWN BY: SAW
0 BE_PROVIDED BY OTHERS.
= ® @\ (G) NEW ONCOMING TRAFFIC DOES NOT STOP PLAGUE. DOCUMENT DATE: 03/11,/2022
= At
GOS0V, O
- ®

]

G({{

GOV

@ TRIM TREES AS NEEDED TO ALLOW FOR SIGN VISIBILITY.
@ EXISTING STRIPED ISLAND TO BE REMOVED.

@ EXISTING PAVEMENT MARKING TO BE REMOVED BE BEAD BLASTING/ DUSTLESS BLASTING.

OTES

BFR (BUILDING FRONTAGE ROAD)
OCR (OUTER CIRCULATION ROAD)

CONTRACTOR SHALL PROVIDE ALL STOP BARS, SIGNS, TEXT, DIRECTIONAL
ARROWS, LANE STRIPING, PAVEMENT MARKINGS REMOVAL AND SEAL COATING TO
MATCH CURRENT DETAILS AT LOCATION AS SHOWN ON THESE PLANS. ALL PARKING
STALL RESTRIPING TO BE PROVIDED BY OTHERS.

ALL SIGNS LOCATED ON THE BUILDING SIDE OF THE BFR SHALL BE INSTALLED ON A
SINGLE PDST WITH BOLLARD,

»
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mg‘”i\@u‘g% |

A Pt
""‘Jrg‘w
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STOP SIGNS AND MARKINGS PLAN




STIPULATION FOR REUSE
TS DRAWNG WAS PREPARED FOR
USE ON A SPECIFIC SITE AT
REFERENCE OR EXAMPLE ON ANOTHER
PROJECT REQURES THE SERVICES OF
PROPERLY LICENSED ARGHITEGTS AND
ENGINEERS, REPRODUCTIGN OF THIS
DRAWING FOR REUSE ON ANOTHER
PROLECT IS NOT AUTHORIZED AND
MAY BE GNTRARY TO THE LAW.
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SITE CONSTRUCTION PLAN

ICARLSON
CONSULTING
[ENGINEERS, INC.

7068 LEDGESTONE COMMONS.
FH. (301) 384-0404 # FX. (501) 384-0710
WISCONSON CORPORATION #4428-11

BARTLETT, TENNESSEE 38133

CONSULTANTS
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STORE NO.1396-236
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DEMOLITION PLAN
FLUSH_ §r®

=

=l /°
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SITE CONSTRUCTION

PLAN

SITE AND DEMOLITION LEGEND

REFERENCE DETAIL SHEET

EXISTING PEDESTRIAN CROSSING SIGN TO BE REMOVED.

EXISTING STOP SIGN TO BE REMOVED.

EXISTING SIGN POST AND BASE T0 BE REMOVED.

EXISTING CROSSWALK STRIPING TO BE REMOVED.

EXISTING YIELD PAVEMENT MARKING TO BE REMOVED.

i

NEW “"STOP HERE FOR PEDESTRIANS" SIGN.
NEW 30°X30" STOP SIGN.
NEW SIGN MOUNTING AND BASE WITH BOLLARD

NEW STOP AND/OR "ONLY" TEXT AND/OR STOP BAR WITH 4" WIDE DOUBLE
SOLID YELLOW STRIPE.

NEW 4" WIDE PAINTED YELLOW STRIPES AT 45 @ 2'-0" 0.C.

NEW CROSSWALK MARKINGS — 6" WIDE PAINTED WHITE STRIPING PARALLEL
TO_DIRECTION OF TRAFFIC " —8" WHITE STRIPE

FOR DIMENSIONS. ENTIRE CROSSWALK SHALL BE RE—STRIPED.
LIMITS OF SEAL COAT. APPLY SEAL COAT OVER WHERE STRIPING AND
PAVEMENT MARKINGS WERE REMOVED AND WHERE NEW STRIPING AND
PAVEMENT MARKINGS WILL BE APPLIED. APPLY NEW STRIPING AND
PAVEMENT MARKINGS OVER SEAL COAT.

NEW 4" WIDE PAINTED YELLOW STRIPES — &' LONG WITH 18" GAPS.

EXISTING STOP BAR/STOP TEXT PAVEMENT MARKINGS/DOUBLE YELLOW
STRIPE T0 BE REMOVED.

NEW OPEN ARROW PAVEMENT MARKINGS.

EXISTING ARROW PAVEMENT MARKINGS TO BE REMOVED.

00 @O @ 63 0PLOYPOOPOe®

~REFRESHED-

(W) ExSTING STOP SIGN To REMAN/BE REUSED

& e rotiees:

PAVEMENT LEGEND

— SEALCOAT LIMIT ON
ASPHALT

(2) NEW SIGN MOUNTING AND BASE WITH BREAK AWAY POST.

AT 2'-0" 0.C. AND (1)
PERPENDICULAR ON BOTH ENDS UNLESS NOTED OTHERWISE. SEE SITE PLAN

NEW_36°X36" STOP SIGN WITH DOUBLE SIGN MOUNTING, BREAK AWAY
POSTS, AND BASES.

EXISTING STOP PAVEMENT MARKINGS, "STOP* TEXT AND/OR "ONLY TEXT
TO BE REVISED/REFRESHED TO MATCH CURRENT DETALS.

@ EXISTING CROSSWALK TO REMAIN/BE REFRESHED.

—FO—MATOH—URRENTBETALS—

3

~REMAN/BE-REHSER-

@ EXISTING SOLID ARROW PAVEMENT MARKING TO BE REVISED/REFRESHED
TO MATCH CURRENT DETALS.

EXISTING 4" WIDE DOUBLE YELLOW AND/OR WHITE SINGLE STRIPE TO
REMAIN/BE REFRESHED/EXTENDED AS INDICATED ON PLAN,

L)

—REMAN—{NSF—To—3E-REFRES—ER)}—

—@—B(-OSHNG-NWF-QGHHEMN-

@ TRIM TREES AS NEEDED TO ALLON FOR SIGN VISIBILITY.

a8
~BUSTLESS—BHASTHNG—

»

@

REFERENCE SITE CONSTRUCTION PLAN FOR SITE SPECIFIC DIMENSIONS OF CROSSWALK STRIPING AND LOCATION OF SIGNAGE,

PROVIDE A COMPREHENSIVE CONSTRUCTION PHASING PLAN FOR THIS WORK TO THE STORE MANAGER 7 DAYS PRIOR TO STARTING
ANY WORK, IT IS TO PROVIDE FOR DATES, TIMES AND DURATION OF LANE CLOSURES, TEMPORARY VEHICLE AND PEDESTRIAN TRAFFIC

(BUILDING FRONTAGE ROAD) SHALL BE N

CONTROL,
3. WHERE SHOWN, EXSTING STRIPING AND PAVEMENT MARKINGS OR TEXT ALONG THE BER
REMOVED BY SODA BLASTING OR DUSTLESS BLASTING REMOVE ANY DIRECTIONAL ARROWS OR STOP BARS/TEXT THAT ARE NOT
CORRECTLY LOCATED OR INCONSISTENT WITH THE DETAILS PROVIDED, APPLY SEAL COAT TO THE GOMPLETE EXTENT THAT THE
STRIPING OR TEXT HAS BEEN REMOVED IN A SINGLE COMPLETE RECTANGLE TO COVER ALL REMOVED STRIPING (DO NOT APPLY SEAL
COAT OVER EXISTING STRIPING OR CONCRETE). INSTALL NEW STRIPING AND ~SIGNAGE AS SHOWN ON THE SITE CONSTRUCTION PLAN.
4. ALL SIGNS LOCATED ON THE BUILDING SIDE OF THE BFR SHALL BE INSTALLED ON A SINGLE POST WITH BOLLARD.

EXISTING CONDITIONS INFORMATION OBTAINED FROM GDOGLE EARTH AERIAL, DATED AUGUST, 2020. LIMITED FIELD DATA INFORMATION
WAS OBTAINED FOR THIS PROJECT. CONTRACTOR SHALL FIELD VERIFY EXISTING CONDITIONS PRIOR TO INSTALLING IMPROVEMENTS,

DEMOLITION AND SITE CONSTRUCTION PLAN

CHECKED BY: JsP

DRAWN BY: SAW

DOCUMENT DATE: 03/11,/2022




36"X36" STOP SIGN OR
“R1-5b" STOP HERE
FOR PEDESTRIAN SIGN
AS APPROPRIATE

6'-0" MIN.

INGRESS FROM / EGRESS
TO PUBLIC ROAD

20—~
exisTNG—" ~ ..
CRosowALK 4" WIDE DOUBLE SOLID
— YELLOW STRIPE
PUBLIC ROAD

SIGN_LOCATION WHEN STOP CONDITION AT END OF BUILDING ALONG BFR WITH CROSSWALK

EXISTING LANDSCAPE
ISLAND (TYP.)

BFR (BUILDING FRONTAGE ROAD)

R1-5b_"STOP HERE
FOR PEDESTRIANS”
SIGN

VARIES DEPENDING ON
CURB RADIUS (TYP.)
R1-5b "STOP HERE FOR
PEDESTRIANS” SIGN

EDGE OF INTERSECTING
TRAVEL WAY

VARIES DEPENDING ON

CURB RADIUS (TYP.)

EXISTING
30"X30" J— RAMP (TYP.)
STOP SIGN STOP SIGN

b
I [T T [

\EX\ST\NG

8
L CROSSWALK
@

\~E><\ST\NG SIDEWALK
(rve)

P,

4" WIDE_DOUBLE
SOLID_YELLOW
STRIPE
IGN_LOCATION WHEN_ STOP

NDITION AT BFR WITH CROSSWALK QN PARKING LOT SIDE

STOP_SIGN LOCATION WHERE STOP BAR AND
TEXT CONFLICTS WITH CROSSWALK MARKINGS

N.TS.

NOTES:

1. WORDS AND ARROWS SHALL BE APPLIED
IN ACCORDANCE WITH SECTION 38.20 OF
THE MANUAL ON_UNIFORM_TRAFFIC
CONTROL DEVICES FOR STREETS AND
'HIGHWAYS.

2. THESE WORDS ARE TO BE PAINTED
"RETROREFLECTIVE WHITE WITH GLASS
BEADS", PER SPECIFICATIONS, WHEN AT
EXITS FROM PARKING LOT TO PUBLIC
STREETS.

AS INDICATED ON PLANS

10'—0"

SOLID_ARROW MARKINGS

NDICATED ON PLANS
PA\NTED RUROREFLECT\VE WHITE"

SOLID ARROW PAVEMENT MARKINGS
N.TS.

SIGNS SHALL HAVE DIAMOND
GRADE, ASTM TYPE XI,

SIGNS SHALL HAVE DIAMOND
GRADE, ASTM TYPE XI, SHEETING.

SIGNS SHALL HAVE DIAMOND
GRADE, ASTM TYPE XI, SHEETING

“STOP FOR PEDESTRIANS" SIEN

- SEE

NOTE 3 BELOW (IF RELOCATION IS
REQUIRED, PAR WITH LEADING EDGE OF

CROSSWALK OR o' FROM EDGE

ISLE)
TRANSVERSE LINE IN
PARKING AISLE (0K, - N SToP Sovs
THIS SPE oY) FROM DRIVE AISLE
(=D

|
Dot meer -

8" WHITE STRIPE

"STOP FOR PEDESTRIANS” SIGN — SEE NOTE
3 BELOW (IF RELOCATION IS REQUIRED, PAIR
WITH LEADING EDGE OF CROSSWALK)

—_—

8" WHTE STRIPE

6" WHITE STRIPES
24" 0.C

NO SIGN WITHIN 4'X9" AREA

"STOP FOR PEDESTRIANS” SIGN — SEE NOTE
3 BELOW (IF RELOCATION IS REQUIRED, PAR
WITH LEADING EDGE OF CROSSWALK OR '
FROM EDGE OF DRIVE ISLE).

NO STOP SIGNS

WITHIN 4' OFFSET
FROM DRIVE AISLE

| SEE INsET A
-~

NO SIGN WITHIN
4'X9’ AREA

OF DRIVE

8" WHITE STRIPE

B" WHITE STRIPE
3

6" WHITE STRIPES

NO SIGN WITHIN
4'X9' AREA

“STOP FOR PEDESTRIANS® SIGN — SEE NOTE
3 BELOW (IF RELOCATION IS REQUIRED, PAIR
WITH LEADING EDGE OF CROSSWALK)

CROSSWALK OFF—SET_FROM _CENTER OF VESTIBULE

"STOP FOR PEDESTRIANS™ SIGN — SEE NOTE
3 BELOW (I RELOCATION IS REQUIRED, PAR
WITH LEADING EDGE OF CROSSWALK OR 9’

FROM EDGE OF DRIVE ISLE).

NO STOP SIGNS
WITHIN 4’ OFFSET

61 FROM DRIVE AISLE

8" WHITE STRIPE

——see wser "B”
"STOP FOR PEDESTRIANS” SIGN — SEE NOTE NO SIGNS WITHIN
3 BELOW (IF RELOCATION IS REQUIRED, PAIR X9 AREA

WITH LEADING EDGE OF CROSSWALK) 8" WHITE STRIPE

CROSSWALK_OFF—SET_FROM CENTER OF VESTIBULE

NO_STOP SIGNS WITHIN 4°
OFFSET FROM DRIVE AISLE

“STOP FOR PEDESTRIANS" SIGN — SEE NOTE
3 BELOW (F RELOCATION IS REQUIRED, PAR
WITH LEADING EDGE OF CROSSWALK OR 9"
FROM EDGE OF ORVE ISLE).

8" WHITE STRIPE SEE INSET "c*

"STOP FOR PEDESTRIANS" SIGN — SEE NOTE
3 BELOW (IF RELOCATION IS REQUIRED, PAIR
WITH LEADING EDGE OF CROSSWALK)

6" WHITE
STRIPES 24"
C.
GROSSWALK_CENTERED ON VESTIBULE
VARIES NEVER
; NO STOP SIGNS VARIES NEVER,
LESS THAN 9 WITHIN 4' OFFSET LESS THAN 97

FROM DRIVE AISLE
——

FROM DRIVE AISLE
—— =

CROSSWALK_ GENTERED ON VESTIBULE

NO STOP SIGNS
WITHIN 4 OFFSET
FROM DRIVE AISLE

SEE_ADDITIONAL
NOTE “B" BELOW

NO STOP SIGNS
WITHIN 4' OFFSET

VARIES NEVER
LESS THAN 9"

¢ EDGE OF ( -
| oRVE Asie \ |

| | | | SEE ADDITIONAL i

INE 4 NOTE “A" BELOW

[ | I | @ |

| NO sin wHIN | NO SIGN WITHIN | | 19 SIoN WTHIN |

\ | axa” area 8 4x9 AREA \

—_——D\———— —_— — —_=

CROSSWALK CROSSWALK T Crosswaik
LEADING EDGE LEADING EDGE LEADING EDGE

INSET A" INSET "8” INSET "c”

'STOP HERE FOR PEDESTRIAN” SIGN ’STOP HERE FOR PEDESTRIAN” SIGN "STOP HERE FOR PEDESTRAN' SIGN

LOCATION WHEN LEADING EDGE LOCATION WHEN, LEADING LOCATION WHEN. LEADING EDoc OF

CROSSWALK LANDS BETWEEN DRIVE AISLE CROSSWALK IS ALIGNED WITH EDCE OF WALK LANDS BEFORE OR WITHIN

D ACCESSIBLE. PATH, RCCESSIALE PTH

NOTES;
1. REFERENCE EACH VESTIBULE ON THE SITE PLAN FOR
FNAL LAYOLT, DIENSIONS 41D SIGN LOCATION.
2. SEE INSETS A, '8 AND "C” FOR SIGN LOCATION
£ THREE OPTIONS
3 Oy RELOGATE SiGN POST T OFFSET MORE THAN
9° FROM LEADING EDGE OF CROSSWALK (EITHER
SIDE IN EITHER DIRECTION) ALONG FRONT DRIVE

DRVE ASLE

ADDITIONAL NOTES FOR INSET_"C!

A~ IF CROSSWALK LEADING EDX LESS THAN HALF
WAY AGROSS THE DRIVE ASLE, THE CROSSWALK
SON WILL LAG THE LEDING EnGE.

B. IF CRO! LEADING BEYOND HALF WAY
FoR0SS THE DRVE A\SLE THE S RosamALK Sion
WILL LEAD THE LEADING EDG!

SIGN LOCATION AND VESTIBULE CROSSWALK STRIPING

(APPLICABLE TO STRIPED OR RAISED ISLANDS BASED ON SITE CONDITIONS

MODIFIED

N.T.S.

SHEETING. - .
(SEE DRECTION INDICATED
AT SYMBOL) N ‘
1 || oncomng TRAFFIC L || cRoss TRAFFIC —
: 7 |l oes nor sTop 7 | poEs nor stop EolEitin &
l 25| 20 30
3] 10°[30MIN
BLACK LEGEND YELLOW BACKGROUND BLACK LEGEND YELLOW BACKGROUND W = WIDTH (feet) OF FIRE LANE
. || TRAFFIC FRON LEFT R = RADIUS NECESSARY TO ACCOMMODATE
o W48 Wam4p FIRE VEHICLES
' || DOES NOT STOP " » WR = TURNING RADILS PAVEMENT WIDTH
l ONCOMING TRAFFIC” PLAQUE CROSS TRAFFIC™ PLAQUE
NTS. N.TS.
NOTE: NOTES:
SIGNS SHALL HAVE DIAMOND - ARROWS SHALL BE APPLIED IN
I TRAFFICFROM RIGHT CRADE, ASTM TYPE X, SHEETING ACCORDANCE WiTH SECTION 38.20
2 J OF THE MANUAL ON UNIFORM FIRE LANE STRIPING SHALL BE 6" RED STRIPES WITH ™
DOES NOT STOP ‘. 5 Tl Gt e IS G0 STEP Sl o 8 £ S wir T o, Bor
18 o S AND HIGHWAYS LANE" STRIPING SHALL BE PLA E TOP EDGE S8 8782 5o 28e.
OF THE SIDENALK ABUTTING THE PAVED DRIVE OR AS O[5 eoBe TS5.53%
2. OPEN ARROWS SHALL CONSIST OF & |p. Eckp S=psbas
BLACK LEGEND YELLOW BACKGROUND : A 4" PERMETER STRIPE. SPECIFIED BV LOCAL REQUIREMENTS o |55 ggg?ggwggég;
O (B CisroupeEio
N OPEN ARROW MARKINGS NO PARKING FIRE LANE NO PARKING FIRE 2 |EneqB e lEil Eo
WHITE LEGEND RED BACKGROUND AS INDICATED ON PLANS PAINTED "WHITE” z |2ez=88 200020 %
e 2 |ofgic, o8 sahteE
e o < |E82abhelEl b
. . OPEN_ARROW FIRE_LANE MARKING i B
LEFT/RIGHT TRAFFIC™ PLAQUE » " T [S8g8 jzisEaplcas
ALL WAY”" PLAQUE PAVEMENT MARKINGS (MODIFIED) NTS, L |2ugstsonbeetiss
NTS B38zagBbEESEES
NTS. N.TS.
NOTES: . 2
1. 36" STOP SIGN SHALL BE MOUNTED ON Ol e,i8
NOTE. DOUBLE POST WITH BREAK AWAY POST. 30" A §P,g b
SIGNS SHALL HAVE O~ 28z 2
DIAMOND GRADE. ASTM O e A DYAOND: GRADE. zZ4 Zus 2
TYPE XI, SHEETING. ZE dat &
£ uge 5
L 2| OZE|pszt
. 2 z| Rzl ged s
8| HERE 5 Il <)
iz 2
se Z2| OOH| gE8§
FOR ie [y — 4
3
(OTE
7. SIGNS SHALL HAVE DIAMOND GRADE,
ASTM TYPE XI, SHEETIN
2. MOUNT SIGN IN ACCORDANCE WITH ! !
DIRECTIONAL. SIGN MOUNTING AND ! I Q 0
BASE DETAIL } }
| MARKINGS FOR STREETS SHALL BE ACCORDING TO :TR‘VQT%WP | e
LOCHL CODE REQURENENTS AND AS OUTLIED IN —
LEGEND, BORDER — BLACK ! SECTION 3B.1 HE_MANUAL ON_UNIFORM EACH SIDE) ! 0 % w1 ©
WHITE LEGEND RED BACKGROUND WHITE LEGEND RED BACKGROUND BAGKOROUND  — WHITE (RETROREFLEGTIVE) IRAHC CONTROL DRvicES FOR STREETS A =
STOP SYMBOL ~ — RED (RETROREFLECTIVE) ny) =
2. MARKINGS WITHIN PRIVATE PARKING LOT SHALL BE e O &
Ri=5b PER THIS DETAL. TN o
g g » » 3. THESE MARKINGS ARE TO BE PAINTED G@ =0
30"X30" STOP SIGN 36°X36" STOP SIGN  RETRORMALECTIVE WHITE. = g
WITHIN PARKING LOT AT HIGHWAY /STREET INTERSECTIONS STOP FOR PEDESTRIANS -2
NTS. N.TS. NTS. CROSSWALK MARKING W/ LONGITUDINAL STRIPES (MODIFIED) (=)
NTS, oS
— B3
= °
[==R%)
=
NOTES FOR SINGLE_POST_WTH_BOLLAR NOTE: g NOTES FOR SINCLE POST WIH_ BREAC AWAY O m
ALL SIGNS LOGATED ON THE BULDING SIDE SIGNS SHALL HAVE

ALL SIGNS SHALL COMPLY WITH U.S.
DEPARTMENT OF TRANSPORTATION, OF THE BFR ARE TO BE INSTALLED ON A DIAMOND GRADE, ASTM
FEDERAL HIGHWAY ADMINISTRATION'S SINGLE POST WITH BOLLARD! TYPE XI, SHEETING.
“MANUAL OF UNIFORM TRAFFIC CONTROL
DEVICES”, LOCAL CODES AND AS
SPECIFIED. MOUNT SIGNS TO POST IN
ACCORDANCE WITH MANUFACTURER'S
INSTRUCTIONS,

AT CROSSWALKS
AT INTERSECTIONS

2. GALVAN\ZED SOUARE TUEE

POST TUEE SHALL MEET MTM A1011
:
iy [
B o s e | B R
AB53 GRADE 90. FOR

NOTE:
THE MIN. HEIGHT OF
THE BOTTOM OF THE
LOWEST SIGN SHALL
E 7'—0"

GALVANIZED N
SQUARE TUBE |
GALVANIZED—_|
SQUARE TUBE

USE 4" SCH. 40 STEEL PIPE FILLED

W/ CONCRETE WITH TOP ROUNDED | SEE_BREAK AWAY

SIGNS SHALL HAVE

DIAMOND GRADE, ASTM

TYPE Xl SHEETING.

AT INTERSECTIONS

AT INTES

36" STOP SIGN
AT CROSSWALKS

GALVANIZED

NOTE:
THE MIN. HEIGHT OF SQUARE TUBE

THE BOTTOM OF THE
LOWEST SIGN SHALL
E 7°-0"

TUBE PO
i

KD PAINTED TRAFFIC YELLOW h TUBE POST
Stope Tom SLOPE ToP
oF concrere \_ || OF CONCRETE
eavep surrace Sl GROUND SURFACENMR
N ]

& 00 1]

3500 PSI—~]
r b

CONCRETE

BASE

3’0 J
7'-0" (MIN}

60" —=

18"

EDGE OF TRAVEL WAY
K

SINGLE POST WITH BOLLARD

NEVER

LAYOUT PER STRIFING
DETAIL/SITE PLAN

ANNNANAN

NO SIGNS SHALL BE LDCATEDJ 4
WITHIN SHADED AREAS SHOWN
IN DETAILS

“STOP_FOR PEDESTRIAN" SIGN
ON POST WITH BOLLARD

PAINTED_ENDCAP — 60"
SIGN LOCATIONS — 60" PARKING

NEVER LESS THAN 9°
(UNLESS STOP SIGN IS USED)

LAYOUT PER STRIPING
DETAIL/SITE PLAN

N CURE

WITHIN SHADED AREAS SHOWN
IN DETAILS
“STOP FOR PEDESTRIAN" SIGN ON POST
(ALL SIGNS EQUAL TO OR GREATER
THAN 36" IN WIDTH SHALL BE MOUNTED
ON POST WITH BOLLARD)

CURBED ISLAND — 60"
SIGN LOCATIONS — 60"_PARKING

DOUBLE POST WITH BREAK AWAY POSTS

POST WITH BOLLARD

30" "STOP” SIGN MOUNTED TO
POST WITH BREAK AWAY POST

INSTALLED ON' POST WITH

VARIES DEPENDING
or

EDGE OF TRAVEL WA\

LESS THAN 9

(UNLESS STOP SIGN IS USED)

LAYOUT PER STRIPING
DETAL/STE PLAN \

SEE BREAK AWAY-

LOPE T
or onreTe

LE_POST WITH BREAK AWAY POST

ALL SICNS SHALL COMPLY WITH US. DEPARTMENT OF
TRANSPORTATION, FEDERAL HIGHWAY ADMINISTRATION'S
"MANUAL OF UNIFORM TRAFFIC CONTROL DEVICES”, LOCAL
CODES AND AS SPECIFIED. MOUNT SIGNS TO POST IN
ACCORDANCE WITH MANUFACTURER'S INSTRUCTIONS.

RSECTIONS:

2. GALVANIZED SQUARE TUBE

ST TUBES — 2°X2" 1290
ROST TURE sraLL WEET ASTM A1011 GRADE 0.
POST TUBE GALVANIZED AS PER ASTM ABS53 GRADE 90.

ANCHOR TUBE — 2-1/4"x2=1/4" 12

HEAVY DUTY ANCHOR TUSE SHALL NEET ASTM A500

GRAL

STRUGTORAL TuBE AND STEEL SHALL BE HOT DP

GALVANIZED PER ASTM A12

THE gg‘wgﬁ%f&; THE UPPER SIGN POST SHALL TELESCOPE INSIDE THE

LOWEST Sen SraL ANCHOR TUBE A MINMUM OF 12°. THE ANCHOR TUBE

Pl SHALL BE A MINMUM 27" DEEP WITH 3" MIN. 4° MAX
EXPOSED ABOVE FINISH GRADE.

7'-0" (MIN)

ST

P 5/16" CR. 5 SERRATED
U

FLANGED NUT

5/18
FLANGED EOLT

— 4" MAX.

3 MIN

PLAN VIEW PARTIAL ELEVATION

SQUARE TUBE BREAK AWAY POST

NEVER LESS THAN 9

[(UNLESS STOP SIGN IS USED)

n

PAINTED_ENDX
SIGN_LOCATIONS

LAYOUT PER STRIPING
DETAIL/SITE PLAN

6" "STOP” SIGN SHALL BE

RADIUS
NO SIGNS SHALL BE LOCATED
WITHIN SHADED AREAS SHOWN
IN' DETALS

"STOP FOR PEDESTRIAN" S\GN ON POST

(ALL SIGNS EQUAL TO OR Gf
T 5 WIOTH SHALL BE
MOUNTED ON POST WITH BOLLARD)

ON POST WITH BOLLARD

—o" \ s 4'-0"
NO_SIGNS SHALL BE LOGATED
WITHIN' SHADED AREAS SHOWN
IN DETALS
“STOP" SIGN ONLY — ON "STOP_FOR PEDESTRIAN" SIGN "STOP" SIGN ONLY — ON

POST WITH BOLLARD

ag
PARKING

NEVER LESS THAN O°

(UNLESS STOP SIGN IS USED)

30" "STOP” SIGN MOUNTED TO
POST WITH BREAK AWAY POST
36" "STOP” SIGN SHALL BE
INSTALLED ON POST WITH
BOLLARD

VARIES DEPENDING

ON' CURB RADIUS

CURBED ISLAND — 80*
SIGN LOCATIONS — 80"_PARKING

SIGN _MOUNTING AND BASE

N.T.S.

ISSUE BLOCK
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NOTE:

1. WORDS AND LINES SHALL BE APPLIED IN ACCORDANCE WITH
SECTIONS 38.16 AND 3B.20 OF THE MANUAL ON UNIFORM
TRAFFIC_CONTROL DEVICES FOR STREETS AND_HIGHWAYS.

2. THESE WORDS AND BAR ARE TO BE PAINTED "WHITE" WHEN
IN PARKING LOT AND "RETROREFLECTIVE WHITE WITH GLASS
BEADS”, PER SPECIFICATIONS, WHEN AT EXITS FROM PARKING
LOT TO PUBLIC STREETS.

STOP BAR EXTENDS
TO THE CENTERLINE
OF THE DRIVE AISLE

TEXT CENTERED
ON DRIVE AISLE

60" PARKING — ONE-WAY DRIVE AISLE

STOP BAR EXTENDS
TO THE CENTERLINE
OF THE DRIVE AISLE

60" PARKING — TWO-WAY DRIVE AISLE

STOP BAR EXTENDS
TO THE CENTERLINE

OF THE DRIVE AISLE STOP SIGN

1—4 -0”
4'~0" MIN.

90" PARKING

CENTERLINE
TWO-WAY DI

AISLE

o]

RIVE PLA

80"

A=

XA" WIDE DOUBLE SOLID

YELLOW STRIPE (AS
SHOWN ON PLANS)

STOP PAVEMENT MARKINGS — PARKING

LOT WHERE INTERSECTING DRIVES ARE

AT 90" WITH STOP SIGN

AS SHOWN ON PLANS

NTS.

367X36” AT
HIGHWAY /STREET
INTERSECTIONS

30°X307 WITHIN
PARKING LOT

NOTE:

SECTIONS 3B.16 AND 3B.20 OF THE MANUAL ON UNIFORM
TRAFFIC CONTROL DEVICES FOR STREETS AND HIGHWAYS.

1. WORDS AND LINES SHALL BE APPLED IN ACCORDANCE WITH
MANUAL ON_UNFORM

2. THESE WORDS AND BAR ARE TO BE PAINTED "WHITE" WHEN
IN PARKING LOT AND "RETROREFLECTIVE WHITE WITH GLASS
BEADS", PER SPECIFICATIONS, WHEN AT EXITS FROM PARKING
LOT T0' PUBLIC STREETS,

o 40
STOP SIGN STOP SIGN
. on 4-0" MIN.
4-0" MIN. P
STOP BAR EXTENDS
TO THE CENTERLINE
OF THE DRIVE AISLE
o sm l} UP
{*TEXT CENTERED ON
DRIVE AISLE
B0"_PARKING ONE—WAY DRIVE AISLE BO"_PARKING TWO—WAY DRIVE AISLE
\
ww
B \O‘
S %
3 2
b, —=4-0" MN. E \— STOP SIGN (TYP.)
s g3 367X36" AT
HIGHWAY /STREET
STOP SIGN INTERSECTIONS
_a" 307X30" WITHIN
—o" o M PARKING LOT
STOP BAR EXTENDS
TO THE CENTERLINE
OF THE DRIVE AISLE
l} 7
W
% L
1 Lty
90" PARKING [STROKE WIDTH
4" (TYP.)

4" WIDE DOUBLE SOLID
YELLOW STRIPE (AS
SHOWN ON PLANS)
CENTERLINE OF
TWO-WAY DRIVE AISLE

SEE PLAN-

STOP PAVEMENT MARKINGS — PARKING

LOT WHERE INTERSECTING DRIVES ARE

NOT AT 90" WITH STOP SIGN

AS SHOWN ON PLANS

NTS.

NOTE

1. WORDS AND LINES SHALL BE APPLIED IN ACCORDANCE WITH
SECTIONS 38.16 AND 3B.20 OF THE MANUAL ON_UNIFORM
TRAFFIC_CONTROL DEVICES FOR STREETS AND HIGHWAYS

2. THESE WORDS AND BAR ARE TO BE PAINTED "WHITE" WHEN
IN PARKING LOT AND "RETROREFLECTIVE WHITE WITH GLASS
BEADS", PER SPECIFICATIONS, WHEN AT EXITS FROM PARKING
LOT 10’ PUBLIC STREETS.

STOP BAR EXTENDS
TO THE CENTERLINE
OF THE DRIVE AISLE

4-0"

K—TEXT CENTERED

ON DRIVE AISLE

60" PARKING — ONE-WAY DRIVE AISLE

STOP BAR EXTENDS
TO THE CENTERLINE
OF THE DRVE AISLE

90" PARKING

STOP BAR EXTENDS
TO THE CENTERLINE
OF THE DRIVE AISLE

v

60" PARKING — TWO-WAY DRIVE AISLE

STOP PAVEMENT MARKINGS —

x‘s" WIDE DOUBLE SOLID
>

[STRDKE WIDTH
4" (Tvp)

YELLOW STRIPE (AS
SHOWN ON PLANS)

CENTERLINE OF
TWO-WAY DRIVE AISLE

SEE PLAN-

PARKING

LOT WHERE INTERSECTING DRIVES ARE

NOT AT 90° WITHOUT STOP SIGN

AS SHOWN ON PLANS

N.TS.

STIPULATION FOR REUSE
TS DRAWNG WAS PREPARED FOR
USE ON A SPECIFIC SITE AT

USE OF THIS DRAWING FOR
REFERENGE OR EXAMFLE ON ANOTHER
PROJECT REQURES THE SERVICES OF
PROPERLY LICENSED ARGHTEGTS AND
ENGINEERS, REPRODUCTIGN OF THIS
DRAWING FOR REUSE ON ANOTHER
PROLECT IS NOT AUTHORIZED AND
MAY BE GNTRARY 0 THE LAW.

ICARLSON
CONSULTING
[ENGINEERS, INC.

7068 LEDGESTONE COMMONS.
FH. (301) 384-0404 # FX. (901) 384-0710
WISCONSON CORPORATION #4428-11

BARTLETT, TENNESSEE 38133

[

CONSULTANTS

STORE NO.1396-236

0
almark 2,8
BARABOO, WISCONSIN

ISSUE BLOCK

NOTE:

1. WORDS AND LINES SHALL BE APPLIED IN ACCORDANCE WITH
SECTIONS 3B.16 AND 3B.20 OF THE MANUAL ON_UNIFORM
TRAFFIC_CONTROL DEVICES FOR STREETS AND HIGHWAYS

2. THESE WORDS AND BAR ARE TO BE PAINTED "WHITE" WHEN
IN PARKING LOT AND "RETROREFLECTIVE WHITE WITH GLASS
BEADS", PER SPECIFICATIONS, WHEN AT EXITS FROM PARKING
LOT TO PUBLIC STREETS.

STOP BAR EXTENDS
TO THE CENTERLINE
OF THE DRIVE AISLE

TEXT CENTERED
ON DRIVE AISLE

60" PARKING — ONE-WAY DRIVE AISLE

STOP BAR EXTENDS
TO THE CENTERLINE
OF THE DRIVE AISLE .

il

60" PARKING — TWO-WAY DRIVE AISLE

EDGE OF CROSSWALK OR INTERSECTING TRAVEL WAY

STOP BAR EXTENDS
TO THE CENTERLINE
OF THE DRIVE AISLE

90' PARKING

CENTERLINE OF _

TWO—WAY DRIVE PLAI

AISLE

\4" WIDE DOUBLE SOLID

YELLOW STRIPE (AS
SHOWN ON' PLANS)

STOP PAVEMENT MARKINGS — PARKING

LOT WHERE INTERSECTING DRIVES ARE

AT 90" WITHOUT

STOP SIGN

AS SHOWN ON PLANS

NTS.

NOTE:

1. WORDS AND LINES SHALL BE APPLED IN ACCORDANCE WITH
SECTIONS 3B.16 AND 3B.20 OF THE MANUAL ON UNIFORM
TRAFFIC CONTROL DEVICES FOR STREETS AND HIGHWAYS.

2. THESE WORDS AND BAR ARE TO BE PAINTED "WHITE" WHEN
IN PARKING LOT AND "RETROREFLECTIVE WHITE WITH GLASS
BEADS", PER SPECIFICATIONS, WHEN AT EXITS FROM PARKING
LOT T0' PUBLIC STREETS.

STOP BAR EXTENDS
TO THE CENTERLINE
OF THE DRIVE AISLE

oo

4-0"
TeXT CenteReD—~
ON DRIVE AISLE  4'-0" MIN.
sToP
SlGN

60" PARKING — ONE-WAY DRIE AISLE

STOP BAR EXTENDS
TO THE GENTERLINE
OF THE DRNVE AISLE

s

4o

-4'~0" MIN,

90°_PARKING

TWO-WAY DRIVE
AISLE

L
/ TEreoxe woms
CENTERLINE OF 4 e

STOP BAR EXTENDS
TO THE CENTERLINE
OF THE DRIVE AISLE

4-0"

STOP SIGN (TYP.)

4'-0" MIN

36"X36” AT
HIGHWAY/STREET
INTERSECTIONS

30X307 WITHIN
PARKING LOT

r

47 WIDE DOUBLE SOLID
YELLOW STRIPE (AS SHOWN

SEE PLAN:

STOP PAVEMENT MARKINGS — PARKING

LOT WHERE INTERSECTING DRIVES ARE

NOT AT 90° WITH STOP SIGN

AS SHOWN ON PLANS

NTS.

1. WORDS AND LINES SHALL BE APPLIED IN ACCORDANCE WITH
SECTIONS 38.16 AND 3B.20 OF THE MANUAL ON UNIFORM
TRAFFIC_CONTROL DEVICES FOR_STREETS AND HIGHWAYS

2. THESE WORDS AND BAR ARE TO BE PAINTED "WHITE” WHEN
IN PARKING LOT AND "RETROREFLECTIVE WHITE WITH GLASS
BEADS”, PER SPECIFICATIONS, WHEN AT EXITS FROM PARKING
LOT 10 PUBLIC STREETS.

STOP BAR EXTENDS
TO THE CENTERLINE
OF THE DRIVE AISLE

ioo"

TEXT CENTERED
ON DRIVE AISLE

60" PARKING — ONE-WAY DRIVE AISLE

STOP BAR EXTENDS
TO THE CENTERLINE
OF THE DRIVE AISLE

e

90" PARKING

CENTERLINE OF / \L

TWO-WAY DRIVE
ASLE

STOP BAR EXTENDS
TO THE CENTERLINE
OF THE DRIVE AISLE

40"

60°_PARKING — TWO-WAY DRIVE AISLE

STOP PAVEMENT MARKINGS —

47 WIDE DOUBLE SOLID
YELLOW STRIPE (AS SHOWN

TSTROKE WIDTH
4" (TYP)

SEE PLAN

PARKING

LOT WHERE INTERSECTING DRIVES ARE

NOT AT 90" WITHOUT STOP SIGN

AS SHOWN ON PLANS

NTS.
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SITE_DEMOLITION [PAVEMENT MARKINGS SEAL COAT

PART 1 — GENERAL
PART 1 — GENERAL PART 1 — GENERAL

1.1 SUMMARY
1.1 SUMMARY 1.1 SUMMARY

A. SECTION INCLUDES:
. SECTION INCLUDES: A SECTION INCLUDES: 1. SEAL COATS USING A POLYMER—MODIFIED ASPHALT EMULSION BLENDED WITH FINE AGGREGATE.
DEMOLITION OF STRUCTURES, PAVING, AND UTILITES, 1. PANTING AND MARKING OF PAVEMENTS, CURBS, AND GUARD POSTS (BOLLARDS).. 8. RELATED REQUIREMENTS:
5. PATGHING AND FILLNG VOIDS CREATZD S A RESULT OF RENOVALS OR DEMOLITION. 1. SITE_DEMOLITION SPECIFICATION
1.2 REFERENCES 2. PAVEMENT MARKINGS SPECIFICATION
1.2 REGULATORY REQUIREMENTS 3. TRAFFIC SIGNS AND SIGNALS SPECIFICATION
THE PUBLICATIONS LISTED BELOW FORM A PART OF THIS SPECIFICATION TO THE EXTENT REFERENCED,

A COMPLIANCE WITH ALL LAWS, INCLUDING SAFETY LAWS, ENVIRONMENTAL LAWS, STORMWATER LAWS AND WORKER PUBLICATIONS ARE REFERENCED WITHIN THE TEXT BY THE BASIC DESIGNATION ONLY. 1.2 REFERENCES
VERFICATION LAWS AS WELL AS REQUREWENTS FOUND WITHIN THE CONTRACT DOCUMENTS AND THESE 8. AMERICAN ASSOCIATION OF STATE HIGHWAY AND TRANSPORTATION (AASHTO):

SPECIFICATIONS, THAT PERTAIN TO SAFETY COMPLIANCE, ENVIRONMENTAL COMPLIANCE, STORMWATER COMPLIANCE AND 1. AASHTO M247 — GLASS BEADS USED IN TRAFFIC PAINTS A THE PUBLICATIONS LISTED BELOW FORM_A PART OF THIS SPECIFICATION TO THE EXTENT REFERENGED. PUBLICATIONS
WORKER. VERIFICATION. COMPLANCE . OBTAN REDU\RED FERMITS 'AND. LICENSES. FROM APPROPRATE AUTHORMIES, 2. AASHTO M248 — READY-MXED WHITE AND YELLOW TRAFFIC PAINTS ARE REFERENGED WITHIN THE TEXT BY THE BASIC DESIGNATION ONLY.
PAY ASSOCIATED FEES \NCLUD\NG DISPOSAL CriA C.MASTER PAINTER'S INSTITUTE (MPI): B. ASTM INTERNATIONAL (ASTM)

8. NOTIFY AFFECTED UTILITY 5 BERORE STARTRIC WORK AND COMPLY WITH THEIR REQUIREMENTS, T TR 32 = TRAFFIC MARKING PAINT, SOLVENT BASED.

& Do NOT CLOSE OR OBSTRUCT PUBLIC OR PRIVATE ROADWAYS, SIDEWALKS. OR FIRE ENDRANTS WITHOUY 2. MP| 97 — TRAFFIC MARKING PAINT. LATEX. g 1. ASTM C 138 — METHOD OF SIEVE ANALYSIS OF FINE AND COARSE AGCRECATE
APPROPRIATE_PERMITS OR WRITTEN AUTHORIZATION. 0. 6TM NTERATIONL. (ST 2. ASTM D 217 - METHOD FOR CONE PENETRATION OF LUBRICATING GREASE

0. IF HAZARDOUS, CONTAMINATED MATERIALS OR OTHER ENVIRONMENTAL RELATED CONDITIONS ARE DISCOVERED, STOP ) D4414 < " STANDARD PRACTICE FOR MEASUREMENT OF WET FILM THICKNESS BY NOTCHED GAUGES. 3. ASTM D 244 — TEST METHODS FOR EMULSIFIED ASPHALT:

WORK INMEDIATELY AND_ NOTIFY THE WAL-MART' CONSTRUCTION WANAGER FOR ACTION 0 BE TAKEN." 00 NoT . FEDERAL TN o) 4. ASTM D 562 — METHOD FOR CONSISTENCY OF PANTS MEASURING KREBS UNIT (KU) VISCOSITY USING A
RESUME WORK UNTIL SPECIICALLY AUTHORIZED BY THE CONSTRUCTION MANAGER. = PANT. TRAFTIC, SONENT BASED (SUPERSEDES FS TI-p—85 AND FS TT—P=115, TYPE ) 5 R R erIEn ASPHALT
1.3 PROJECT CONDITIONS 1- FS TT-8-1325 EADS (GLASS SPHERES) RETRO-| 6. ASTM D 2397 — cmomc EMULSIFIED ASPHALT
5 FETIZPTIS52 1 PN TRAFIC AND ARPIELD. MARKIG. WATERBORNE 7. ASTM D 2042 — METHOD FOR SOLUBLITY OF ASPHALT MATERALS IN TRICHLORDETHYLENE W up, o Buo

A CONDITIONS EXISTING AT TIME OF INSPECTION FOR BIDDING PURPOSES WILL BE MAINTAINED BY OWNER AS B. ASTM D 3910 — F'RACT\CE FOR DESIGN, TESTING, AND CONSTRUCTION OF SLURRY S| o[z 7Zg¥ §m5§5n
REASONABLY PRACTICAL. 1.3 PROJECT CONDITIONS 9. ASTM D 6690 — JOINT AND CRACK SEALANTS, HOT APPLIED, FOR CONCRETE AND ASPHALT PAVEMENTS o= gﬂg‘ 28prEes

8. UNLESS OTHERWISE INDICATED IN CONTRACT DOCUMENTS OR SPECIFIED BY THE OWNER, ITEMS OF SALVAGEABLE W |, EcEp ZzpsBes
VALUE TO CONTRACTOR SHALL BE REMOVED FROM SITE AND STRUCTURES. STORAGE OR SALE OF REMOVED ITEMS A MAINTAIN_ACCESS FOR VEHICULAR AND PEDESTRIAN TRAFFIC AS REQUIRED FOR OTHER CONSTRUCTION ACTIVITIES. 1.3 ADMINISTRATIVE REQUIREMENTS £ zoo5gBhzody
ON SITE WILL NOT BE PERMITTED AND SHALL NOT INTERFERE WITH OTHER WORK SPECIFIED. UTILIZE FLAGMEN, BARRICADES, WARNING SIGNS, AND WARNING LIGHTS AS REQUIRED. & |ae i“w;m;:gg;

A. PRE_INSTALLATION MEETING: CONVENE A PRE_INSTALLATION MEETING AT THE SITE AT LEAST TWO WEEKS PRIOR TO C|Enzr 88, 22F 8, E0

PART 2 — PRODUCTS PART 2 — PRODUCTS COMMENCING WORK OF THIS SECTION. REQUIRE ATTENDANCE OF PARTIES DIRECTLY AFFECTING WORK Of THIS z ﬁgjgmjmwggq

SECTION. INCLUDING, BUT NOT LINIED T0, THE STORE WANAGER. CONTRACTOR; AND JOB' FOREMAN. S |2088e088 Latksg

2.1 FILL MATERALS 2.1 MATERIALS 1. CONIACT WAL_MARY CONSTRUCTION MANAGER THREE WEEKS PROR TO PRE_INSTALLATON CONFERENCE TO | g%%éﬁ%gw%%fzgzé
I |EegBSiomyt, gt

A FILL MATERIAL SHALL BE AGGREGATE FILL MATERIALS CONSISTING OF STONE, GRAVEL, OR SAND FREE FROM DEBRIS, A PAINT SHALL BE WATERBORNE OR SOLVENT BORNE, COLORS AS SHOWN OR SPECIFIED HEREIN. PAVEMENT MARKING 2. RECORD mscuss\oNs OF MEETING AND DECISIONS, AGREEMENTS REACHED, AND FURNISH COPY OF RECORD TO > %ggg BdouEnEELEY

TRASH, FROZEN MATERIALS, ROOTS, AND OTHER ORGANIC MATTER. PAINTS SHALL COMPLY WITH APPLICABLE STATE AND LOCAL LAWS ENACTED TO ENSURE COMPLIANCE WITH FEDERAL FACH PARTY ATTENDING. REVIEW FORESEEABLE METHODS AND PROCEDURES RELATED TO PAVING WORK, o |obgh, Fabgsbzcae
CLEAN AIR STANDARDS. PAINT MATERIALS SHALL CONFORM TO THE RESTRICTIONS OF THE LOCAL AIR POLLUTION INCLUDING THE FOLLOWING: o [FHE8s5EHERRRERS
2.2 CONCRETE CONTROL DISTRICT. 0. REVIEW AND_INSTALLATION AND COORDINATING AND SCHEDULING REQUIRED WITH
8. WATERBORNE PAINT: PAINTS SHALL GONFORM TO FS TT—P—1952 AND HAVE MPI 97 APPROVAL, RELATED WORK (INCLUDING ALL REQUIRED STRIPING).

A MIX_CONCRETE AND DELIVER IN ACCORDANCE WITH ASTM C 94, C. SOLVENT BORNE PAINT: ~PAINT SHALL CONFORM TO FS A-A-2886 OR AASHTO M248 AND HAVE MPI 32 APPROVAL. b. REVIEW PROPOSED SOURCES OF MATERIALS.

8 DESIGN MIX TO PRODUCE NORMAL WE\GHT CONCRETE CDNS\ST\NG OF PORTLAND CEMENT, AGGREGATE, PAINT SHALL BE NON_BLEEDING, QUICK_DRYING, AND ALKYD PETROLEUM BASE PAINT SUITABLE FOR c. TOUR, INSPECT, AND DISCUSS CONDITION OF EXISTING PAVEMENT AND OTHER PREPARATORY WORK SUCH AS o .
WATER_REDUCING ADMIXTUR ING ADMIXTURE, WATER TO PRODUCE FOLLOWING: TRAFFIC_BEARING SURFACE AND BE MIXED IN ACCORDANCE WITH MANUFACTURER'S INSTRUCTIONS BEFORE PATCHING AND CRACK SEALING. IF CRACK SEALING IS NEEDED (REFERENCE SECTION 2.4.C BELOW) OR . 3
1. COMPRESSNVE S’TRENGT 3500 o MIMUM AT 75 DAYS. UNLESS OTHERWISE INDICATED ON THE DRAWNGS. APPLICATION FOR COLORS WHITE, YELLOW, BLUE. AND RED. OTHER AREAS OF PAVEMENT DISTRESS ARE NOTED DURING TOUR, SUBMIT APPROPRIATE RFI TO PROJECT Ol 9,18
2, SLUMP RANGE: 1 TO 3-INGHES AT TIME OF PLACEMENT . GLASS BEADS: AASHTOM247, TYPE OR FSTT-B-1325, TYPE1, GRADATION A. TEAM Z §gﬁ H
3 AR Brient: 5 70 & BERCENT 4. REVIEW REQUIREMENTS FOR PROTECTING PAVING WORK, INCLUDING RESTRICTION AND REDIRECTION OF O 28 2

PART 3 — EXECUTION TRAFFIC DURING INSTALLATION AND CURING z4 2u8 0

PART 3 — EXECUTION e. REVIEW AND FINALIZE CONSTRUCTION SCHEDULE AND VERIFY AVAILABILITY OF MATERIALS, INSTALLER'S S| 8z %
3.1 EXAMINATION PERSDNNEL EQUIPMENT, TRAFFIC CONTROL DEVICES, AND FACILITIES NEEDED TO MAKE PROGRESS AND ” ZEm| yie o

3.1 PREPARATION AVOID DELAYS. 2 O p2a &
A EXAMINE THE WORK AREA AND CORRECT CONDITIONS DETRIMENTAL TO TIMELY AND PROPER COMPLETION OF THE f. REVIEW PAVING REQUIREMENTS (DRAWINGS, SPECIFICATIONS, AND OTHER CONTRACT DOCUMENTS). z RDZ | 583 8

. PROVIDE, ERECT, AND MAINTAIN EROSION CONTROL DEVICES, TEMPORARY BARRIERS, AND SECURMTY DEVICES a WORK. DO NOT PROCEED UNTIL UNSATISFACTORY CONDITIONS ARE CORRECTED. . REVIEW WEATHER AND FORECASTED WEATHER CONDITIONS, AND PROCEDURES FOR COPING WITH = SO 853 2
LOCATIONS INDIGATED ON CONSTRUCTION DRAVINGS, _ PROVDE, A CONPREHENSVE CONSTRUCTION PHASING P UNFAVORABLE CONDITIONS. = 2ZO| BEE §

FOR TH HE STORE MANAGER 7 DAYS PRIOR TO STARTING ANY WORK. PRovIoE FoR  DATES. 3.2 PREPARATION h. REVIEW HEALTH AND SAFETY PRECAUTIONS RELATING TO HANDLING AND PLACEMENT OF SEAL COAT. ? <OZ| 43z 2
TIMES AND uuRmoN OF LANE CLOSURES, TEMPORARY VEHICLE AND PEDESTRIAN m,\mc conm z QOH 3EE 9

8. PROTECT EXISTING LANDSCAPING MATERIALS, APPURTENANCES, AND STRUCTURES, WHICH ARE NOT TO BE A SWEEP AND CLEAN SURFACE TO ELIMINATE LOOSE MATERIAL AND DUST. 1.4 QUALITY ASSURANCE 8 | —
DEMOLISHED. REPAIR DAMAGE TO EXISTING ITEMS TO REMAIN CAUSED BY DEMOLITION OPERATIONS, 5. WHERE EXISTING PAVEMENT NARKINCS ARE INDICATED ON CONSTRUCTION DRAWINGS TO BE REMOVED OR WOULD

G PREVENT MGVEMENT OR SETTLENENT OF ADIACENT STRUCTURES. | PROVIDE BRACNG AND SHORING AS NECESSARI. INTERFERE WITH ADHESION OF NEW PANT, SODA BLASTING OR DUSTLESS BLASTING SHALL BE USED TO REMOVE A CONTRACTOR QUALFICATIONS: THE SEAL COAT APPLCATOR SHalL HAYE NOT LESS THAN 3 YEARS DOCUMENTED

0. NARK LOCATION. OF UTILIES. PROTECT AND MANTAN IN SA°E AND OPERABLE CONDITION UTILITES THAT ARE T THE MARKINGS, ' CQUIPWENT ENPLOYED SHALL NOT DAWAGE. DXISTING PAVING OR CREATE. SURFACES HAZARDOUS TO EXPERIENCE IN THE APPLICATION OF EMULSION SEAL COA

EVAN, PREVENT INTERRUPTION OF EXISTING (TLITY. SERVIGE. 70 QCCUPIED OR USED FACILITES, EXCEPT W) VEHCLE OR PEDESTRIAN TRAFFIC.
AUTHORIZED IN WRITING BY AUTHORITIES HAVING JURISDICTION, PR PORARY SERVICES DURNG 1.5 SITE CONDITIONS
INTERRUPTIONS. 10 EXISTING, UTLLITIES AS ACCEFTABLE T GQVERNM 'ATHORITIES. A0 OWN 3.3 CLEANING EXISTING PAVEMENT MARKINGS
£ FOR ON_OPERATING WALMART SITES, PRIO GROUND. SHCAVATION, CONTRACTOR IS EXPECTED A WEATHER LIMITATIONS: APPLY SEAL COAT ONLY UNDER THE FOLLOWING WEATHER CONDITIONS:
70 OBTAN CURRENT AND. REPRESENTATIVE UNDERGROUND. UTILITY PLANS. FROM WALWART FOR. PRVATE TILTIES 4 REMOVE EXISTING PAVEMENT MARKINGS WHICH ARE IN GOOD CONDITION BUT INTERFERE OR CONFLICT WITH THE 1. THE ATMOSPHERIC TEMPERATURE IS BETWEEN 50 AND 90 F AND IS EXPECTED TO REMAIN ABOVE 50 F FOR 24
THAT ARE NOT LOCATED BY OTHERS, THIS IS SPECIFICALLY INTENDED TO PROVIDE APPROXIMATE LOCATIONS FOR NEWLY APPLIED MARKING PATTERNS AND AS NOTED ON PLANS. DETERIORATED OR OBSCURED MARKINGS THAT ARE ¥
WALMART PRIVATE UTILITIES INCLUDING WATER, SEWER, ELECTRICAL, TELEPHONE AND DATA SERVICES. NOT MISLEADING OR GONFUSING OR DO NOT INTERFERE, WITH THE ADHESION OF THE NEW NARKING MATERIAL DO 2. PAVEMENT TEMPERATURE IS ABOVE 55 F. o O
F. NOTIFY ADVACENT PROPERTY OWNERS OF WORK THAT MAY AFFECT THEIR PROPERTY, POTENTAL NOSE, TILITY NOT REQUIRE R CONDUCT GRINDING, SODA BLASTING OR DTHER OPERATIONS IN SUCH A MANNER THAT 3. SURFACE IS DRY AND NO MOISTURE IS EXPECTED WITHIN 24 HOURS, =
ER DISRUPTIONS. N WRITTEN PERMISSION FROM ADJACENT PROPERTY OWNERS WHEN TE FINSHED PAVEMENT SURFACE IS NOT DAMAGED O LELT N A_PATTERN, TUAT 1S MISLEADING. O GONFUSING, 4 WEATHER AND WIND GONDITIONS ARE SUGH THAT OVERSPRAY IS PREVENTABLE AND WILL ALLOW PROPER CURING 0 —
DENOLTION. EOU\PMENT WLL TRAVERSE, INFRNGE. UPON, OR  LIMIT AGCESS To THEIR PROPERM. - COORDRATE USE DUST COLLECTION SYSTEM WHEN REMOVING EXISTING PAVEMENT MARKINGS. COMPLY WITH THE REQUIREMENTS AND OPENING TO TRAFFIC WITHIN A REASONABLE TIME. 2 ©
NOTICE WITH OWI OF SECTION 01351 REGULATORY COMPLIANCE SUPPLEMENT FOR MANAGEMENT AND DISPOSAL OF HAZARDOUS 8. MANTAN ACGESS. FOR VEHIGULAR AND. PEOESTRIAN TRAFFIC AS REQUIRED BY THE WAL-MART STORE AND =
WASTES. CONSTRUCTION MANAGER. UTILIZE TEMPORARY STRIPING, FLAGMEN, BARRICADES, WARNING SIGNS, AND WARNING oY N
3.2 GENERAL DEMOLITION REQUIREMENTS LIGHTS AS REQUIRED. =
3.4 APPLICATION 78

A CONDUCT DEMOLITION TO MINIMIZE INTERFERENCE WITH ADJACENT STRUCTURES OR PAVEMENTS TO REMAIN. PART 2 = PRODUCTS = o

B CEASE OPERATIONS IMMEDIATELY IF ADUACENT STRUCTURES APPEAR TO BE IN DANGER. NOTIFY AUTHORITY HAVING A APPLY TWO COATS OF SAME COLOR OF PANT AS SPECIFIED BELOW, AT MANUFACTURER'S RECOMMENDED RATE, e
JURISDICTION. DO NOT RESUME OPERATIONS UNTIL DIRECTED BY AUTHORITY. WITHOUT ADDITION OF THINNER, WITH MAXIMUM OF 100 SQUARE FEET PER GALLON OR AS REQUIRED TO PROVIDE A 2.1 MATERIALS = -

C. CONDUCT OPERATIONS WITH MINIMUM OF INTERFERENCE TO PUBLIC OR PRIVATE ACCESS. MAINTAIN INGRESS AND MINIMUM WET FILM THICKNESS OF 15 MILS AND DRY FILM THICKNESS OF 7 % MILS PER COAT. PANT SHALL BE :
EGRESS AT ALL TMES OTHER THAN IN SPECIFIC AREAS WHERE WORK IS IN PROGRESS, APPLIED FOR A TOTAL DRY FILM THICKNESS OF 15 MILS. APPLY WITH MECHANICAL EQUIPMENT TO PRODUCE A, AGGREGATE: AGGREGATE SHALL BE 100 PERCENT PASSING THE NO, 16 (1.18 MM) SIEVE WHEN TESTED IN =]

. SPRINKLE WORK WITH WATER 1O MINMIZE DUST.' PROVIDE HOSES AND WATER CONNECTIONS FOR THIS PURPOSE. UNFORM STRAGHT EDGES. _ AT SIDERALK GURBS AND CROSSWALKS, USE' STRAIGHTEDGE T0' ENSURE UNFORM. ACCORDANCE WITH ASTM C 136. AGGREGATE SHALL CONSIST OF HARD, WASHED, DRY NATURAL OR MANUFACTURED -z

2 COMPLY WITH COVERNING. REGULATIONS PERTANING 10 ENVIRONMENTAL PROTECTIO CLEAN, AND STRAIGHT STRIP! PARTICLES FREE OF DUST, TRASH, CLAY, ORGANIC MATERIALS OR OTHER CONTAMI (=)

. CLEAN ADIACENT ‘STRUCTURES. AND_MPROVEMENTS OF DUST. DRT. AND DEGR CAUSED BY DEMOLIION o INSTALL PAVENENT ARINGS. ACCORDING T0 MANUFACTURER'S RECCKMENGED PROCEDURES FOR THE SPEGRIED 8. ASPHALT EMULSION: _COMPLY WITH ASTM D977 OR ASTM D2397 FOR SS—1H OR CSS—1H. THE PENETRATION OF S w
OPERATIONS. RETURN ADJACENT AREAS TO CONDITION EXISTING PRIOR TO START OF WORK. THE RESOUE FROM THE DISTLLATION TEST SHALL GE 20 T0 60 CIAY SUBLIZED ENULSON, WIH A PH NOT o

c FDLLOW\NG [TEMS SHALL BE PAINTED WITH COLORS NOTED BELOW: GREATER THAN 7.0, AND SOLIDS CONTENT NOT LESS THAN 46 PERCENT MAY BE USED. THE POLYMER MATER\AL — /3 o
3.3 DEMOLITION 1. PEDESTRIAN CROSSWALKS: WHITE SHALL DE MILLED bfs BLENDED NG THE ASPHALT OR EMULSIFIER SOLUTION PRIOR. 10 THE ENULSHICATION = =

A, DENOLSH SITE MPROVEMENTS DESIGNATED TO GE REMOVED AS SHOWN ON THE DRAVINGS. _SITE MPROVEENTS R S R D A T oo PERFORMING THE MIX DESION, - | - O POTMER MODITER SHALL B DETERMINED EY THE AsoRaror =
SHALL INCLUDE BUT NOT BE UM\TED TO STRUCTURES, FOUNDATIONS, PAVEMENTS, CURBS AND GUTTERS, DRAINAGE ‘;" E‘XRTER‘ORELEGHTEPDUEER EP?RESLO&ELLCW {UNLEsS DTHERW‘SE NOTED ON CONSTRUCTION DETAL). C.COAL TAR; COAL TAR EMULSION OR COAL TAR/ASPHALT EMULSION SHALL NOT BE USED AS A SUBSTITUTE FOR ==
STRUCTURES, UTILITIES, SIGNAGE OR LANDSCAPING. 5. LANE STRIPING WHERE SEPARATING TRAFFIC MOVING IN OPPOSITE DIRECTIONS: YELLOW. ASPHALT EMULSION. /M

o, DISCONNEGT AN CAP R REMOVE. UTLTIES TO G ABANDONED AS SHOWN ON THE DRAWINGS. . IANE STRIPING WHERE SEPARATING TRAFFIC MOVING IN THE SAME DIRECTION: WHITE. SHALL BE POTABLE AND FREE OF HARMFUL SOLUBLE SALTS OR REACTVE CHEMICALS AND ANY

c.FILL OR REMOVE PIPING AND APPURTENANCES AS SHOWN, 7. ADA SYMBOLS: BLUE OR PER LOCAL CODE. ) " OTHER CONTAMINANTS AND AT LEAST 5

0. DEMOLISH CONCRETE AND MASONRY IN SMALL SECTIONS. BREAK UP CONCRETE SLABS_ON_GRADE THAT ARE 8. ADA PARKING SPACE MARKINGS AS SHOWN ON THE DRAWINGS. €. ADDIVES: ADDITVES SHALL BE INCLUDED AND APPROVED AS PART OF THE MIX DESIGN AND BE COMPATIBLE WITH
2-FEET OR MORE BELOW PROPOSED SUBGRADE TO PERMIT MOISTURE DRAINAGE. REMOVE SLABS—ON—-GRADE AND 9. PARKING STALL STRIPING YELLOW, UNLESS OTHERWISE NOTED ON CONSTRUCTION DRAWINGS. THE OTHER COMPONETS OF TH M
BELOW GRADE CONSTRUCTION WITHIN 2-FEET OF PROPOSED SUBGRADE. 10. ASSOCIATE PARKING AREA: WHITE, UNLESS OTHERWISE NOTED ON CONSTRUCTION DRAWINGS, F. CRACK SEAI SERUANT SHALL' CONFORM T ASTM DB630, TYPE Il OR HIGHER AND COMPATIELE WITH THE

0. APPLY GLASS BEADS AT PEDESTRIAN CROSSWALK STRIPING AND AT LANE STRIPING AND ARROWS AT DRIVEWAYS SPECED SEAL Cont SMULSION.
3.4 PATCHING CONNECTING TO PUBLIC STREETS SROADCAST GLASS BEADS LNIFORMLY INTO WET MARKINGS AT A RATE OF & L8/GAL 22 COMPOSITION

A WHERE IMPROVEMENTS ARE REMOVED FROM PAVED AREAS, PAVEMENTS SHALL BE SAWCUT IN STRAIGHT LINES AT 35 FELD QuauTy conTROL
THE PERIMETER AND PATCHED. DAMAGED PAVEMENT ADJACENT TO REMOVED IMPROVEMENTS SHALL ALSO BE A. COMPOSITION.  SEAL COAT SHALL CONSIST OF A MIXTURE OF THE SPECIFIED EMULSION, WATER, AGGREGATE, AND ISSUE BLOCK
REMOVED AND PATCHED. 4. FIELD QUALITY CONTROL SHALL BE THE RESPONSIBILTY OF THE CONTRACTOR. FIELD QUALITY CONTROL TESTING ADDITIVES AND BE PROPORTIONED TO MEET THE REQUIREMENTS SHOWN IN THE FOLLOWING TABLE 1.

B. PAVEMENT PATCHES SHALL BE PAVED WITH MINIMUM 6" CONCRETE, BROOM FINISHED AND FLUSH WITH ADJACENT AND_INSPECTION SHALL BE AT THE DISCRETION OF THE CONTRACTOR AS NECESSARY TO ASSURE COMPLIANCE WITH /\ | AbD#5 [05/06/2022
GRADES. CONTRACT REQUIREMENTS, TABLE 1 — UNDILUTED SEAL COAT DESIGN PROPERTIES

3.6 FILLING VOIDS 3.6 CLEANING METHOD MINIMUM MAXIMUM

A COMPLETELY FILL BELOW CRADE AREAS AND VOIDS RESULTING FROM DEMOLITION OR REMOVAL OF STRUCTURES, A WASTE MATERIALS SHALL BE REMOVED AT THE END OF EACH WORKDAY. UPON COMPLETION OF THE WORK. ALL WEIGHT (PER GALLON). AST D 244. LBS 80
ETC., USING AGGREGATE FILL MATERIALS CONSISTING OF STONE, GRAVEL, OR SAND FREE FROM DEBRIS, TRASH, CONTAINERS AND DEBRIS SHALL BE REMOVED FROM THE SITE. PAINT SPOTS UPDN ADJACENT SURFACES SHALL BE CONE_PENETRATION, ASTM D 217, MM 340 700
FROZEN MATERIALS, ROOTS, AND OTHER ORGANIC MATTER. CAREFULLY REMOVED BY APPROVED PROCEDURES THAT WILL NOT DAMAGE THE SURFACES AND THE ENTIRE JOB 7

. AREAS TO GE FULED SHALL BE FREE OF STANDING WATER, FROST, FROZEN O UNSUTABLE MATERIAL, TRASH, AND LEFT CLEAN AND ACCEPTABLE. % NON-VOLATILE 50
DEBRIS PRIOR TO FILL PLACEMEN — 10 35

. PLACE FLL NATERWLS I LIFTS NGT T0 EXCEED 6 INCHES LOOSE MEASURE AND COMPACTED TO 95 PERGENT OF END_OF SECTION % NON-VOLATLE RESIDUE SOLUBLE IN
MAXIMUM LABO SITY PER ASTM D698 WITH MOISTURE CONTENT OF NOT LESS THAN 1 PERCENT BELOW TRICHLOROETHYLENE, ASTM D 2042

N N MORE TiA 3 PERCENT AGOVE, OPMUM MOISTURE. GONTENT.

0. GRADE SURFACE TO MATCH ADJACENT GRADES AND TO PROVIDE FLOW OF SURFACE DRAINAGE AFTER FILL [TRAFFIC SIGNS AND SIGNALS WET TRACK ABRASIGN LOSS, ASTM D 3910, G 3

PLACEMENT AND COMPACTION. ART 1 — GENERAL VISCOSITY, ASTM D 562, KU 75
3.6 DISPOSAL OF DEMOLISHED MATERIALS DRIED FILM COLOR BLACK
1.1 SUMMARY

A REMOVE FROM SITE DEBRIS, RUBBISH, AND OTHER MATERIALS RESULTING FROM DEMOLITION OPERATIONS. LEAVE WEIGH 10 G OF HOMOGENEOUS PRODUCT INTO A PREVIOUSLY TARED, SMALL OINTMENT CAN. PLACE IN AN OVEN
AREAS OF WORK IN CLEAN CONDITION. A SECT‘UN INCLUDES: AT 325°F FOR 90 MINUTES. COOL, REWEIGH AND CALCULATE NON-VOLATILE RESIDUE AS A PERCENT OF THE

8. NO BURNING OF ANY MATERWAL, DEBRIS, OR TRASH ON_SITE OR OFF_SITE WILL BE ALLOWED. TRAFFIC_CONTROL SIGNS. ORIGINAL MASS,

c. TRANSPORT MATERIALS REMOVED FROM DEMOLISHED STRUCTURES WITH APPROPRIATE VEHICLES AND DISPOSE B, RELATED REQUIREMENTS:

OFF—SITE TO AREAS THAT ARE APPROVED FOR DISPOSAL BY GOVERNING AUTHORITIES AND APPROPRIATE PROPERTY 1. SECTION 09300 — PAINTING. PANTING FOR PAINTED POSTS WHERE SHOWN ON THE DRAWINGS. 2.3 EQUIPMENT
1.2 REFERENCES A. DISTRIBUTORS. _ DISTRIBUTORS OR SPRAY UNITS USED FOR THE SPRAY APPLICATION DF THE SEAL COAT SHALL BE
END OF SECTION SELF-PROPELLED AND CAPABLE. OF UNFORMLY APPLYING 0.10 10 0.30 GALLONS PER SOUARE YARD OF MATERIAL
A.THE PUBLICATIONS LISTED BELOW FORM_A PART OF THIS SPECIFICATION TO THE EXTENT REFERENCED. PUBLICATIONS THE REQUIRED WIDTH OF APPLICATION, DISTRIBUTORS SHALL BE EQUIPPED WITH TACHOMETERS, PRES:
ARE REFERENCED WITHIN THE TEXT BY THE BASIC DESIGNATION ONLY. GAIGES, AND. VOLUNE' MEASURNG. DEVIGES. THE M TANK. SHALL HAVE A MEGLANICALLY FOWERED, FULL SWEEP, CHECKED BY: =S
8. ASTM INTERNATIONAL (ASTM): MIXER WITH_SUFFICIENT POWER TO MOVE AND HOMOGENEQUSLY MIX THE ENTIRE CONTENTS OF THE TANK.
1 ASTN AS3 — PIPE, STEEL BLACK AND HOT_DIPPED, ZNC_COKTED WELDED AND SEAMLESS. B. SPRAY NOZZLES, NOZZLES SHALL BE FREE FROM CLOGS AND DEBRIS AND SET AT THE SAME ANGLE,
2. ASTM C34 — READY MIX CONCRETE C.MIXING EQUIPMENT _THE MIXING MACHINE SHALL HAVE A CONTINUOUS FLOW MIXING UNIT CAPABLE OF ACCURATELY DRAWN BY. SAW
ASTM D455e " RETROREFLECTVE SHEETING FOR TRAFFIC CONTROL DELVERING A PREDETERMINED PROPORTION OF AGGREGATE, WATER, AND EMULSION, AND OF DISGHARGING THE
C.US DEPARTMENT OF TRANSPORTATION, FEDERAL HIGHWAY ADMINISTRATION: THOROUGHLY MIXED PRODUCT ON A CONTINUOUS BASIS. THE MIXING UNIT SHALL BE CAPABLE OF THORQUGHLY DOCUMENT DATE: 03/11/2022
MANUAL ON UNIFORM TRAFFIC GONTROL DEVICES (MUTCD). BLENDING ALL INGREDIENTS TOGETHER AND DISCHARGING THE MATERIAL WITHOUT SEGREGATION.
D. SPREADING EQUIPMENT. SPREADING EQUIPMENT SHALL BE A MECHANICAL TYPE SQUEEGEE/BRUSH DISTRIBUTOR
PART 2 — PRODUCTS ATTACHED TO THE MIXING MACHINE, EQUIPPED WITH FLEXIBLE MATERIAL IN CONTACT WITH THE SURFACE TO PREVENT)
LOSS OF SLURRY FROM THE SPREADER BOX. [T SHALL BE MAINTANED TO PREVENT LOSS OF SLURRY ON VARYING
2.1 SIGNS GRADES AND ADJUSTED TO ASSURE uN\FORM SPREAD. THERE SHALL BE A LATERAL CONTROL DEVICE AND A
FLEXIBLE STRIKE OFF CAPABLE OF BEING ADJUSTED TO LAY THE SLURRY AT THE SPECIFIED RATE OF APPLICATION.
A. CONFORM TO US DEPARTMENT OF TRANSPORTATION MUTCD. SIGN CLASSIFICATION, TYPE, SIZE, AND COLOR SHALL BE THE SPREADER BOX SHALL HAVE AN ADJUSTAELE WDTH, THE BOX SHALL BE KEPT CLEAN. ENULSION AND
ON THE DRAWINGS AGGREGATE BUILD UP ON THE B L NOT BE P¥
8. RETROREFLECTIVITY: MICROPRISMATIC TYPE, DIAMOND GRADE REFLECTIVE SHEETING CONFORMING TO ASTM D 4056, €. CLOAN EQUIMENT WITK A PETROLEUM SOLVENT . FREVIDUSLY USED WITH A DIFFERENT WATERAL
TYPE XI. F. HAND SQUEEGEE OR BRUSH APPLICATION, HAND SPREADING APPLICATION SHALL BE USED ONLY IN PLACES NOT
ACCESSIBLE 10 THE MECHANIZED EQUIPMENT OR TO ACCOMMODATE_NEAT TRIM WORK AT CURBS, ETC. MATERIAL
2.2 POSTS THAT IS APPLIED BY HAND SHALL MEET THE SAME STANDARDS AS THAT APPLIED BY MACHINE.
G. CALIBRATION. SPREADING EQUIPMENT SHALL BE_PROVIDED WITH A METHOD OF CALIBRATION BY THE MANUFACTURER.
A SQUARE POST:  SQUARE TUBULAR STEEL SION, POST. GALIANIZED. 12 GA. PERFORATED FULL-LENGTH WITH 7/16 EQUIPMENT SHALL BE CALIBRATED TO ASSURE THAT IT WILL PRODUCE AND APFLY A MIX THAT CONFORMS TO THE
ON FOUR SIDES. POST SIZE SHALL BE AS SHOW! JOB MIX FORMULA, CALIBRATIONS SHALL BE MADE WITH THE APPROVED JOB MATERIALS PRIOR TO APPLICATION OF
0. STEEL PPE, ASTA A 53, TVPE £ (ELECTRIC—RESISTANCE WELDED) R PR S (SEAMLESS)‘ GRADE B, SCHEDULE THE SEAL COAT.
40, SIZE AS SHOWN ON THE DRAWINCS.
2.4 PREPARATION
2.3 CONCRETE
A REMOVE ALL EXISTING STRIPING IN AREAS SUBJECT TO SEAL COATING AS NOTED IN PLANS. REFERENCE
A.MIX_CONCRETE AND DELIVER IN ACCORDANCE WITH ASTM C 94, APPLICABLE SPECIICATION SECTION IN SITE DEMOLITION.
B.DESIGN MIX TO PRODUCE NORMAL WEIGHT CONCRETE CONSISTING OF PORTLAND CEMENT, AGGREGATE, . REMEDIATE, DISTRESSED AREAS OF EXISTING PAVEENT BY_SAN-GUTIING AND REMOVING EXISTING PAVEWENT.
WATER_REDUCING ADMXTURE, AIR_ENTRAINING ADMIXTURE, AND WATER TO PRODUCE FOLLOWING: REGRADING AND COMPACTNG THE UNOERLYING BASE' COURSE AND REFLACING WITH FULL DEFTH ASPHALT a7
. COMPRESSIVE STRENGTH: 3,600 PSI, MINIMUM AT 28 DAYS, UNLESS OTHERWISE INDICATED ON THE DRAWINGS. LOCATIONS AND A
2. SLUMP RANGE: 1 TO 3-INCHES AT TIME OF PLACEMENT 1REPARS NOT SPECFIGALLY SHOWN ON THE'PLANS BUT CONSIDERED NECESSARY BY THE CONTRAGTOR, STORE
3. AR ENTRAINMENT: 510 8 PERGENT MANAGER OR CONSTRUCTION NANAGER (CM) SHALL BE IDENTIFED AND' SUBMITIED AS AN RFI TO'THE PROJECT
PRIOR TO_ COMMENCEMENT OF REPAI
PART 3 — EXECUTION 2. REPARS SUBMITED By R AND ADPROVED SHALL BE PERFORMED AS DIRECTED BY THE CEC. COST FOR SUCH
WORK DIRECTED AND PERFORMED WILL BE PAID FOR IN ACCORDANCE WITH THE ‘THANGES IN THE WORK™ GLAUSE
3.1 PREPARATION OF THE GENERAL CONDITIONS.
C.LONGITUDINAL AND TRAVERSE CRACKS IN EXCESS OF 0.25 INCH, BUT LESS THAN 1 INCH SHALL BE SEALED WITH A
A.FIELD VERIFY UNDERGROUND UTILTES PRIOR T0 SN INSTALLATION. _ PRIMARY UTILTIES. OF CONCERN OF SHALLOW CRACK SEALANT. CRACKS THAT CONTAIN WEED OR OTHER LIVE VEGETABLE MATTER SHALL BE TREATED WITH A
DEPTHS ARE LAWN SPRINKLER SYSTEMS, ELECTRIC, TELEPHONE, FIBER OPTIC, CABLE AND GAS LOCALLY APPROVED, NON-OIL BASED STERILANT PRIOR TO APPLYING THE CRACK FILLER.
D. EXISTING CRACK SEALANTS IN THE PARKING LOT SHALL BE EVALUATED FORCOMPATIBILITY WITH THE SPECIFIED
3.2 INSTALLATION EMULSION. IF NOT COMPATIBLE WITH EACH OTHER THEY CAN'T BE USED TOGETHER. IMMEDIATELY PRIOR TO
APPLYING THE SEAL COAT, THE SURFACE SHALL BE CLEARED OF ALL LODSE MATERIAL, DIRT, DUST, GREASE, OIL,
A.INSTALL SIGNS AS SHOWN ON THE DRAWINGS AND IN ACCORDANCE WITH MUTCD AND MANUFACTURER'S VEGETATION AND OTHER CBUECTIOMABLE MATERAL I WATER IS USED, CRACKS SHALL BE ALLOWED TO DRY
INSTRUCTIONS. THOROUGHLY BEFORE APPLYING THE SEAL COA'
B.INSTALL SIGNS OF THE TYPE AND AT LOCATIONS SHOWN ON THE DRAWINGS. £ PROTECT. EXISTING. MANKOLES, INLETS. VAULTS, VALVE BOXES, METER BOXES, ETC. AS NECESSARY TO MANTAN FREE
CINSTALL POSTS OF THE TYPE AS SHOWN ON THE DRAWING. ACCESSIBUTY UPON COMPLETION OF SEAL COAT APPLICATION. ' SURFACES ADJACENT TO SEAL COAT APPLICATION
D. WHERE SHOWN AS PAINTED, FIELD PAINT STEEL PIPE POSTS IN ACCORDANCE WITH SECTION 09900, AREAS SUCH AS SIDEWALKS, CURB AND/OR GUTTER, STOREFRONTS, ETC. SHALL BE PROTECTED BY USE OF FELT
PAPER ANCHORED WITH CLEAN AGGREGATE, OR BY SHIELDING COMPONENTS WITH PLYWOOD DURING APPLICATION.
END OF secTion F. COORDIATE LIS OF SEAL COAT APPLICATION GPERATIONS WIH OWNER'S CONSTRUCTION MANAGER AND STORE
R TO AVOID INTERRUPTION T( (OTECT ADJACENT AREAS OF THE PARKING L(
OUTSIDE. OF CURRENT SEAL COAT APPuomoN uws m AVOID TRACKING N0 ROORGENT AREAS:  PARTITION OFF
SMALL PROJECT SEAL COAT SPECIFICATION: LMTS OF CURRENT SEAL COAT OPERATION RFACE IS TRAFFIC R
. COORDINATE WITH STORE MANAGER TO DECTVATE. LAWN SFRINKLER SYSTENS LEAST 48 HOURS PRIOR TO PLACNG
PART 1 — GENERAL: THE SEAL COAT AND REMAIN OFF FOR AT LEAST 24 HOURS AFTER THE SEAL COAT APPLIGATION.
1.4 NOTES 2.5 APPLICATION
A, CRACK FILLING AND OIL SPOT TREATMENTS ARE NOT REQUIRED PRIOR TO SEAL COAT. A. APPLY SEAL COAT AT A TOTAL RATE (UNDILUTED) OF 0.17GAL./SY.
B. PREPARE AND CLEAN AREA TO BE SEAL COATED CONSISTENT WITH MANUFACTURER'S INSTRUCTIONS AND B. DAMPEN PAVEMENT WITH A FOG SPRAY OF WATER IF AMBIENT TEMPERATURES EXCEED BO'F. NO STANDING WATER
SPECIFICATIONS. SHALL REMAN ON THE SURFACE.
C. SEAL COAT SHALL BE APPLIED WHERE EXISTING MARKINGS ARE REMOVED. C. APPLY THE COAT UNFORULY IN'A WANNER SUCH THAT THE COMBINED APPLICATION OF THE COAT EQUALS THE
D. COAL TAR-BASED SEAL COAT MATERIALS IN ANY FORM ARE PROHIBITED, TOTAL RATE SPECIFIED ABOVE
0. SUSPEND APPLICATON WHEN THE DISTRIBUTION TANK HAS LESS THAN 100 GALLONS LEFT AND REFILL TO PREVENT
PART 2 — PRODUCTS IRREGULAR PATTE| SE:
£. THE GOAT SHALL BE ALLOWED TO DRY AND GURE INTALLY A MINWUM OF 2-4 HOLRS BEFORE APPLYING ANY
2.1 APPROVED MATERIALS: MARKINGS, THE INITIAL DRYING SHALL ALLOW EVAPORATION OF WATER OF THE APPLIED MIXTURE, RESULTING IN
e CORTING BEING ABLE 0. SUSTAIN (IBLT FOOT TRAFFIC, _THE NHTAL CURING. SHALL ENABLE THE MBTURE T
A STAR_PRODUCTS: MICRO-PAVE PRO-BLEND WITHSTAND VEHIGLE TRAFFIC WITHOUT DAMAGE 10 THE SEAL GOAT.
~WITH ADDED SAND F. THE FINISHED SURFACE SHALL PRESENT A UNIFORM TEXTURE WITH NO STREAKS.
2. SINGLE COAT G.THE SINGLE COAT SHALL BE ALLOWED TO DRY A MINIMUM OF EIGHT HOURS IN DRY DAYLIGHT CONDITIONS BEFORE
OPENING TO TRAFFIC, AND INTIALLY CURE ENOUGH TO SUPPORT VEHICULAR TRAFFIC WITHOUT DAMAGE TO THE SEAL
1 COAT,
I WITH ADDED SAND H. WHERE MARGIAL WEATHER CONDTIONS EXIST OURING THE EIGHT HOUR DRYING TWE, ADDITIONAL DRYNG TWE SPECIFICATIONS
2. SINGLE COAT SHALL BE ALLOWED. THE LENGTH OF TIME SHALL BE AS SPECIFIED BY THE SUPPLIER. THE SURFACE SHALL BE
g CHECKED AFTER THE ADDITIONAL DRYING TIME FOR TRAFFICABILTY BEFORE. OPENING THE SECTION TO VEHICLE
C. GEM_SEAL BLACK DIAMOND XL TRAFFI
1. WITH ADDED_SAND
R END OF SECTION
END OF SECTION
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PICKUP EXTERIOR SIGN SCHEDULE
‘ DESCRIPTION DIMENSIONS | QUANTITY

P10

STRIPED AREA @ 45" RESERVED 18" X 18” 31
ssYL/4% 2' oc. (1Y)

ISLAND TO BE T

REMOVED.
PYR|
(RIGHT)

EXISTING STRIPED —_|
R PHONE NUMBER 8 X 18" 31

—~ 95

EXISTING PARKING
SPACES 10 REMAN

PROPOSED STOOP. REFER TO VERTICAL PICKUP 18" X 36" 31

H PLANS FOR ADDITIONAL *
PICKUP BANNER AND
INFORMATION. (TYP) ‘ MOUNTING HARDWARE

o

24" X 60" 1

PICKUP
DOOR

SITE_CANOPY, AND SITE =

CANOPY COLUMN LOCATION. = NOTICE TO CONTRACTOR
REFER TO ARCHITECTURAL

PLANS FOR ABDITIONAL THE CONTRACTOR SHALL TAKE ALL NECESSARY PRECAUTIONS TO ENSURE DAMAGE TO
INFORMATION. (TYP) EXISTING ITEMS TO REMAIN DOES NOT OCCUR. THESE PRECAUTIONS SHALL INCLUDE, BUT
ARE NOT LIMITED TO USE OF LIGHTLY LOADED EQUIPMENT IN ORDER TO PREVENT DAMAGE
TO EXISTING ROADWAYS AND INFRASTRUCTURE. UNLESS NOTED OTHERWISE, THE
CONTRACTOR SHALL BE RESPONSIBLE FOR REPARING ANY DAMAGE DONE TO ANY EXISTING

ON-SITE OR OFF~SITE ITES INCLUDING RELATED APPURTENANGES THAT WILL REMAN IN
PLACE AFTER CONSTRUCTION ACTIVITIES ARE COMPLETE. THOSE ITEMS INCLUDE, BUT ARE

cl
] NOT LIMITED TO DRAINAGE SYSTEMS, UTILITIES, CURBING, PAVEMENT, LANDSCAPING,
IRRIGATION SYSTEMS, FENCING, RETAINING WALLS, PUBLIC ROADWAYS, ETC. REPAIRS SHALL
BE EQUAL 10 OR BETTER THAN BMSTRG CONOMONS, AWD SHALL BE TO THE
SATISFACTION OF THi THE REPARED ITEM. PRIOR T0 WAKING ANY REPARS.

- E R OF THE
THE CONTRACTOR IS RESPONSIBLE TE CONTRACTOR ‘SHALL SUSMT DETALED REPAR METHOBOLOGY T0 THE ‘GEC. AN
FOR KEEPING THE EXISTING STOR WALLRT Gl REPARS SHALL NOT BECIN LNTIL WRITTEN APPROVAL FROM THE ‘CEC AND

M

SEWER SYSTEM FREE OF SEDIMENT WALMART C} NTRACTOR SHALL DOCUMENT ANY EXISTING DAMAGE
AND DEBRIS AT ALL TIMES UNTIL i FHOTOS V\DEDS ETC.. NOTIEY THE WALMART CONSTRUGTION. MANAGER. PRIOR
THE SITE IS_STABILIZED. USE - 0 COVMINGING CONSTRUGTION.IN THE ARER OF THE  EXISTING DAVAGED e,
APPROPRIATE BMPS T<LZ>PROTECT

STORMWATER INLETS
- NOTES:
p= ISSUE BLOCK
—] ALL SITEWORK SHALL MEET OR EXCEED THE "SITE SPECIFIC SPECIFICATIONS". WHERE
=~ CONFLICTS WITH REQUIREMENTS OF UTILITY COMPANY OR OTHER JURISDICTION OCCUR, THE /\ | AbD#5 [05/06/2022

\

STORE NO.1396-236

0
almark 2,8
BARABOO, WISCONSIN

MOST STRINGENT REQUIREMENTS SHALL APPLY.

AND/OR AUTHORITIES SHALL BE COMPLETED PRIOR TO THE ACCEPTANCE BY OWNER AND
THE FINAL CERTIFICATION OF SERVICES.

NORTH DEMOLITION & CONSTRUCTION PLAN 2. ALL NECESSARY INSPECTIONS, APPROVALS, AND/OR CERTIFICATIONS REQUIRED BY CODES
1 0

3. CONTRACTOR SHALL PROVIDE TEMPORARY FENCING AROLND CONSTRUCTION AREA AND
CONTRACTOR'S TEMPORARY PARKING AND STORAGE AREA DURING CONSTRUCTION.

4. CONTRACTOR SHALL KEEP ALL EXISTING PARKING, SIDEWALKS, DRIVES, ETC. BEYOND THE
PROTECTED WORK AREAS CLEAR AND FREE FROM ANY CONSTRUCTION ACTIVITY AND/OR
MATERIAL TO ENSURE EASY AND SAFE PEDESTRIAN AND VEHICULAR ACCESS TO AND FROM
THE SITE. CONTRACTOR SHALL COORDINATE/PHASE ALL CONSTRUCTION ACTIVITY WITHIN THE
PROXIMITY OF THE EXISTING STORE WITH THE WALMART CONSTRUCTION MANAGER AND
WALMART STORE MANAGER TO MINIMIZE DISTURBANCE AND INCONVENIENCE TO WALMART
STORE'S OPERATION AND WALMART CUSTOMERS.

5. IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO PROTECT THE PUBLIC, MAINTAN SAFE
‘ CONSTRUCTION CONDITIONS, AND PROVIDE ADEQUATE TRAFFIC FLOW AT ALL

LACED, OR CLEANED AS NECESSARY. ALL CONSTRUCT\ON WARNING SIGNS SHALL BE
FROMPTLY. REOVED. R COVERED: WHENEVER THE E IS NOT APPLICABLE OR NOT IN
USE. EXISTING TRAFFIC ARROWS, PAINTED END CAPS 705 BARS AND OTHER- PAVEVENT
= MARKINGS THAT CONFLICT WITH TEMPORARY TRAFFIC CONTROL PAVEMENT MARKINGS AND CHECKED BY: JsP
TRAFFIC PATTERNS SHALL BE BEAD BLASTED.
‘ DRAWN BY: SAW

6. CONTRACTOR SHALL PROVIDE BMP'S SUCH AS. EROSION EELS, INLET FILTER SACKS, SILT

DIKE ON PAVEMENT, ETC., DOWNGRADIENT OF ANY GROUND DISTURBING ACTMITIES. ALL

BUP'S SHALL BE INSTALLED AND MANTANED IN ACCORDANCE WITH ALL STATE AND LOCAL

REQUIREMENTS

DOCUMENT DATE: 03/11/2022

EXISTING WALL MOUNTED
SIGN TO BE REMOVED.

EXISTING SIGN AND 7. UNLESS NOTED OTHERWISE STRIPING DIMENSIONS SHOWN ARE TO THE CENTER OF THE
STRIPE
(TvP-6)

BASE T0 BE REMOVED.

STRIPED AREA © 45 (WP—a)

SSYL/4", 2 0.C. (TYP)

-

‘ 8 AL NEW STRIPING SHALL BE PAINTED (TWO COATS) AS PER THE SPECIFICATIONS. UTILIZE
TEMPLATES FOR ALL PAINTED PAVEMENT MARKINGS SUCH AS DIRECTIONAL ARROWS AND
(TYP=10) A LETTERS.

:I?

9. ALL PICKUP WAY FINDING AND STALL SIGNS ARE WALMART SUPPLIED AND CONTRACTOR
INSTALLED. CONTRACTOR TO PLACE SIGN ORDER AT LEAST 3 WEEKS IN ADVANCE. ORDER
SHALL BE SENT VIA EMAIL TO GETTY THOMAS (Getty.Thomas@walmart.com) AND BRAD
KEENER (Brodley.Keener@walmart.com). REQUEST SHALL CONTAIN A DELIVERY ADDRESS,
DESIRED DELIVERY DATE, AND ANY SITE SPECIFIC SIGN SIZE AND/OR COLORS BASED ON
APPROVED PLANS.

18" (TYP)—~

SHOWN FOR REFERENCE.
= REFER TO SSM/SECP
\ AN o = R oSS, "

‘ STRIPING_IMPROVEMENTS
H

s

t

ALL PAVEUENT MARKINGS SHOWN TO BE RENOVED OR ANY MARKINGS THAT CONFLICT WITW
<< INFORMATION. (TYP) IMPROVEMENTS D AS PART OF THE PICKUP PROJECT. CONTR

EXISTING STRIPING TO \\—Ex\sws CANOPY AND S REVOVE TXISTING. PAVEMENT MARKINGS B SODA' BLASTING O DUSTLESS, BLASTNG.

BE REMOVED. (TYP) GOLUMN TO BE REMOVED.
= 11. CONTRACTOR SHALL SEALCOAT AREAS TQ RECENE NEW STRIPING AND AREAS WHERE

= STRPING IS 70 BE REMOVED PRIOR TO INSTALUNG NEW STRIPNG SHOWN ON THESE PLANS.
= ‘ CONTRACTOR SHALL COMPLETE ALL SITE REQUIRE

EXISTING PAVEMENT AREAS, INCLUDING REMOVAL OF ANY ioliv: STRIPING, PRIOR R
ASPHALT SEAL COAT APPLICATION. CONTRACTOR SHALL ALLOW ASPHALT SEAL COAT
P ADEQUATE CURE TIME, IN_ ACCORDANCE WITH SITE_SPECIFICATIONS, PRIOR TO OPENING

AFFECTED AREAS TO TRAFFIC OR PERFORMING ANY STRIPING ACTMTIES.

®

EX\ST\NG CONDITIONS INFORMATION OETA\NED FROM ORIGINAL PLAN TITLED "SITE PLAN AND
IGNAGE", SHEET SP1, COMPLETED HARRISON FRENCH AND ASSOCIATES, LTD. DATE
NOVEMEER 20, 2017. NO FIELD SURVEY INFORMATION WAS OBTAINED FOR THIS PROJECT
‘ CONTRACTOR SHALL FIELD VERIFY EXISTING CONDITIONS PRIOR TO INSTALLING
IMPROVEMENTS.

w

EXISTING "PICKUP” GRAPHIC TO BE REMOVED FROM EXISTING PICKUP PARKING STALLS.

14. PAVEMENT MARKINGS AND ALL OTHER SITE WORK SHOWN ON THIS SHEET, SHALL BE IN
ACCORDANCE WITH SPECIFICATIONS ON SHEET CSS—1, THIS SET.

@

REFER TO SECP AND SSM PLANS, THIS SET, FOR INFORMATION REGARDING SITE STRIPING

AND SIGNAGE WORK NOT DETAILED ON THIS® SHEET.

@

CUT COLUMN FLUSH WITH EXISTING PAVEMENT AND INFILL WITH CONCRETE TO PAVEMENT
ELEVATION.

SOUTH DEMOLITION & CONSTRUCTION PLAN
1"=20"

DIGEERS S HOTUNE

ALWAYS CALL BEFORE YOU

PICKUP STRIPING AND SIGNAGE SITE PLAN

&}




LEGEND:

— EXISTING SIGN TO BE REMOVED

— — NEW_SIGN ON EXISTING BASE
(EXISTING SIGNAGE TO BE REMOVED) N
1
* — NEW SIGN AND BASE

PATH OF TRAVEL FOR
PICKUP CUSTOMER
(FROM RIGHT—OF-WAY
TO PICKUP ENTRANCE)

PICKUP EXTERIOR SIGN SCHEDULE

DESCRIPTION DIMENSIONS | QTY
PICKUP RIGHT 18" x 24" 4
PICKUP LEFT 18" X 24" | 2
PICKUP AHEAD 18" X 24" [ 1
PICKUP BANNER AND - -
MOUNTING HARDWARE | 247 X B80"| 1

INSTALL PICKUP BANNER
ON EXISTING LIGHT POLE

[m———————mm— -

L e e ]

NEW ADA LOCATION. REFER TO 1

DEMOLITION & CONSTRUCTION I

PLAN, SHEET SD1 FOR DETAILS 1 : :
-

LJ C

NEW PICKUP 2.0 LOCATION. REFER
TO DEMOLITION & CONSTRUCTION
PLAN, SHEET SD1 FOR DETAILS

TES:
SIGNAGE LOGATIONS ARE APPROXIMATE. CONTRACTOR SHALL ENSURE EXISTING

IMPROVEMENTS DO CONFLICT WITH THE SIGNS AND/OR SIGN VISIBILITY. IF
IT IS DETERMINED THAT CONFLICTS EXIST, CONTRACTOR SHALL COORDINATE WITH
WALMART CONSTRUCTION MANAGER PRIOR TO CHANGING SIGN LOCATION AND/OR
EXISTING IMPROVEMENTS.

ALL PICKUP WAY FINDING AND_STALL SIGNS ARE WALWART SUPPLIED AND.
CONTRACTOR INSTALLED. CONTRACTO! PLACE SIGN AT LEAST

WEEKS IN ADVANCE. ORDER SHALL EE SENT VIA EMAIL TD GETW THOMAS
(Getty. Thomaa®walmart.com) AND BRAD KEENER (Bradiey Keener@walmart.com).
REQUEST SHALL CONTAIN A DELIVERY ADDRESS, DESIRED DELIVERY DATE, AND
ANY SITE SPECIFIC SIGN SIZE AND/OR COLORS BASED ON APPROVED PLANS.
NEW DIREGTIONAL SIGNAGE TO BE INSTALLED ON EXISTING POSTS WHEN
POSSIBLE.

Rlelkup

WALMART

S
@@
o

e
S

3
-
o~
2

=

9

e

S
)

Add your parking detals In A your paring dotals in Ackd your parking detals in Add your paring detalh Addyour parking detalls n
the app & we'll be right out. theapp & wo'llbe right out. ‘the app & we'l b right out. the upp & ol be right out. the wpp Bl ba right out.
Reserved Reserved Reserved Reserved
A you paring detals n Acdyour prting doalc Add your puting deae Addyour pardog dettin
‘the app & we'll be fight cut. ﬁ--pl-ilb-ﬂ,&ll ‘the app & we'l ba right out. h.—l-’lhﬁl‘ the wpp & walll be right out.
Reserved Reserved Reserved Reserved [ Reserved
A you parking deals’n Add yourparing deaisin Add your prking dtsiin A your parking detab in A your garking doai
‘theapp & we'll be right out. ‘theapp & we'll be right ‘the app & we'l b right out. ‘the app & we'll be right out. ‘the wpp kwe'll be right out.

Reserved Reserved Resarved

2| |28 |2 | 25

PICKUP PARKING SIGNAGE.
WALMART FURNISHED,
CONTRACTOR INSTALLED

FACE OF CURB

PICKUP PARKING STRIPING. — |
PAINT TO MATCH EXISTING
ADJACENT COLOR.

4" (1Y
St

1

G.C. TO SEAL COAT
STRPING REMOVED ]
AREAS PER THE
SPECIFICATIONS.

"PICKUP” PARKING STALL PAVEMENT MARKING

N.T.S.

STIPULATION FOR REUSE
TS DRAWNG WAS PREPARED FOR
ENGINEERS, REPRODUCTIGN OF THIS
DRAWING FOR REUSE ON ANOTHER
PROLECT 1S NOT AUTHORIZED AND
MAY BE GNTRARY 0 THE LAW.

USE ON A SPECIFIC SITE AT

Add your paring detals n Acki your parking detal n Ack your perkig doaisin A your parking detel
thaapp & wellbe dghe ot forlortatts ekl heapp el baright ove. thewpp & el b right out. ey bl in iprm. |
Reserved Reserved Reserved Reserved Reserved

Addyour parting datal n
=
T
Acd yourparking detall

theagp 8 wrl berightout

Stall Designation Signs
18" x 18" 2.25 SF

Plelaup Plekup

Logo Signs (Small)

Pickup| |Pickue

RESERVED]
18"X12" SIGN PARKING

PARKING SPACES

——— R7-8
GREEN LEGEND
ey | vHiTE STMBOL ON BLUE

<!

N WHITE BACKGROUND

12°X6” PLAQUE
TYPICAL AT ALL VAN 3
VAN ACCESSIBLE
PARKING SPACES ACCESSBLE Gren

ON WHITE BACKGROUND

12°X9” PENALTY SIGN

WITH WORDIN
REQURED BY STaTE
PER LOCAL CODE

ACCESSIBLE PARKING SIGN

N.TS.

ICARLSON
CONSULTING
[ENGINEERS, INC.

7068 LEDGESTONE COMMONS.
FH. (301) 384-0404 # FX. (901) 384-0710
WISCONSON CORPORATION #4428-11

BARTLETT, TENNESSEE 38133

CONSULTANTS

[

LAYOUT PER STRIPING
DETAIL/SITE PLAN

NEVER LESS THAN 9°

(UNLESS STOP SIGN IS USED) NEVER LESS Than o

(UNLESS STOP SIGN IS USED)

o LAYOUT PER STRIPING-
DETAIL/SITE PLAN

VARIES DEPENDING
ON CURB RADIUS £-0"

40"
30" STOP SIGN MOUNTED TO
o ON POST (1L sions BT SLMCNED I i on post

STOP SIGN ONLY — ON
POST WITH BOLLARD

G <

—

\
Directional Signs (Left / Straight / Right)
18" x 24" 3.00 SF

Call In_Sign
18" x B" 1.00 SF

STORE NO.1396-236

0
almark 2,<
BARABOO, WISCONSIN

NOTES:
1. SIGNS_FURNISHED BY WALMART.
ATTACH TO WALL OR BOLLARD
BY

ek

36" STOP SIGN SHALL BE WITH BOLLARD
jgumgé"%w et W INSTALLED ON POST WITH
BOLLARD) BOLLARD
CURBED ISLAND = 601 PAINTED ENDCAP — 60
SIGN LOGATIONS — 60 PARKING SIGN_LOCATIONS — 60" PARKING

LAYOUT PER STRIFING
DETAIL/SITE PLAN

ISSUE BLOCK

A\ | AbDg5 [05/06/2022

CHECKED BY: JsP

DRAWN BY: SAW

DOCUMENT DATE: 03/11/2022

2. SINS PREFINISHED TO MATCH
s U P E Rc E N T E R —
Logo Signs (Large) "
Also Pickup Hours sign s-ze P 4 -0
36" x 18" 450 S
POST WITH SIGN(S) POST WITH SIGN(S)
. " ” LAYOUT PER STRIPING NEVER LESS THAN 9
PICKUP” SIGNAGE DETAIL/SITE PLAN
NTS. CURBED ISIAND — 90 PAINTED ENDCAP — 90"
SICN LOCATIONS — 90° PARKING SIGN LOCATIONS — 80" PARKING
Plelk e Py
fekup 2 [ i
I:(1> 30" GALVANIZED
n iq| SQUARE TUBY
EXISTING PICKUP LOCATION. \
SLOPE TOP
REFER TO DEMOLITION & e —_| N
CONSTRUCTION PLAN, SQUARE TUBE o
SHEET SD1 FOR DETAILS E 5 USE 4" SCH. 40 STEEI W
J PIPE FILLED W/ coNCRErE
i WITH_TOP_ROUNDED AND
PAINTED TRAFFIC YELLOW =
- e ——— T
r a sLope Top «
| S —— OF CONCRETE
GROUND_SURFACE GROUND_SURFACE
T. SIGNS SHALL HAVE DIAMOND GRADE,
ASTM TYPE X1, SHEETING. Y
2. MOUNT SIGN IN ACCORDANCE WITH 0 EDGE OF _o—1d TO EDGE OF .
DIRECTIONAL SIGN MOUNTING AND TRAVEL WAY TRAVEL WAY T
BASE DETALL. . S
3. TYPICAL R1-Sb SIGNS SHALL BE AS 3500 PSI o ——T 500
SHOWN WITH A LEFT FACING ARROW. CONCRETE BASE e
SIGNS WITH "RIGHT" AFTER THE SIGN T
LABEL SHALL HAVE A RIGHT FACING I PP
ARROW. r-s
LEGEND, BORDER — BLACK
BACKGROUND  — WHITE (RETROREFLECTIVE) YPICAL DIRECTIO TYPICAL DIRECTIO
STOP SYMBOL ~ — RED (RETROREFLECTIVE) SIGNAGE IN_CURBED ISLAND SIGNAGE IN_PAVEMENT
R1-5b
STOP FOR PEDESTRIANS DIRECTIONAL SIGN_MOUNTING AND BASE
N.TS. N.T.S,
DIRECTIONAL SIGNAGE OVERALL SITE PLAN
N.TS.
5/16” CR. 5 FLANGED
BOLT
| |
2" WHITE_STRIPE — [ TO PLA -l
ADDITIONAL SPARK PICKUP NOTES 4 BLUE STRIPE ! ! 5/18" @
SIGN ON BACK WHE! 1. SEE SITE PLAN FOR TOTAL LAYOUT. ! | NOTES:
BACK FACES PUBLIC = SERR”ED Flasce
STREET. ALIGN TO TOP 2. THESE DETALS ARE FOR REFERENCE ALL SIGNS SHALL COMPLY WITH U.S. DEPARTMENT OF
BEGIN NUMBERING AT AND DIMENSION CONTROL ONLY. TRANSPORTATION, FEDERAL HIGHWAY ADMINISTRATION'S "MANUAL
STALL CLOSEST T0 THe OF UNIFORM TRAFFIC CONTROL DEVICES”, LOCAL CODES AND AS
PICKUP D BOLT LOCATIONS 3. ALL DIMENSIONS ARE T0 € Of SPECIFIED. MOUNT SIGNS TO POST IN ACCORDANGE WITH
BOLT LOCATIONS — WHITE STRIPE. UNLESS SriRmse MANUFACTURER'S INSTRUCTIONS. PLAN VIEW
| MOUNTING 2. GALVAN\ZED SQUARE TUBl
E 4. ALL COLORS AS SHOWN OR AS

SEE ReMovaLe
SQUARE TUBE

SLOPE TOP OF
CONCRETE \
GROUND_SURFACE

o SEE REMOVABLE N
SQUARE TUBE

POST

SLOPE TOP OF
CONCRETE

GROUND SURFACE

3500 P.S.I. P.C. .
CONCRETE BASE L

~2-0

o
FRONT VIEW

PARKING

3500 P.SJ. P.C.——

CONCRETE BASE T
-0’

SIDE VIEW

TYPICAL PARKING SIGNAGE
IN CURBED ISIAND

SIGN _MOUNTING AND BASE

N.T.S.

SPECIFIED BY LOCAL CODES.

ALL SYMBOLS SHALL BE APPLIED
USING TEMPLATE.

ACCESSIBLE_PARKING SYMBO)

" WHITE STRIPE
4" BLUE STRIPE
2" BLUE STRIPE
4" WHITE_STRIPE

AN

r
L

TYPICAL ACCESSIBLE STALL STRIPING

ACCESSIBLE STALLS PARKING STRIPING

N.T.S,

7'—4" MIN
(REFER To PLANS)

6" WHITE
STRIPES
247 0.C. (TYP.)
1. MARKINGS FOR STREETS SHALL BE ACCORDING TO 8" WHITE

LOCAL CODE REQUIREMENTS /D AS OUTUNED IN STRIPE_ (TYP.

SECTION 38.18 OF THE MANUAL ON UNIF EACH SIDE)

E RS s

HIGHWAYS.

~

MARKINGS WITHIN PRIVATE. PARKING LOT SHALL BE
PER THIS DETAI

THESE MARKINGS ARE TO BE PAINTED
RETROREFLECTIVE WHITE.

CROSSWALK MARKING W/ LONGITUDINAL STRIPES (MODIFIED)

N.TS.

3
'2x3/16" 129
ROST TUBE GALVANIZED AS PERCAST AG53 GRADE 90,

ANCHOR TUBE = 21/4021/47x3/18" 120
ANCHOR TUBE SHALL MEET ASTM AS0Q GRAI ﬂ o B

SHADETORAL TUE D SeeL SHaLL BE 'HOF DIb GANANZED

PER ASTM A123.

THE UPPER SIGN POST SHALL TELESCOPE INSIDE THE ANCHOR
TUBE A MINIMUM_OF 12", THE ANCHOI

MINIMUM 27° DEEP WITH 3" MIN. 4" W EXROSED ABOVE
FINISH  GRADE.

GROUND SURFACE

PARTIAL ELEVATION

REMOVABLE SQUARE TUBE POST

N.T.S.

PICKUP STRIPING AND

DETAILS

SIGNAGE DETAILS

25
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BARABOO DUPLEX
S&T SUNSET PROPERTIES LLC
City of Baraboo

Sauk County, WI
May, 2022

i

HORIZONTAL POSITIONS SHOWN ON THIS PLAN ARE WISCONSIN
COORDINATE REFERENCE SYSTEM (WISCRS), SAUK COUNTY,

NAD83 ( 91 ), IN U.S. SURVEY FEET. POSITIONS SHOWN ARE GRID
COORDINATES, GRID BEARINGS, AND GRID DISTANCES. GRID DISTANCES
ARE THE SAME AS GROUND DISTANCES. ELEVATIONS ARE REFERENCED
TO NAVD 88 ( 2011). GPS DERIVED ELEVATIONS ARE BASED ON GEOID 12A.

SYMBOLS LEGEND

EXISTING MANHOLE
PROPOSED MANHOLE
EXISTING HYDRANT

PROPOSED HYDRANT
VALVE

CURB STOP

WELL

PROPERTY CORNER
LIGHT POLE

POWER / TELEPHONE POLE

GUY WIRE

UTILITY PEDESTAL
SIGN

SOIL BORING
MONITORING WELL

MAILBOX

POTENTIAL HAZARD

.
L] | Sheet List Table ABBREVIATION LIST EXISTING LINETYPES LEGEND $ BENCHMARK
] EOP = EDGE OF PAVEMENT < SANITARY SEWER
L H BOC = BACK OF CURB an
Sheet Number Sheet Title TOW = TOP OF WALL <7 STORM SEWER {Z} DECIDUOUS TREE
ROW = RIGHT OF WAY
4 I/ G1.0 TITLE PAGE INV = INVERT WM WATER MAIN sy
ELEV = ELEVATION ™ FORCE MAIN %%mj CONIFEROUS TREE
g Cc1.0 EXISTING SITE PLAN PVC = POINT OF VERTICAL CURVE -
PVI = POINT OF VERTICAL INTERSECTION c ELECTRIC
- 20 PROPOSED SITE PLAN PVT = POINT OF VERTICAL TANGENT OE OVERHEAD ELECTRIC HANDICAP SYMBOL
: PC = POINT OF CURVE ~ GAS
L Pl = POINT OF INTERSECTION
\ i g P L = C3.0 UTILITIES gpz—ﬁ(\?w&,?\_': TANGENT FO FIBER OPTIC DIGGERS HOTLINE NOTE
NO SCALE} || £ ||; C4.0 PROPOSED GRADING PLAN SAN = SANITARY SEWER T TELEPHONE \embe, To'Obtum Location of
JN s i ‘F | ST = STORM SEWER v v 9 1% " Focities setore Yoo
| Z 3 S ilties Before 1
¥ — S = I: L | C5.0 EROSION CONTROL PLAN "I?C_=R¢OD|!—’U(S)F CURB —X——X—X—X— FENCE Q! K Dig in Wisconsin
H % § Y FL = FLOW LINE — GL — GL —— GRADING LIMITS /dl’stsm 3
C6.0 EROSION CONTROL DETAILS = s s o
) . . FQ@/ . ‘ F! A SN SF SF SF SILT FENCE CALL DIGGERS HOTLINE
Z K Bl i a . cé.1 SITE IMPROVEMENT DETAILS HP = HIGH POINT — DB —— DB —— DB —  DOUBLE SEDIMENT BARRIER 1-800-242-8511
l | ﬁkg Zj JJ g i SEWER AND WATER mﬁflm&[}‘HOLE Wis Statute 182.0175 (1974)
o Re_quires Min. 3 Work Days
= = | ce2 LATERAL DETAILS P e T URVE Noice Before You Excavate
VC = VERTICAL CURVE
L= LENGTH
BARABOO, WI CL = CENTERLINE
PROJECT LOCATION LOCATION PLAN B-B = BACK TO BACK
EROSION NOTES GENERAL NOTES
1. ALL EROSION CONTROL MEASURES SHALL BE IN PLACE PRIOR TO CONSTRUCTION. 18.  CONTRACTOR WILL BE RESPONSIBLE FOR ALL DUST CONTROL. GENERAL SANITARY SEWER & FORCEMAIN
2. SILT FENCE, TEMPORARY SEDIMENT BASIN, & ROCK CONSTRUCTION ENTRANCE SHALL BE INSTALLED 19.  ALL BANK AREAS DISTURBED SHALL BE STABILIZED WITH EROSION CONTROL 1. ALL EXISTING UNDERGROUND UTILITY LOCATIONS SHOWN ARE APPROXIMATE AND 1 EXISTING SANITARY SEWER LOCATIONS, SIZES. AND TYPES SHOULD BE
PRIOR TO ANY LAND DISTURBING ACTIVITIES, INCLUDING CLEARING & GRUBBING. MAT IMMEDIATELY. SHOULD BE FIELD VERIFIED, BY CONTRACTOR, PRIOR TO CONSTRUCTION. : FIELD VERIFIED BY THE CONTRACTOR PRIOR TO MAKING ANY
3. ALL STORM SEWER INLETS SHALL HAVE INLET PROTECTION TYPE-D INSTALLED UPON INLET INSTALLATION. 20. POSITIVE DRAINAGE AWAY FROM THE BUILDING WILL BE THE 2. EXISTING DRIVEWAYS ARE DESIGNATED IN THE FOLLOWING MANNER: CONNECTIONS
4. CONTRACTOR IS RESPONSIBLE FOR WEEKLY DNR INSPECTION REPORTS IN ACCORDANCE WITH NR - .
216.46(9). ?Ezpﬁgﬁﬁg OF THE CONTRACTOR UNLESS OTHERWISE CONFIRMED BY g B ’g’:&g 2. EXISTING FORCEMAIN LOCATIONS ARE SHOWN APPROXIMATE AND
5. ADDITIONAL EROSION CONTROL MEASURES MAY BE ADDED ON AN AS-NEEDED BASIS. 21, DOWN SPOUTS SHALL BE DIRECTED IN A SAFE MANNER AND COMPLY WITH C -- CONCRETE iiﬁ%ggzgg%mgmﬂm BY THE CONTRACTOR PRIOR TO MAKING
6. THE DETENTION BASIN SHALL BE CONSTRUCTED PRIOR TO MASS LAND DISTURBANCE AND UTILIZED AS ALL LOCAL AND STATE REGULATIONS. D -- DIRT 3 NOT ALL SEWER LATERALS ARE SHOWN. ALL PARCELS TO HAVE
SEDIMENT BASIN DURING CONSTRUCTION. 22.  ALL FILL PLACED UNDER BUILDING AND PAVED AREAS SHALL BE 3. PROPOSED DRIVEWAY APPROACH TO BE REPLACED IN-KIND UNLESS EXISTING : SANITARY SEWER SERVICE LATERAL REPLACED EVEN IE NOT SHOWN
7. ANY AREAS WHERE GRADING IS COMPLETED SHALL BE STABILIZED WITH FERTILIZER, SEED, & MULCH AS STRUCTURALLY SOUND. APPROACH IS DIRT OR GRAVEL; IN WHICH CASE, AN ASPHALT APPROACH IS TO BE USED. CONTRACTOR SHALL FIELD VERIFY LOCATIONS OF ALL SANITARY SEWER
SOON AS POSSIBLE. 23.  SEDIMENT WILL BE REMOVED FROM BEHIND SEDIMENT FENCES AND 4. THE CONTRACTOR SHALL PROVIDE A MINIMUM OF 48 HOURS NOTICE TO ALL AFFECTED SERVICE LATERALS
8. ALL BEST MANAGEMENT PRACTICES WILL BE INSTALLED BY THE TIME THE CONSTRUCTION SITE IS BARRIERS BEFORE IT REACHES A DEPTH THAT IS EQUAL TO HALF THE RESIDENTS FOR ALL PLANNED WATER AND/OR SEWER SERVICE OUTAGES. 4 REPLAGE SEWER LATERALS FROM RIGHT OF WAY TO NEW SANITARY
CONSIDERED STABILIZED. BARRIER'S HEIGHT. 5. ALL ASPHALT REPAIRS/REPLACEMENT SHALL BE SAWCUT TO MATCH EXISTING PAVEMENT ™ MAIN AND INSTALL A TRACER WIRE TERMINAL BOX AT THE STREET
9. A COPY OF THIS EROSION CONTROL PLAN SHALL BE KEPT ON SITE THROUGHOUT THE DURATION OF THE 24.  BREAKS AND GAPS IN SEDIMENT FENCES AND BARRIERS WILL BE REPAIRED AS SHOWN ON THE PLANS OR AS DIRECTED BY THE ENGINEER. RIGHT.OF-WAY
PROJECT. IMMEDIATELY. DECOMPOSING STRAW BALES WILL BE REPLACED (TYPICAL 6. ALL EXISTING ASPHALT AND GRAVEL DRIVEWAY APRONS THAT ARE REQUIRED TO BE 5 LATER/_A\LS_SHALL BE 6" PYC UNLESS OTHERWISE INDICATED
10.  STOCKPILES LEFT INACTIVE FOR 7 DAYS SHALL BE SEEDED AND SURROUNDED BY SILT FENCE. BALE LIFE IS THREE MONTHS). RECONSTRUCTED SHALL BE REPLACED WITH 8" OF CRUSHED AGGREGATE BASE COURSE PROVIDE 7.0' MINIMUM DEPTH OF COVER OVER PROPOSED
11.  ALL WASTE AND UNUSED BUILDING MATERIALS (INCLUDING GARBAGE, DEBRIS, CLEANING WASTES, OR 25.  ALL SEDIMENT THAT MOVES OFF-SITE DUE TO CONSTRUCTION ACTIVITY OR AND 3" OF ASPHALT. ALL EXISTING CONCRETE DRIVEWAY APRONS THAT ARE REQUIRED FORCEMAIN
OTHER CONSTRUCTION MATERIALS) SHALL BE PROPERLY DISPOSED OF AND NOT ALLOWED TO BE STORM EVENTS WILL BE CLEANED UP BEFORE THE END OF THE SAME TO BE RECONSTRUCTED SHALL BE REPLACED WITH 6" CONCRETE. :
CARRIED BY RUNOFF INTO RECEIVING CHANNEL. WORKDAY. ACCUMULATED SEDIMENT/DEBRIS IN SEWER PIPES SHALL BE 7. é’?@qxgﬁgz%ﬁEEIEEENOGFTSHTSRGEESESWN MEASURED FROM INSIDE
12.  ALL VEHICLE TRAFFIC IS PROHIBITED WITHIN THE UNDISTURBED LAND BUFFER WHENEVER PRACTICAL. CLEANED PRIOR LOCAL MUNICIPALITY TAKING OWNERSHIP. WATER MAIN 8 ALL LATERAL CONNECTIONS TO NEW MAIN SHALL BE MADE WITH WYE
13. EROSION CONTROL MAT CLASS I, TYPE A WILL BE USED IN NON-CHANNEL AREAS AND CLASS |, TYPE B 26.  ALLINSTALLED EROSION CONTROL PRACTICES WILL BE MAINTAINED UNTIL 1. EXISTING WATER MAIN LOCATIONS, SIZES, AND TYPES SHOULD BE FIELD VERIFIED BY THE ’ CONNECTIONS
WILL BE USED IN CHANNEL AREAS. THE DISTURBED AREAS THEY PROTECT ARE STABILIZED. CONTRACTOR PRIOR TO MAKING ANY CONNECTIONS. . Y
14.  ALL DEWATERING PERMITTING, IF REQUIRED, IS THE RESPONSIBILITY OF THE CONTRACTOR AND SHALLBE 27, ALL EROSION CONTROL MAT SHALL BE INSTALLED WITHIN 24 HOURS OF 2. UNLESS OTHERWISE INDICATED BY DESIGN GRADE, MAINTAIN A 7.0' MINIMUM DEPTH OF - “G"QESE%LES SHALL BE INSTALLED /4" LOWER THAN FINAL ASPHALT
IN ACCORDANCE WITH DNR TECHNICAL STANDARD 1061. FINAL GRADES BEING ESTABLISHED. COVER OVER PROPOSED WATER LATERALS. )
15.  STREETS SHALL BE SWEPT AT THE END OF EACH WORK DAY OR AS DIRECTED BY THE MUNICIPALITY. 3. UNLESS OTHERWISE INDICATED FOR WATER MAIN CROSSINGS BELOW STORM SEWER &
16.  TRACKING PADS SHALL BE USED AT THE CONSTRUCTION ENTRANCE AND EXITS. SANITARY SEWER PIPES CONTRACTOR SHALL MAINTAIN A MINIMUM 18" OF SEPARATION STORM SEWER
17.  ALTHOUGH ROCK CONSTRUCTION TRACKING PADS MAY NOT BE SHOWN ON THE PLANS, THE FROM EDGE OF PIPE TO EDGE OF PIPE. 1. SITE SHALL UTILIZE PERVIOUS PAVEMENT AS STORM SEWER BMP.
CONTRACTOR SHALL INSTALL THEM AS NECESSARY OR AS DIRECTED BY THE ENGINEER TO MINIMIZE 4. LATERALS SHALL BE 2" TYPE "K" COPPER, UNLESS OTHERWISE INDICATED.
TRACKING ONTO ADJACENT STREETS. THESE PADS ARE CONSIDERED INCIDENTAL TO THE WORK AND 5. VALVE BOXES SHALL BE INSTALLED /4 LOWER THAN THE FINAL ASPHALT GRADE.
WILL NOT BE MEASURED OR PAID FOR SEPARATELY.
ouss G G
. . . . . ROU EV ENGINEERIN
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FILE NAME :

SITE DEVELOPMENT DATA:

SITE ADDRESS: 1035 WA

PARCEL ID 206-1121-00000

DESIGN AREA: 49,530 SF ( 1.14 ACH)
CURRENT ZONING: R3

MINIMUM YARD DIMENSIONS
PRINCIPLE BUILDING

1. STREET - 25 FEET

2. SIDE YARD - 10 FEET

3. REAR YARD - 25 FEET

MAXIMUM LOT COVERAGE
1. PRINCIPLE BUILDING = 27%
2. ACCESSORY BUILDING = 8%

MAXIMUM BUILDING HEIGHT
1. PRINCIPLE BUILDING: LESS THAN 35'
2. ACCESSORY BUILDING LESS THAN 20'

PROJECT:
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SITE DEVELOPMENT DATA:
SITE ADDRESS: 1035 WALNUT STREET
PARCEL ID 206-1121-00000
PARCEL AREA: —_ —
PARCEL AREA: 49,530 SF ( 1.14 AC#) - -
DISTURBED AREA: 40,500 SF ( 0.92 ACH)
CURRENT ZONING: R3 PAR# 1120-3
PROVIDED YARD DIMENSIONS
PRINCIPLE BUILDING
1. STREET - 25 FEET
2. SIDE YARD - 10 FEET PAR# 1110-1
3. REAR YARD - 10 FEET |
MAXIMUM LOT COVERAGE
1. PRINCIPLE BUILDING = 27%
2. ACCESSORY BUILDING = 8% — — N8527'53"W 188.10° 3
,,H— —— 7_ -—
MAXIMUM BUILDING HEIGHT " _q
1. PRINCIPLE BUILDING: LESS THAN 35' 18 12 \
2. ACCESSORY BUILDING LESS THAN 20' 36' 34 -
_— 34
NOTES: L s l \
25"\ 0
1. ALL EXISTING UNDERGROUND UTILITY LOCATIONS ARE \\ B \j\ = /"
APPROXIMATE AND SHOULD BE FIELD VERIFIED PRIOR TO . 7 //
CONSTRUCTION. I 7 }
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DIGGERS HOTLINE 5 WORKING DAYS PRIOR TO START OF
CONSTRUCTION.
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\ S
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4.  ALL LAWN AND PLANTING AREAS WHICH HAVE BEEN

COMPACTED DUE TO CONSTRUCTION SHALL BE LOOSENED
PRIOR TO ADDITION OF TOPSOIL.

5. SIDEWALKS AND RAMPS SHALL HAVE A MAXIMUM CROSS X
SLOPE OF 2% (1:50).
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FILE NAME

EROSION CONTROL NOTES:

1.

. STOCKPILES.

THE CONTRACTOR SHALL IMPLEMENT AND MAINTAIN EROSION
CONTROL DEVICES FROM THE START OF LAND DISTURBING
CONSTRUCTION ACTIVITIES UNTIL FINAL STABILIZATION OF THE
CONSTRUCTION SITE.

ALL EROSION CONTROL MEASURES SHALL BE INSTALLED IN
ACCORDANCE WITH CITY EROSION CONTROL AND STORMWATER
ORDINANCE AND THE APPROPRIATE WISCONSIN DNR
CONSTRUCTION SITE EROSION AND SEDIMENT CONTROL
TECHNICAL STANDARDS. THE CITY RESERVES THE RIGHT TO REQUIRE
ADDITIONAL EROSION CONTROL MEASURES AS CONDITIONS
WARRANT.

CLEANING RIGHT-OF-WAY SURFACES SHALL BE THOROUGHLY
CLEANED BEFORE THE END OF EACH WORKING DAY WITHOUT
HYDRAULIC FLUSHING.

RESTORATION RESTORATION SHALL BE COMPLETED AS NOTED IN
THE CONSTRUCTION SCHEDULE UNLESS OTHERWISE AUTHORIZED BY
THE CITY.

INSPECTION THE CONTRACTOR SHALL INSPECT EROSION AND
SEDIMENT CONTROL PRACTICES WEEKLY, AND WITHIN 24 HOURS
FOLLOWING A RAINFALL OF 0.5 INCHES OR GREATER.
DOCUMENTATION OF EACH INSPECTION SHALL INCLUDE THE
TIME, DATE AND LOCATION OF INSPECTION, THE PHASE OF LAND
DISTURBANCE AT THE CONSTRUCTION SITE, PERSON

CONDUCTING THE INSPECTION, ASSESSMENT OF CONTROL
PRACTICES, AND A DESCRIPTION OF ANY EROSION OR SEDIMENT
CONTROL MEASURE INSTALLATION.

STONE TRACKING PAD. BEFORE BEGINNING CONSTRUCTION,
CONTRACTOR SHALL INSTALL A STONE TRACKING PAD AT EACH
POINT WHERE VEHICLES ENTERS/EXITS THE CONSTRUCTION SITE.
STONE TRACKING PADS SHOULD BE AT LEAST 24 FEET WIDE AND 50
FEET LONG, AND CONSTRUCTED OF 3-6 INCH WASHED STONE WITH
A DEPTH OF AT LEAST 12 INCHES. ON SITES WITH CLAY SOILS, TONE
TRACKING PADS MUST BE UNDERLAIN WITH A GEOTEXTILE LINER TO
PREVENT THE STONE FROM SINKING INTO THE SOIL.

INLET PROTECTION. ALL INLETS SUBJECT TO DRAINAGE SHALL BE
PROTECTED WITH TYPE D INLET PROTECTION OR APPROVED EQUAL.
ANY DEPOSITS OF DIRT, MUD, ROCK, DEBRIS, OR OTHER MATERIAL
ENTERING THE STORM SEWER SYSTEM SHALL BE PROMPTLY AND
THOROUGHLY CLEANED OUT.

EROSION MAT. AREAS OR EMBANKMENTS HAVING SLOPES
GREATER THAN OR EQUAL TO 4H:1V SHALL BE STABILIZED WITH
WISCONSIN DOT CLASS 1, URBAN, TYPE B, EROSION MAT.
TEMPORARY EROSION CONTROL. ALL TEMPORARY EROSION AND
SEDIMENT CONTROL MEASURES SHALL BE REMOVED WITHIN 30
DAYS AFTER FINAL SITE STABILIZATION IS ACHIEVED OR AFTER THE
TEMPORARY MEASURES ARE NO LONGER NEEDED.

. STABILIZATION. STABILIZE AREAS OF FINAL GRADING WITHIN 7 DAYS

OF REACHING FINAL GRADE.

. TOPSOIL. A MINIMUM OF 4 INCHES OF TOPSOIL MUST BE APPLIED

TO ALL AREAS TO BE SEEDED OR SODDED.

. SEEDING. SEED MIXTURE SHALL BE APPLIED AT A RATE OF 2 LBS PER

1,000 SF OF AREA OR AS NOTED ON THE LANDSCAPE PLAN.
IMMEDIATELY STABILIZE STOCKPILES AND SURROUND
STOCKPILES AS NEEDED WITH SILT FENCE OR OTHER PERIMETER
CONTROL IF STOCKPILES WILL REMAIN INACTIVE FOR 7 DAYS OR
LONGER.

EROSION CONTROL KEY

6069595
O,0_.0

TRACKING PAD

e

CLASS Il RIP-RAP @ STORM SEWER OUTLET, TYP.

= = =

EROSION MAT
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TEMPORARY DITCH CHECK, TYP.
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2.

| (SEE NOTE #2)
5.0" (MIN).= ' ‘
BEDDING COURSE (SEE NOTE #2) n
4 .
0 BASE COURSE 500

FIGURE 1. CRITERIA FOR UNDERDRAIN DISCHARGE
AND INFILTRATION PRETREATMENT CREDITS

PERMEABLE INTERLOCKING

PAVER SYSTEM PERMEABLE BLOCK SYSTEM

(SEE NOTE #1)

FILLED JOINTS

(SEE NOTE #1)

OPEN JOINTS

(SEE NOTE #4) (MIN BEDDING COURSE (SEE NOTE #2)

=@
- ‘H

— TR R ety e
[ S =isc=hi

PERVIOUS CONCRETE OR
POROUS ASPHALT
(SEE NOTE #1)

[ —II[=-I]=— soi suseraDE ||| —||[—|I|—] i
:\H:\H =1 =1 = =/ = == :\

\H—H\M—H\—H\—\H
\m SOIL SUBGRADE ﬂ‘ \ \m\ \ \m\ 0 ‘ ‘
== = = = =

HHH*HHH SOIL SUBGRADE H*HHH*

INTERLOCKING PAVERS

NOTES:

PAVEMENT SURFACE PERCENT VOIDS SHALL BE LESS THAN 25%.

JOINT STONE AND BEDDING COURSE SHALL CONSIST OF ASTM C-33, 8, 9, 89, OR 57
AGGREGATE.

AGGREGATE STORAGE RESERVOIR DEPTH SHALL BE A MINIMUM OF 12 INCHES.

BASE AND / OR SUBBASE COURSES WITH MINIMUM POROSITY OF 30% CAN BE
CONSIDERED AGGREGATE STORAGE RESERVOIR. BASE COURSE FOR PERMEABLE
INTERLOCKING PAVERS SHALL BE 4.0" DEPTH OF ASTM C-33, 57 AGGREGATE AND
CAN BE CONSIDERED PART OF THE AGGREGATE STORAGE DEPTH.

UNDERDRAINS CAN BE LOCATED WITHIN OR BELOW THE AGGREGATE STORAGE
RESERVOIR. UNDERDRAINS (OR EQUIVALENT) ARE REQUIRED IF THE AGGREGATE
STORAGE RESERVOIR DRAIN DOWN TIME WILL EXCEED 72 HOURS.

BLOCKS

PERVIOUS CONCRETE OR
POROUS ASPHALT
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FIGURE 2. EFFECTIVE INFILTRATION AREA

CONVENTIONAL

PERMEABLE PAVEMENT PAVEMENT

SOIL SEPARATOR.

EFFECTIVE INFILTRATION AREA MAY
EXTEND HORIZONTALLY BEYOND
THE PERMEABLE PAVEMENT
SURFACE AREA.

CROSS SECTION VIEW

— — — — — — — — — —

vvvvvv

vvvvv

voov v

v
vvvvv

vvvvv

vvvvvvvvvv

I
I
I
|CONVENTIONAL
PAVEMENT

voov v
vvvvvvvvv

PERMEABLE PAVEMENT

vvvvvvvvvv
vvvvvvvvvv

vvvvv
vvvvvvvvvv

voov v
vvvvv

vvvvv
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____________ p—
PLAN VIEW

NOTES:

1.  THE EFFECTIVE INFILTRATION AREA CAN BE INCREASED BY EXTENDING THE
AGGREGATE STORAGE RESERVOIR UNDER CONVENTIONAL PAVEMENT SURFACES
OR IN OTHER APPROPRIATE AREAS, SUCH AS LAWNS WITH SOIL SEPARATOR (e.g.,

FILTER FABRIC).

2. EFFECTIVE INFILTRATION AREA IS THE AREA USED TO INFILTRATE RUNOFF INTO
THE SOIL SUBGRADE AS DEFINED IN s. NR 151.002(12) OF THE WIS. ADM. CODE.
3. FOR PERMEABLE PAVEMENT SYSTEMS THAT WILL RECEIVE RUN-ON FROM ROAD

AND / OR PARKING LOT SOURCE AREAS, THE RATIO OF RUN-ON AREA TO EFFECTIVE
INFILTRATION AREA SHALL BE NO GREATER THAN 3:1.
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Concept Plan Written Description

This Concept Plan submittal packet for the Waldo Street Development
project contains a site concept plan and a general written description of
the proposed development. The narrative below includes all the
elements pertinent to this concept plan. Following review and approval
of the Concept Plan, a General Development Plan (GDP) and Precise
Implementation Plan (PIP) will be submitted for review to the Zoning
Administrator, Plan Commission, and Common Council.

General Description and Themes (Concept)

The proposed Waldo Street development will be a new neighborhood on
the south side of Baraboo consisting of approximately 84 residential
dwelling units. The development is near existing Pierce Park and other
community facilities. The development will include private streets. The
dwelling units will be nestled into the existing hill. The development will be
for Seniors featuring two and three dwelling unit residential buildings. This
will allow for the development of affordable family homes. The
development will include recreational green space, a clubhouse,
playground, pedestrian paths and a pickleball area.

There will be a variety of dwelling units; one-story and two-story buildings.
Several dwelling units will have exposed, accessible basement units that
the hillside grading will open up to. Typical dwelling units will range from
approximately 1,350 square feet to 2,200 square feet with two to three
bedrooms, two bathrooms, and attached garages.

The floor plans will be open for maximum flexibility. Bedrooms will be on
the upper level with several units having master bedrooms on the main
floor. The units will have patios and porches to connect to the outside
environment.

The exterior designs will be of a traditional and craftsman design. There
will be a variety of building design images. The buildings will have sloped
roofs with dimensional shingles. The exteriors will have a variety of low-
maintenance finishes, including cement board or equivalent siding and
vinyl windows, masonry and stone. A rendering of the duplex units is
included in the appendix.

The development will include a Condominium Plat with Condominium
declarations, and be constructed in phases. The table below list the
number of buildings by type and number of dwelling units.

- Approximate Number .
Building Type of Buildings Units
Two Unit Condo 15 30
Three-Unit Condo 18 54
Clubhouse 1

Residential Densities (Concept)

The combined acreage of the three parcels involved in the
development is 19.06 acres. Building types are summarized in the table
below. With 84 dwelling units, the net density of the residential lofs is
approximately 4.41 dwelling units per acre.

The total impervious surface on this proposed development will be
353,510 square feet or 8.1 acres, which is 42.6% of the area. This includes
the dwelling unit footprint, the driveways, the sidewalks and the roads.

Treatment of Natural Features (Concept)

The open space included in the Waldo Street Road development is
planned to be used for passive recreation (pedestrian paths) and
stormwater management. The stormwater management areas are
proposed to fall within the eastern portion of the site and encompassed
by the pedestrian paths. The stormwater management goals and
objectives for the planned area include:

Prevent increases in stormwater runoff rates;
Improve and preserve water quality in all water bodies;
Maintain natural flows; and

[ )
[ )
[
® Protect and enhance fish and wildlife habitat.

The stormwater system will be designed to meet regulatory requirements
and will be designed to accommodate the 1-year through 100-year
storm events.

Relationship to Nearby Properties and Public Streets (Concept)
The proposed development is located in the southern part of the City
between Waldo Street and Parkside Avenue. The development is
bordered to the north, east and south by single family residential lots
zoned R-1A. The parcel to the west is undeveloped, but like this
development is shown to be a single family planned neighborhood in the
comprehensive plan. To the south is property located in the Town of
Baraboo and zoned Agricultural.

The adjoining road network is able to accommodate additional
development, with Waldo Street to the west and Parkside Avenue to the
east. Waldo Street has direct access to South Boulevard which connects
to the downtown and to the west side commercial district. Parkside
connects to Silver Drive which then connects to Walnut Street, which is
also known as STH 123. This route connects the development to Devil's
Lake State Park to the south and downtown Baraboo to the north. These
routes make an array of shops and restaurants just a short drive from the
proposed development by car.

The proposed east-west street through the development will connect to
Waldo Street and Parkside Avenue. Public utilities are readily available to
serve the development. There is water main on both Waldo Street and
Parkside Avenue and sanitary sewer on Parkside Avenue. Sanitary sewer
would be extended from Parkside Avenue. The water main would
connect o the existing mains on Waldo Street and Parkside Avenue
creating a desired water main loop.
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All of these existing conditions make the proposed development well-
suited to the area.

Requested Zoning & Design Standard Exceptions (Concept)
The proposed development is requesting the following exceptions to the
A-1 Agricultural Transition District:
e 17.33 (2)(g) - one and two family dwellings
¢ Project includes two and three family dwellings.
e 17.33 (4) - principal building lot dimension at the street of 150-feet.
¢ The dimensions will be established with the Condominium Plat.
e 17.33 (4) - Rear yard setback of 25-feet
¢ The dimensions will be established with the Condominium Plat.
e 17.51 (6)(m) - paved roadway width of 24-feet
¢ Northern Drive to be 20-feet wide and include a center
median. Cul de sac to be designed to allow furning
movements for emergency vehicles.
e 17.51 (6)(n) - requirement for sidewalks on one side of all roads.
¢ A path will be provided throughout the development for
pedestrian movements.
e 17.51 (15)(a) and (b) - regarding the 50-feet rear yard setback
¢ The dimensions will be established with the Condominium Plat.
e 17.51 (15)(a) and (b) - regarding the 16-feet and 20-feet side yard
setback
¢ The dimensions will be established with the Condominium Plat.
e Chapter 18—Sidewalk Requirements
¢ A path will be provided throughout the development for
pedestrian movements.
e Chapter 18—Curb and Gutter
¢ Curb and gutter will be provided on the east/west street. No
curb will be provided on the remaining streets.
e Chapter 18—Street Widths
¢ The east/west road will meet the standards. The remaining
drives will be 20 feet and 24 feet wide.
e Chapter 18—Trees
O Atree every 40 feet of frontage will not be provided. A
landscape plan will be included in the GDP.

Concept Development Phasing Plan (Concept)
The project will be phased depending on how the units fill. Phase 1 will
start with approximately 12 units.

Waldo Street Development Concept Plan

Page 1
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SURVEYOR'S CERTIFICATE

1, SCOTT P. HEWITT, Professional Land Surveyor, do hereby certify that by the order of the Baraboo Surgery
Center, LLC, | have surveyed, monumented, mapped and divided Lot 1, Certified Survey Map, No. 4402 as recorded
in Volume 23 of Certified Survey Maps, pages 4402 and 4402A as Document No. 745459 located in the Southeast
Quarter of the Northeast Quarter of Section 36, Town 12 North, Range 6 East, City of Baraboo, Sauk County,
Wisconsin, described as follows:

Commencing at the Northeast corner of Section 36;

thence South 00°39'06” West along the East line of the Northeast Quarter of Section 36, 2,328.61 feet;

thence North 89°47'55” West along the South right-of-way line of 9th Street and the Easterly extension thereof, 628.76
feet to the Northwest comer of Lot 2, Certified Survey Map, No. 3590 and the East right-of-way line of Lincoln Avenue;
thence South 00°24°06” West along the West line of Lot 2, Certified Survey Map, No. 3590 and the East right-of-way
line of Lincoln Avenue, 140.62 feet to the Southwest comer of Lot 2, Certified Survey Map, No. 3590, the Northwest
corner of Lot 1, Certified Survey Map, No. 4402 and the point of beginning;

thence South 89°51'25” East along the North line of Lot 1, Certified Survey Map, No. 4402, 184.35 feet to the
Northeast corner thereof;

thence South 00°23'29” West along the East line of Lot 1, Certified Survey Map, No. 4402, 140.25 feet to the
Southeast comner thereof and the North right-of-way line of 8th Street;

thence North 89°51'25” West along the South line of Lot 1, Certified Survey Map, No. 4402 and the North right-of-way
line of 8th Street, 184.37 feet to the Southwest comer of Lot 1;

thence North 00°24'06” East along the West line of Lot 1, Certified Survey Map, No. 4402 and the East right-of-way
line of Lincoln Avenue, 140.25 feet to the point of beginning.

Containing 25,858 square feet (0.59 acres), more or less. Being subject to servitudes and easements of record, if any.

| DO FURTHER CERTIFY that this is a true and correct representation of the boundaries of the land surveyed and
that | fully complied with the Provisions of AE7 Wisconsin Administrative Code, Chapter 236.34 of the Wisconsin State
Statutes and the City of Baraboo Subdivision Ordinance to the best of my knowledge and belief.

Sett o Mtk

SCOTT P. HEWITT

Professional Land Surveyor, No. 2229
Dated: June 23, 2022

File No.: 422-192
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PLAN COMMISSION RESOLUTION

RESOLVED that this Certified Survey Map in the City of Baraboo, Sauk County, Wisconsin is hereby approved by
the Plan Commission.

Mayor Date

City Engineer Date

| HEREBY certify that the foregoing is a copy of a Resolution adopted by the Plan Commission of the City of

Baraboo, Wisconsin, this day of , 2022.

City Clerk Date
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BARABOO, WI 53913
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